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PANEL CONNECTIONS & TRIMS

Universal Panel - Standard KPUT TLE_101 May 2020 Panel Rail Mounting Kit – 42" KPLD42 TLE_105 May 2020 Panel End Trim KTE TLE_211 May 2020

Universal Panel - Semi-Segmented KPUS Datum Height Panel End Trim - Wood KTED

Universal Panel - Segmented KPUC Intermediate Panel End Trim KTI

Universal Panel - Segmented 30" Rail KPUL Thin Panel – Standard HPS TLE_150 May 2020 Intermediate Panel End Trim - Wood KTID

Conventional Panel - Standard KPWT Thin Panel Monolithic HPM Top Trim KTR

Conventional Panel - Semi-Segmented  KPWS Thin Panel Stabilizer Foot HPF Top Trim - Thick KTKT

Conventional Panel - Segmented KPWC Add-On Screen – Translucent KPC TLE_151 May 2020 Top Trim – Wood KTRD

Conventional Panel - Segmented 30" Rail KPWL PANEL CONNECTIONS & TRIMS Continuous Top Trim KTRC

Elevated Panel - Standard KPET Mid Run 90° On-Module HCML TLE_201 May 2020 Continuous Top Trim - Thick KTKC

Elevated Panel - Semi-Segmented KPES Connector/Spacer Continuous Top Trim - Wood  KTRCD

Elevated Panel - Segmented KPEC End Run 90° Connector/Spacer HCEL Panel Wall Adapter KCW TLE_212 May 2020

Elevated Panel - Segmented 30" Rail KPEL Off-Module 90° Connector/Spacer HCUL Panel to Panel Adapter KPP TLE_213 May 2020

High-Cap Elevated Panel - Standard KPHT Thin Panel Connector 90° HCH9 TLE_202 May 2020 Two-Way Bracket for 30" High Panels 90° KPJ90 TLE_214a May 2020

Floor-Flush Panel – Standard KPXT Thin Panel End Trim HET TLE_203 May 2020 Two-Way Bracket for 30" High  KPJ602 TLE_214b May 2020

Floor-Flush Panel – Semi-Segmented KPXS Thin Panel Intermediate End Trim HIT Panels 120° 

Floor-Flush Panel – Segmented KPXC Two-Way 180° Corner Connector KCC_00 TLE_205 Jan 2025 Two-Way Bracket for 30" High KPJ00 TLE_214c May 2020

Floor-Flush Panel – Segmented 30" Rail KPXL Two-Way Corner Connector KCC_3 Panels 180° 

Panel Rail KPL Four-Way Corner Connector KCC_4 Three-Way Bracket for 30" High KPJ3 TLE_215a May 2020

Leverage Wide Panel Gasket KGWP Two-Way 90° Corner Connector KCCN_90 Panels 90° 

Leverage Slim Panel Gasket KGSA Two-Way 120° Connector KCC2_60 TLE_206a Jan 2025 Three-Way Bracket for 30" High KPJ603 TLE_215b May 2020

Panel Add-On – Non-Symmetric KPOF TLE_102a May 2020 Three-Way 120° Connector KCC3_60 TLE_206b Jan 2025 Panels 120° 

with 3" Lay-In Channel Wood Four-Way Bracket for 30" High Panels 90° KPJ4 TLE_216 May 2020

Panel Add-on - Symmetric w/ Cable Way KPOW Two-Way Int. 180° Corner Connector KCCD_00 TLE_207 May 2020 Bracket to Align Glass Panel KPOGJ1 TLE_217 May 2020

Panel Add-On for 30" High Panels – KPOBF Two-Way Int. 90° Corner Connector KCCD_90 Add-On – Same Height 

Non-Symmetric with 3" Lay-In Channel Three-Way Corner Connector KCCD_3 Bracket to Align Glass Panel KPOGJ2

Panel Add-On for 30" Height Panel – KPOBW Four -Way Corner Connector KCCD_4 Add-On – Change in Height

Symmetric with Cable Way  Two-Way 180° Int. Corner Connector KCI_00 TLE_208 Jan 2025 Flush Foot FL280 TLE_218 Sept 2024

Panel Add-On – Single Glass KPOGS TLE_102b Sept 2022 Three-Way Corner Connector KCI_3

Panel Add-On – Double Glass KPOGD Four-Way Int. Corner Connector KCI_4

Panel Add-On to 30" Height Panel – KPOGBS Two-Way 90° Int. Corner Connector KCIN_90

Single Glass Two-Way 120° Int. Corner Connector KCI2_60 TLE_209 May 2020

Panel Add-On to 30" Height Panel – KPOGBD Three-Way 120° Int. Corner Connector KCI3_60

Double Glass Wood

Leverage Slim Panel Gasket KGSA Two-Way Int. 180° Corner Connector KCID_00 TLE_210 May 2020

Panel Add-On Screen – Glass KPGAN TLE_102c May 2020 Two-Way Int. 90° Corner Connector KCID_90

Panel Add-On Screen – Glass KPGT_ TLE_102d May 2024 Three-Way Corner Connector KCID_3

Panel Add-On Screen – Glass KPGA_

Door Panel KPND TLE_103 May 2020

Privacy Screen – Flat KPF TLE_104 May 2020

PANELS

LYFT

PANELS
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ELEMENTS WORKSURFACES & COUNTERTOPS WORKSURFACE SUPPORTS & ACCESSORIES 

Acoustic Element/ Acoustic Element – KES TLE_250a May 2020 Source Laminate KUWS TLE_306 May 2020 DUS to Leverage Parallel – Elevated KUSPBEP TLE_366 May 2020

Corridor Width Rectangular Worksurface DUS to Leverage Parallel – Standard KUSPBSP

Acoustic Power / KEC Seamless DUS to Leverage Perpendicular KUSPBEF

Communication Element Rectangular Worksurface KWS TLE_307 May 2020 Front – Elevated 

Accessory Element KELS Radius Corner Worksurface with Return KWRR DUS to Leverage Perpendicular KUSPBSF

Whiteboard Element KEWN Curved Corner Worksurface KWSC Front – Standard 

Architectural Element/Architectural KER Standard Corner Worksurface KWPS DUS to Leverage Perpendicular KUSPBEB

Element – Corridor Width Standard Pentagon Worksurface KWPG Back – Elevated 

Wood Element - Corridor Width KEWD Bullet Worksurface KWBT DUS to Leverage Perpendicular KUSPBSB

Metal Element - Corridor Width KEM D-Style Back – Standard 

Metal Power/Communication Element KEMD Rectangular Worksurface (D-Style) KWSQ TLE_308a May 2020 Mini Leg UNCLN TLE_367 May 2020

Monolithic Acoustic Element Power KEUS D style Rectangle Round Corners KWSD Desk Edge Screen – Glass KSDEG TLE_368 May 2020

/Communication D style Rectangle Full Round Corners KWSD TLE_308c May 2020 Desk Edge Screen – Full Height Glass KSFDG

Acoustic Power/Communication Element KEAP WORKSURFACE SUPPORTS & ACCESSORIES Slim Post Leg KLP TLE_369 May 2020

Acoustic Element – Floor-Flush KESF TLE_250b May 2020 Cantilever CT TLE_350 May 2020 Reconfigurable Low 

Metal Element – Floor Flush KEMF C-Leg CL29 TLE_351 May 2020 Credenza-to-Worksurface Support UWCPWN

Baseboard Element – Fabric KEBF Monoleg CZ29 TLE_352 May 2020 Mid Gable On Module KGMF TLE_371a May 2020

Baseboard Element – Metal KEBM Flush Plate TLFP TLE_353 May 2020 Mid Gable Off Module KGMF TLE_371b May 2020

Baseboard Element – Wood KEBW xm Post Leg TXPL TLE_354 May 2020 MOUNTED STORAGE & ACCESSORIES

Glazed Element KET TLE_251 May 2022 Fixed Height Thin Panel Mount Bracket HWB TLE_355 May 2020 Keys K TLE_401 May 2020

Glazed Element – Corridor Width KETCW End Gable (Lyft) HEG Shelf Divider BK61 TLE_402 May 2020

Double Glazed Element KETD Adj. Height Thin Panel Mount Bracket HWBA TLE_356 May 2020 Table Rail ACTR TLE_403 May 2020

Double Glazed Element - Corridor Width KETDCW Worksurface Supporting Pedestal Kit (Lyft) HWP TLE_357 May 2020 Table Screen ACTS TLE_404 May 2020

Arch. Glazed Element KEG DUS Low Credenza-to-Worksurface UNCPWN TLE_358a May 2020 Overhead Cabinet KSF TLE_405 May 2023

Arch. Glazed Element - Corridor Width KEGCW Support Overhead Upmount KSU TLE_406 May 2020

Double Glazed Arch. Element KEGD Worksurface-to-Tower Bracket UWBTBB Overhead Upmount Retrofit Kit  KSR TLE_407 May 2020

Double Glazed Arch. Element -  KEGDCW Worksurface-to-Tower Bracket UWBTBF Shelves KSS TLE_408 May 2020

Corridor Width with Flush Plate Hang-On Whiteboard KMW TLE_409 May 2020

WORKSURFACES & COUNTERTOPS Height-Adjustable Accessory Rail  KMA TLE_410 May 2020

Rectangular Worksurface KWS TLE_301 May 2020 Worksurface-to-Tower Support UWBTH TLE_358b May 2020 Shelf KSSN TLE_411 May 2020

Concave Worksurface KWCC Flush End Gable – Flintwood KFENW TLE_359 May 2020 Centermount Storage Bracket KUOHC TLE_412 May 2020

Radius Corner Worksurface with Return KWRR TLE_302 May 2020 Flush End Gable – Laminate KFENL Wall Adapters, Vertical FCV TLE_413 Sept 2024

& Keyboard Support KWRK Flush End Gable – Metal KFENM Wall Adapters, Horizontal FCH TLE_414 Sept 2024

Extended Pentagon Worksurface KWPE Corner Bracket KBC TLE_360 May 2020

Curved Corner Worksurface KWSC TLE_303 May 2020 Pedestal Supporting Bracket KSBN TLE_361 May 2020

Standard Corner Worksurface KWPS Wire Tray  KZW TLE_362 May 2020

Split Radius Worksurface KWCX Intermediate C-Leg KCM TLE_363 May 2020

Standard Pentagon Worksurface (Straight) KWPG Worksurface Reinforcement Channel UNRC TLE_364 May 2020

Rectangular Countertop KWCS TLE_304 May 2020 Structural Flush Plate UNRFS

Bullet Worksurface KWBT TLE_305 May 2020 Modesty Panel KWMP TLE_365 May 2020
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FREESTANDING STORAGE & ACCESSORIES Interconnecting Power Cable VCC TLE_510 May 2020 SCREENS

Casters and Counterweight W TLE_450 July 2020 Distribution Block VEB Desk Edge Screen with Glass GVGL TLE_557 May 2021

Pedestal KD TLE_451 May 2020 Cover Cap VEC Panel Add-On Screen - Smooth Felt KPZA TLE_558 May 2024

Stretch Pedestal Desk KDE TLE_452 May 2020 End of Run Power Pole ECPQR TLE_511 May 2025 Solid Lateral Screen w/Glass w/Shared KSNCG TLE_559 Sept 2024

Mobile Pedestal with Seat KDS TLE_453 July 2020 CALA Power Station VBWB TLE_512 May 2020 Return

Pedestal Accessories DA TLE_454 May 2020 Power Conservation System EKPC TLE_513 May 2020 Solid Lateral Screen w/Shared Return KSNCS TLE_560 Sept 2024

Stretch Pedestal Accessories FA TLE_455 May 2020 CALA Power System EKPC TLE_514 May 2020 Solid Lateral Screen w/Glass w/Return KSNRG TLE_561 Sept 2024

Side Filer Support Kit KUSPK TLE_456 July 2020 SCREENS Solid Lateral Floor screen w/Return KSNRS TLE_562 Sept 2024

LIGHTING, ELECTRICS & COMMUNICATIONS 6mm Glass Lateral GNGL TLE_550 May 2020

Base Cable Clips (Lyft) HBCC TLE_501 May 2020 Writeable Laminate Lateral GNLL

Universal Light TU TLE_502 May 2020 Solid Lateral GNSL

Utility Light TYQ TLE_503 May 2020 10mm Glass Lateral GNTL

Utility Light w/ Standard Plug TYRQ TLE_504 May 2020 Infinity Lateral GNXL

Utility Light w/ Built-In Resettable TYRQ2 Fabric Lateral GNYL

Breaker Writable Glass Lateral Screen GNWL

STANDARD PANEL Smooth Felt Lateral Screen GNZL

Base Feed EKBF TLE_505a May 2020 Infinity Desk Edge GXDL TLE_551 May 2020

Split Base Feed EKBFS Infinity Floor Desk Edge GXFL

Chicago Base Feed EKBFCH Infinity Side Desk Edge GXSL TLE_552 May 2020

Communication Base Feed EBFQC Infinity Side Floor Desk Edge GXEL

ELEVATED PANEL Infinity Curved Desk Edge GXCL TLE_553 May 2020

Base Feed EKBF TLE_505b May 2020 Infinity Screen Alignment Clip GXCC

Split Base Feed EKBFS Framed Desk Edge GYDL TLE_554 May 2020

Chicago Base Feed EKBFCH Framed Floor Desk Edge GYFL

Communication Base Feed EBFQC Framed Side Desk Edge GYSL TLE_555 May 2020

Ceiling Feed EKCF TLE_506 May 2025 Framed Side Floor Desk Edge GYEL

Chicago Ceiling Feed EKCFCH

End Mount Single Lateral Floor Screen 

with Glass

KSNTG TLE_556a Feb 2026

Power Pole ECPQ End Mount Single Lateral Screen KSNTS

Power Harness EKBH TLE_507a May 2020

End Mount Double Lateral Floor Screen 

with Glass

KSNTG TLE_556b Feb 2026

Power Box EKQP End Mount Double Lateral Screen KSNTS

Receptacle EKRO

End Mount Shared Lateral Floor Screen 

with Glass

KSNTG TLE_556c Feb 2026

Distribution Box  EKDB End Mount Shared Lateral Screen KSNTS

Chicago Power Box EKQPCH TLE_507b May 2020

End Mount Mid Spine  Lateral Floor 

Screen with Glass

KSNTG TLE_556d Feb 2026

Outlet Cover Cap EDCC TLE_508 May 2020 End Mount Mid Spine Lateral Screen KSNTS

Communications Bezel ERZC

Power Bezel ERZP
Int'l Outlet Box VED TLE_509 Sept 2025

Outlet Box Bezel VMBB

Int'l Communications Mounting Kit VERZC
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Part and Product Identification

A - Leverage Panel
      (KP_T or KP_S
       or KP_C or KP_L) x1

Section:

Description:

Page No: Date: 

Rev. No: 01PANELS

PANELS

May 2020 1 of 6

TLE_101

leverage Installation Guides

B - Teknion Panel Gasket (KGWP)
      (B03-0250) x1
      or
      Leverage Slim Panel Gasket
      (KGSA)
      (B03-2337) x1

Or

C - Posi-Lock
      (D03-004) x2 for 29'' - 42''

3 for 43'' - 66''

D - Element
      (Type as per order)

E - Element
      (Type as per order)

F - Top Trim
      (KTR, KTRD) x1
      or
      Continuous Top Trim
      (KTRC, KTRDC) x1

G - Panel Rail
      (KPL) x1

H - 10-32x3/8'', Sheet Metal Screw,
       Truss Quad T/F BRT NIC
       (KPL) x1

Universal Panels – Standard (KPUT), Semi-Segmented (KPUS), Segmented (KPUC), Segmented 30" Rail (KPUL)
Conventional Panels – Standard (KPWT), Semi-Segmented (KPWS), Segmented (KPWC), Segmented 30" Rail (KPWL),
Elevated Panels – Standard (KPET), Semi-Segmented (KPES), Segmented (KPEC) and Segmented 30" Rail (KPEL)
High-Capacity Elevated Panels – Standard (KPHT),
Floor-Flush Panels – Standard (KPXT), Semi-Segmented (KPXS), Segmented (KPXC), Segmented 30" Rail (KPXL)
Panel Rail (KPL)

KPET KPES KPEC KPEL KPHT
Elevated Panels

KPWT KPWS KPWC KPWL Standard and
Conventional Panels

KPUT KPUS KPUC KPUL

KPXT KPXS KPXC KPXL Flush Floor Panels

KGWP KGSA KPL

NOTE: Refer to the Compatibility Kits
section for details regarding compatibility
between old and new Leverage Panels..

Reference Installation Guides:
No. 656 Leverage "Top Trim KTR"
No. 658 Leverage "Elements VKEC, KE, KEGS, KETS, KER



Section:

Description:

Page No:Date: 

CUT GASKET OF THE HIGHER PANEL

May 2020 2 of 6

TLE_101
PANELS

PANELS

leverage Installation Guides

STEP 1: When connecting two panels of different heights, pull the Gasket out from the higher panel and cut to match the height of the shorter panel.

A

IMPORTANT NOTE: Gasket should
be installed with the outer edge facing
the OUTSIDE of the panel,
EXCEPT when using Corridor Width
Elements.

Gasket with Corridor Width Element



STEP 3: Level the Panels to the correct heights using the Wrench provided.STEP 2: Connect the Panels by nserting the Posi-Lock as shown above.

Section:

Description:

Page No:Date: 

CONNECT PANELS LEVEL PANELS

TLE_101

3 of 6Msy 2020

PANELS

PANELS

leverage Installation Guides

NOTE: Make sure Panels are leveled before locking Posi-Locks.
C



Section:

Description:

Page No:Date: 

SECURE POSI-LOCK

May 2020 4 of 6

TLE_101
PANELS

PANELS

leverage Installation Guides

STEP 4: Lock the Posi-Lock as shown above.

C



Section:

Description:

Page No:Date: 

INSTALL PANEL RAIL

May 2020 5 of 6

TLE_101
PANELS

PANELS

leverage Installation Guides

STEP 5: Insert the Panel Rail to the correct height. Secure the Panel Rail onto the Panel using the Screws provided.

G

H



Section:

Description:

Page No:Date: 

INSTALL PANEL ELEMENTS

May 2020 6 of 6

TLE_101
PANELS

PANELS

leverage Installation Guides

STEP 6: Install the Panel Elements as shown above.

D

E

F



or

Panel Add-On Non-symmetric with 3'' lay-in channel (KPOF), Panel Add-On -
Symmetric with Cable Way (KPOW), Panel Add-On for 30'' High Panels -

Non-Symmetric with 3'' lay-in channel (KPOBF), Panel Add-On for 30'' High
Panels - Symmetric with Cable Way (KPOBW)

Part and Product Identification

A - Panel Add-On
      (Posi Locks Included x2)
      (D03-0004) x1

Section:

Description:

Page No: Date: 

Rev. No: 01PANEL ADD-ON - FABRIC

PANELS

May 2020 1 of 3

TLE_102a

leverage Installation Guides

KPOF KPOW

KPOBF KPOBW

IMPORTANT:
Gasket should ALWAYS be installed
with the outer edge facing the
OUTSIDE of the panel.
Please refer to Installation Guide
TLE_101 for Gasket installation.
Note: Regular Gasket shown as an
example.

B - 10-32 x 3/8'' Sheet Metal
       Screw, Truss Quad, Nic.
      (D03-0004) x1

*C - Fabric Element
      (KES)

*D - Top Trim
      (KTR)

*E - Leverage Panel
      (KP_T, KP_S,
       KP_C, KP_L)

*F - Teknion Panel Gasket -
Leverage, TOS, Transit
(Intermediate Sizes)
(B03-0250-X)x2
or
Slim Panel Gasket - Leverage
(B03-2337-X)x2

NOTE:
*Parts/Products listed for reference ONLY

*Refer to installation guide TLE_217 for proper

orientation and installation of Panel Gaskets for these

Glass Panels Add-On.



STEP 2: Insert the Panel Add-On onto the top of the Panel.STEP 1: Remove the Top Trim and Fabric Element from the Panel.

Section:

Description:

Page No:Date: 

REMOVE TOP TRIM AND FABRIC ELEMENT INSERT PANEL ADD-ON

TLE_102a

2 of 3May 2020

PANEL ADD-ON - FABRIC

PANELS

leverage Installation Guides

D

C

E

A



STEP 4: Attach the Fabric Element and Top Trim back to the Panel.STEP 3: Secure the Panel Add-On to the Panel using Screws provided.

Section:

Description:

Page No:Date: 

FASTEN SCREWS ATTACH FABBRIC ELEMENT AND TOP TRIM

TLE_102a

3 of 3May 2020

PANEL ADD-ON

PANELS

leverage Installation Guides

B

B

C

D

E

Working with Non-30'' Height Panels

Working with 30'' Height Panels

NOTE: Pre-drilled
holes on 30''
Height Panels



Panel Add-On - Single Glass (KPOGS), Panel Add-On - Double Glass
(KPOGD), Panel Add-On to KP_30 - Single Glass (KPOGBS), Panel Add-On

to KP_30 - Double Glass (KPOGBD), Slim Gasket (KGSA)

Part and Product Identification

A - Panel Add-On
      for non-30'' height Standard Panels
      (Single Glass: N03-1735(clear)
       /N03-1736(frosted)
       Double Glass: N03-1735(clear)
       /N03-1736(frosted))
       or
      Panel Add-On
      for 30'' height Standard Panels
      (to 30'' Height Single Glass:
      N03-1735(clear)/N03-1736(frosted)
       to 30'' Height Double Glass:
      N03-1735(clear)/N03-1736(frosted))
       x1

Section:

Description:

Page No: Date: 

Rev. No: 02PANEL ADD-ONS

PANELS

Sept 2022 1 of 6

TLE_102b

leverage Installation Guides

KPOGS

KPOGD

KPOGBS

KPOGBD

KGSA
NOTE: Four-Way Corner Connection
using Add-Ons CANNOT be installed.

B - 10-32 x 3/8'' Sheet Metal Screw, Truss HD
      Quadrex, Nickel Plated
      (E07-0084) x4

Attachment Kit (X01-1963) x1

C1 - Glass Add-On
       Attachment Bracket
       (A15-8535) x1

C2 - #8-18 x 3/4" Quadrex,
       Pan Hd, Self Drilling Screw
       (E01-0072) x1

*D - Teknion Panel Gasket -
        Leverage,TOS, Transit
        (Intermediate Sizes)
        (B03-0250-X) x2
         or
        Slim Panel Gasket - Leverage
        (B03-2337-X) x2

E - Panel Clamp/Alignment Kit
      Panels up to 42" ht.
      (X01-1690) x1

Or

*NOTE: Refer to installation guide TLE_217 for proper
orientation and installation of Panel Gaskets for these
Glass Panels Add-Ons.



Section:

Description:

Page No:Date: 

INSERT PANEL ADD-ON

Sept 2022 2 of 6

TLE_102b
PANEL ADD-ON

PANELS

leverage Installation Guides

STEP 1:  Insert the Panel Add-On onto the Panel as shown above.

NOTE1: Ensure panels
are leveled before Panel
Add-On installation.

NOTE2: Orient reveal
lines towards the inside
of cubicle space OR to
face same direction.

NOTE3: Ensure that Attachment
Bracket is place over slot before
mounting Add-On Panel.
(Attachment Bracket can be
placed on either panel)

A



Section:

Description:

Page No:Date: 

ATTACH SCREWS

Sept 2022 3 of 6

TLE_102b
PANEL ADD-ONS

PANELS

leverage Installation Guides

STEP 2a: Secure the Panel Add-On to the Panel using the Screws provided as shown above.

When working with non-30'' Height Standard Panel

For KPOGS and
KPOGD Panel Add-Ons

A

A



Section:

Description:

Page No:Date: 

ATTACH SCREWS

Sept 2022 4 of 6

TLE_102b
PANEL ADD-ON

PANELS

leverage Installation Guides

STEP 2b: Secure the Panel Add-On to the Panel using the Screws provided.

For KPOGBS and KPOGBD Panel Add-Ons

Note the pre-drilled holes on the 30'' Height Panels.

Ensure Panel and Add-On are
aligned properly before
lightening the screws.

A

B



Section:

Description:

Page No:Date: 

ADD ATTACHMENT KIT

Sept 2022 5 of 6

TLE_102b
PANEL ADD-ONS

PANELS

leverage Installation Guides

STEP 3: Attach the Bracket to the Panel using Screws provided.

NOTE: Attachment Kit can be
added to either Panel.

Panel Rail

Cross Section Views

Add-On
not shown

A

C1

C2



1

23

Section:

Description:

Page No:Date: 

USE POSI-LOCKS AND SPRING CLIPS FOR PANEL ADD-ONS AT CORNER CONNECTIONS

Sept 2022 6 of 6

TLE_102b
PANEL ADD-ONS

PANELS

leverage Installation Guides

STEP 4: For different corner connections, Insert Posi-Locks for Panel Add-Ons.

Add-Ons Two-Way 90°
Corner Connection

Add-Ons Two-Way 120°
Corner Connection

PANEL ADD-ONS at CORNER CONNECTIONS

In-Line Connection Add-Ons Three-Way 180° Corner Connection

Long Posi-Lock included
with this product (E)

NOTE: Follow the steps shown above
when installing Three-Way
180°Add-Ons

E

Short Posi-Lock and Spring
Clip not included with this
product

Short Posi-Lock and Spring
Clip not included with this
product

Short Posi-Lock and Spring Clip not
included with this product



Panel Add-On Screen - Glass (KPGAN) Part and Product Identification

A - Add-On Glass Screen
      (6mm Tempered Glass:
       H01-0926-X
       or
       Clear Satin Etched Tempered Glass:
       H02-0390-X
       or
       Frost Etched Tempered Glass:
       H02-0389-X ) x1

Section:
Description:

Page No: Date: 
Rev. No: 02PANEL ADD-ON SCREEN

PANELS

Feb 2022 1 of 5
TLE_102c

leverage Installation Guides

B - Leverage Add-On Top Trim Cut
      Lengths
      (N03-1821X-X) x1
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E - Compatibility Kit Leverage
      Frameless Glass
      (X02-0066-X) x1

D1 - Trim Fastener
      (D03-0065) x2 for X02-0054/A
                           3 for X02-0054/B
                           4 for X02-0054/C

D2 - Through Plate for Leverage
        Frameless Glass
       (A16-2901) x2 for X02-0054/A
                           3 for X02-0054/B
                           4 for X02-0054/C

D3 - 5/16-18 Lock Nut Zinc Plate
       (E03-0437) x2 for X02-0054/A
                           3 for X02-0054/B
                           4 for X02-0054/C

C - Top Trim Connection Clip
      (A23-3348-X) x2

KPGAN



STEP 2: The trim kit comes with a gasket inserted into the u-channel. Insert the glass into the
gasket after removing the gasket from the u-channel. Ensure that the edge of the glass plate
lines up with metal rail as per specifications. The gasket should not protrude from either side of
the trim.

STEP 1: Loosen the Head Socket Button Head Screws along the side of the Extrusion.

Section:
Description:

Page No:Date: 

LOOSEN BUTTON HEAD SCREWS INSERT GLASS INTO U-CHANNEL GASKET
TLE_102c

2 of 5Feb 2022
PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

A

B



STEP 4a: Drop the Panel Add-On Screen on top of the Leverage Frame, lock in place with the
Spring Clip and Lock Nuts provided.

STEP 3: Slide the Trim Fasteners into the Bottom Track of the sub-assembly to roughly the
location they need to be in order to drop into the panel. Re-tighten the Button Head screws
until the glass is snugly secured.

Section:
Description:

Page No:Date: 

INSERT TRIM FASTENERS & REINSERT GASKET INSTALL PANEL ADD-ON SCREEN
TLE_102c

3 of 5Feb 2022
PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

D1

D2

D3

NOTE: Hand tighten screws
with Allen Key or Screwdriver
to secure Screen in place to
prevent install damages. Do
not use hand held power tools.



Section:
Description:

Page No:Date: 

INSTALL COMPATIBILITY KIT (ON PANELS MANUFACTURED BEFORE JUNE 2011)

Feb 2022 4 of 5
TLE_102c

PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

STEP 4b: Place Compatibility Spacer Plate inside the channel, close to the Trim Fasteners.

Old Panel New Panel

E

E



Section:
Description:

Page No:Date: 

MULTIPLE PANEL ADD-ON SCREEN GLASS INSTALLATION

Feb 2022 5 of 5
TLE_102c

PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

STEP 4c: For multiple Panel Add-On Glass Screens, connect them using the Top Trim Connection Clip. Install the assembly onto the Panels.

C

E



Panel Add-On Screen - Glass (KPGT_), Panel Add-On Screen - Glass (KPGA_) Part and Product Identification

A - Add-On Glass Screen
      (Clear 5/CL Tempered Glass:
       H01-1766X-X or
       Frost Etched Tempered Glass:
       H02-0439-X or
       Clear Satin Etched Tempered
       Glass: H02-0440-X) x1

Section:
Description:

Page No: Date: 
Rev. No: 03PANEL ADD-ON SCREEN

PANELS

May 2024 1 of 8
TLE_102d

leverage Installation Guides
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x1 OR

C1 - Frameless Glass Metal
       Sub-assembly
       (N03-1885X-X) x 1

C2 - Leverage Frameless Glass
        Metal Sub-assembly
        (N03-1821X-X) x 1
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9
6
'' C3 - Trim Fastener

        (D03-0065)

C4 - Through Plate for Leverage
        Frameless Glass
       (A16-2901)

C5 - 5/16-18 Lock Nut Zinc Plate
       (E03-0437)

C6 - Top Trim Connection Clip
       (B02-0202) x1

D - Compatibility Kit Leverage
      Frameless Glass
      (X02-0066-X) x1

KPGTB or KPGAB
- Both Extended

KPGTK or KPGAK
- One Side Notched

KPGTE or KPGAE
- One Side Extended

KPGTN or KPGAN
- Both Notched

KPGTF or KPGAF -
Notched & Extended

KPGTS or KPGAS -
Both Standard

OR

OR

OR

OR

B5 - Special - Leverage Glass Blade Retainer
4-way

      (B02-0366) x varies*

B4 - Special - Leverage Glass Blade Retainer
3-way

      (B02-0365) x varies*

B3 - Special - Leverage Glass Blade Retainer
2-way 90

      (B02-0364) x varies*

B1 - Alignment Clip 6mm Glass
      (B02-0395) x varies*

B2 - Special - Leverage Glass Blade Retainer
2-way 180

      (B02-0363) x varies*



STEP 2: The trim kit comes with a gasket inserted into the u-channel. Insert the glass into the
gasket after removing the gasket from the u-channel. Ensure that the edge of the glass plate
lines up with metal rail as per specifications. The gasket should not protrude from either side of
the trim.

STEP 1: Loosen the Hex Socket Button Head screws alongthe side of the extrusion.

Section:
Description:

Page No:Date: 

LOOSEN HEAD SCREWS INSERT GLASS INTO U-CHANNEL GASKET
TLE_102d

2 of 8May 2024
PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

C2

A



STEP 4a: Drop the Panel Add-On Screen on top of the Leverage Frame and lock in place with
the SpringClip and Lock Nuts provided.

Section:
Description:

Page No:Date: 

INSERT TRIM FASTENERS & REINSERT GASKET INSTALL PANEL ADD-ON SCREEN
TLE_102d

3 of 8May 2024
PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

C3

C4

C5

STEP 3: Slide the Trim Fasteners into the Bottom Track of the sub-assembly to roughly the
location they need to be in order to drop into the panel. Re-tighten the Button Head screws to a
torque spec of 11nm/97 in-lbs until the glass is snugly secured.

NOTE: Hand tighten screws
with Allen Key or Screwdriver
to secure Screen in place to
prevent install damages. Do
not use hand held power tools.



Section:
Description:

Page No:Date: 

COMPATIBILITY KIT INSTALLATION ON PANELS MANUFACTURED BEFORE JUNE 2011

May 2024 4 of 8
TLE_102d

PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

STEP 4b: Place Compatibility Spacer Plate inside the channel,close to the Trim Fasteners.

D

D

Old Panel New Panel



Section:
Description:

Page No:Date: 

MULTIPLE PANEL ADD-ON GLASS SCREENS INSTALLATION

May 2024 5 of 8
TLE_102d

PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

STEP 4c: For multiple Panel Add-On Glass Screens, connect them using the Top Trim Connection Clip. Install the assembly onto the Panels.

C6

D



1/16''

1/16''

Section:
Description:

Page No:Date: 

PANEL ADD-ON GLASS SCREEN INSTALLATION (CONTINUED)

May 2024 6 of 8
TLE_102d

PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

NOTE: Please leave a 1/16" gap between Glass Metal Sub-Assembly when installing multiple Panel Frames with no Notch or Extended Glass side by side.

Front View
Top View



STEP 5b: Install Special Glass Blade Reatainer on side to side applications when there is
Notched or Extended glass(bigger gap).

STEP 5a: Install Alignment Clips on side to side applications when there is no Notched or
Extended glass (minimum gap)
NOTE: Alignment Clips are provided with the Add-on Glass Screen depending on
specifications.

Section:
Description:

Page No:Date: 

INSTALL ALIGNMENT CLIPS INSTALL ALIGNMENT CLIPS
TLE_102d

7 of 8May 2024
PANEL ADD-ON SCREENS

PANELS

leverage Installation Guides

B1 B2



Section:
Description:

Page No:Date: 

PANEL ADD-ON GLASS SCREEN - EXTENDED GLASS CORNER APPLICATION

May 2024 8 of 8
TLE_102d

PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

NOTE: Always install 90° Corner Cover Trim together with the Panel Add-On Glass Screen when Extended Glass Screens meet at the corner. The Cap of the Corner Cover has to engage into
the trims. For 90° Corner Cover Trim installation, refer to installation guide TLE_205.



Leverage 81" Door (KPND) Part and Product Identification

A - Door Substrate
      (C05-0600) x1

Section:

Description:

Page No: Date: 

Rev. No: 01DOORS

PANELS

May 2020 1 of 12

TLE_103

leverage Installation Guides

B - RH/LH Door Latch Frame
      Assembly
      (N02-0541X) x1

C - RH/LH Door Hinge Frame
      Assembly
      (N02-0542X) x1

D - Leverage Door Top Frame
      (A23-0685) x1

E - #8-18 x 3/4'' Self Drilling
      Quadrex, Pan Head
      (E01-0072) x4

F - Corner Bracket
      (A15-4843) x2

G - Threshold Plate Assembly
      (N09-0392) x1

H - Stanley Hinge
      (D02-0106) x2

I - #10 x 2" Long, Pan Head, Self
     Tapping Quadrex, Type AB.
      (E07-0063) x4

J - Door Handle Hardware Kit
     (with lock - D02-0034) or
     (without lock - D02-0035) x4

NOTE:  If ''No Handle'' is specified for the
81'' Door, Item J (Door Handle Hardware
Kit) will not be included.
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Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 01DOORS

PANELS

May 2020 2 of 12

TLE_103

leverage Installation Guides

K - End Trim Sub-Assembly
      (N02-0497) x2

L - Door Bracket Assembly
      (Clips B02-0132 and Rivets
       E02-0051 are factory assembled)
      (N02-0513) x3

M - Corner Clamp Spring Plate
      (A09-0001) x10

N - #10-24 x 1" LG. Machine Screw,
       Zinc, Quadrex, Pan Head.
      (E01-0573) x3

O - #10 Washer, 1" OD
      (E03-0328) x10

P - Door Corner Bottom Support
      Plate
      (A15-4621) x1

Q - Leverage Top Cap Kit
      2-Way 90° and 180°
      (X01-1689) x1

R - Leverage Full Panel End Gasket
      (B11-0178) x4

*S - Panel Add-On
       (KPO)

*T - Leverage Panel
       (KP_T, KP_S, KP_C)

*U - Top Trim
       (KTR)

*V - Add-On Bracket
       (A15-4399)

*W - Add-On Bracket
       (A15-4399)
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NOTE: * Parts/Products listed for
reference ONLY.



STEP 2: Adjust the Panel height using the wrench so that it is 1/2 '' above the ground.STEP 1: Remove the One Splicer Plate from the Add-On Panel. Place the Add-On Panel on
top of the Panel

Section:

Description:

Page No:Date: 

INSTALL ADD-ON PANEL ADJUST PANEL HEIGHT

TLE_103

3 of 12May 2020

DOORS

SECTIONS

leverage Installation Guides

S

W
V

T

81''

1/2''



Install the End Trim Gaskets

STEP 4: Assemble the Door Frame using the Screws provided as shown above.STEP 3: Insert the End Trim Gaskets as shown above.

Section:

Description:

Page No:Date: 

INSTALL END TRIM GASKETS ASSEMBLE DOOR FRAME

TLE_103

4 of 12May 2020

DOORS

PANELS

leverage Installation Guides

R

I

E

D

B

C



STEP 6: Secure the Door Frame onto the Panel using the Screws and the Spring Plate
provided.

STEP 5: Insert the Threshold Plate beneath the Panel as shown above.

Section:

Description:

Page No:Date: 

INSERT THRESHOLD PLATE SECURE DOOR FRAME

TLE_103

5 of 12May 2020

DOORS

PANELS

leverage Installation Guides

T

G

NOTE: Threshold should be
placed on the floor before door
frame adjuster bolt is inserted
into corresponding holes.

NOTES:
Use Screws(B*) on Door Latch
Frame Assembly(B) to fasten
Clamps and Frames. *
Do Not tighten fasteners until
Threshold is installed.

B*

B

M

O
B



STEP 8: Insert the Panel into the Door Brackets. Secure the Panel onto the Door Frame using
the Screws and the Spring Plate provided.

STEP 7: Loosen the Screws on the Door Frame, fasten the Door Brackets as shown above
using the same Screws.

Section:

Description:

Page No:Date: 

FASTEN DOOR BRACKETS INSERT PANEL INTO DOOR BRACKETS

TLE_103

6 of 12May 2020

DOORS

PANELS

leverage Installation Guides

NOTES: Use Screws on Door Hinge Frame
Assembly (C) to fasten Clamps and Frames.

Same as Step 3

T
C

C

C

5.5''

39''

23.5''

M
O
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C

G

B
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1/2''



Section:

Description:

Page No:Date: 

HOOK DOOR BOTTOM CORNER SUPPORT

May 2020 7 of 12

TLE_103
DOORS

PANELS

leverage Installation Guides

STEP 9: Hook the Door Bottom Corner support to connect the bottom of the Door Frame to the bottom of the Panel.

NOTE: Engage and hook Door Bottom
Corner Support Plate when connecting a
new Leverage Panel to an existing
Leverage Panel.

NOTE: Engage and hook Door Bottom
Corner Support Plate when connecting a
new Leverage Panel to an existing
Leverage Panel.

P



STEP 11: Insert the Top Trims onto the Panels aas shown above.STEP 10: Install the Top Cap Kit as shown above.

Section:

Description:

Page No:Date: 

INSTALL TOP CAP KIT INSTALL TOP TRIM

TLE_103

8 of 12May 2020

DOORS

PANELS

leverage Installation Guides

Q

U



Section:

Description:

Page No:Date: 

INSTALL END TRIM SUB-ASSEMBLY

May 2020 9 of 12

TLE_103
DOORS

PANELS

leverage Installation Guides

STEP 12: Insert the End Trim Sub-Assembly into the Bottom Corner Support as shown above.

NOTE: Engage End Trims into
Bottom Plate first. Then snap into
Door Bracket Assembly.

K

K



STEP 14: Secure the Door onto the Door Frame using the Screws provided.STEP 13: Insert the Door into the Door Frame.

Section:

Description:

Page No:Date: 

INSERT DOOR INSTALL STANLEY HINGES

TLE_103

10 of 12May 2020

DOORS

PANELS

leverage Installation Guides

A

H

T

H

Door Substrate
Door Frame (C)



Section:

Description:

Page No:Date: 

INSTALL DOOR LATCH FRAME

May 2020 11 of 12

TLE_103
DOORS

PANELS

leverage Installation Guides

STEP 15: Insert the Door Latch Frame using the Screws provided.

J

J

B



Section:

Description:

Page No:Date: 

INSTALL DOOR HANDLE

May 2020 12 of 12

TLE_103
DOORS

PANELS

leverage Installation Guides

STEP 16: Install the Door Handle using the Screws provided in the Handle Kit.



Privacy Screen - Flat (KPF) Part and Product Identification

A - Privacy Screen
      (KPF) x1

Section:

Description:

Page No: Date: 

Rev. No: 01PRIVACY SCREEN

PANELS

May 2020 1 of 9

TLE_104

leverage Installation Guides

B - Side Stop Cover
      (B02-0055) x4

C - Side Stop
      (A25-0042) x4

D - Screw #6 x 0.75" Flat,
      Head Quadrex, Zinc.
      (E04-0027) x8

E - #8-18  x 1/2" Quadr. Pan Head
      Self - drilling Screw.
      (E07-0012) x16

F - Spring Clip
      (A15-4163) x3

NOTE: If Panel KPF is mounted on a
Drop & Snap Element at the bottom, cut
off Drop Flange and install Spring Clip
(A15-4163) to allow proper mounting.
Please see Page 5 for details.

NOTE: When mounting into a Flush Floor
Panel or High Capacity Flush Floor Panel, a
Baseboard Element has to be specified on
the side of Panel that Privacy Screen is
attached.



STEP 1b: Insert the Privacy Screen to the Panel as shown above.STEP 1a: For standard and corridor width panels, emove the Panel Covers as shown above.

Section:

Description:

Page No:Date: 

REMOVE PANEL COVERS INSERT PRIVACY SCREEN

TLE_104

2 of 9May 2020

PRIVACY SCREEN

PANELS

leverage Installation Guides

A



Section:

Description:

Page No:Date: 

FASTEN SCREWS

May 2020 3 of 9

TLE_104
PRIVACY SCREEN

PANELS

leverage Installation Guides

STEP 1c: Secure the Top Bracket of the Privacy Screen onto the Panel Rail using the Screws provided.

E A



STEP 2b: Insert the Privacy Screen into the Panel as shown above.
:

STEP 2a: For the Panels with Floor Flush Elements, remove the Floor Flush Element. Insert
the 6'' Baseboard Element.

Section:

Description:

Page No:Date: 

REMOVE FLOOR FLUSH ELEMENT INSERT PRIVACY SCREEN

TLE_104

4 of 9May 2020

PRIVACY SCREEN

PANELS

leverage Installation Guides

Floor Flush Element 6" Baseboard Element A



Section:

Description:

Page No:Date: 

FASTEN SCREWS

May 2020 5 of 9

TLE_104
PRIVACY SCREEN

PANELS

leverage Installation Guides

STEP 2c: Secure the Top Bracket of the Privacy Screen onto the Panel Rail using the Screws provided.

E



STEP 2e: Cut the Drop Flange on the Panel Element. Insert the Spring Clip as shown above.STEP 2d: Secure the Bottom Bracket of the Privacy Screen onto the Panel using the Screws
provided.

Section:

Description:

Page No:Date: 

SECURE BOTTOM BRACKET INSERT SPRING CLIP

TLE_104

6 of 9May 2020

PRIVACY SCREEN

PANELS

leverage Installation Guides

E

F



STEP 2g: Install the Side Stop Cover as shown above. Re-insert the Top Element.STEP 2f: Re-insert the Floor Flush Element as shown above.

Section:

Description:

Page No:Date: 

RE-INSERT FLOOR FLUSH ELEMENT INSTALL SIDE STOP COVER

TLE_104

7 of 9May 2020

PRIVACY SCREEN

PANELS

leverage Installation Guides

B



STEP 3b: Remove the Side Stops. Rotate the Side Stops counter-clockwise by 180 degrees.STEP 3a: To change sliding direction, remove the Top Element and the Side Stop Covers first
as shown above.

Section:

Description:

Page No:Date: 

REMOVE TOP ELEMENT AND SIDE STOPS LOOSEN SIDE STOPS

TLE_104

8 of 9May 2020

PRIVACY SCREEN

PANELS

leverage Installation Guides

NOTE: Installation steps are shown for changing the sliding direction
from Right to Left as an example.

B

C

D



Section:

Description:

Page No:Date: 

RE-INSTALL TOP ELEMENT AND SIDE STOP COVER

May 2020 9 of 9

TLE_104
PRIVACY SCREEN

PANELS

leverage Installation Guides

STEP 3c: Re-install the Side Stops and the Side Stop Cover using the Screws provided. Place the Top Element on top of the Panel Rail. (Illustrations of Left and Right Slide is shown above.)

B

D
Right Slide

Left Slide



Panel Rail Mounting Kit – 42" Datum Height (KPLD42) Part and Product Identification

A - 42" Datum Height Bracket
      (A15-8579) x2

Section:

Description:

Page No: Date: 

Rev. No: 01PANEL RAIL MOUNTING KIT

PANELS

May 2020 1 of 4

TLE_105

leverage Installation Guides

B - #10-32 x3/8" Truss, Quad,
      T/F Brt, Nic, Sheet Metal
      Screw
      (E07-0084) x2

KPLD42



Section:

Description:

Page No:Date: 

INSERT DATUM HEIGHT BRACKET

May 2020 2 of 4

TLE_104
PANEL RAIL MOUNTING KIT

PANELS

leverage Installation Guides

STEP 1: Insert the Datum Height Brackets into the desired slots of the Panel as shown above.

A

A



SIDE

VIEW

Section:

Description:

Page No:Date: 

PLACE PANEL RAIL

May 2020 3 of 4

TLE_105
PANEL RAIL MOUNTING KIT

PANELS

leverage Installation Guides

STEP 2: Place the Panel Rail on the Brackets as shown above.

A



Section:

Description:

Page No:Date: 

FASTEN SCREWS

May 2020 4 of 4

TLE_105
PANEL RAIL MOUNTING KIT

PANELS

leverage Installation Guides

STEP 3: Secure the Panel Rail onto the Panel using the Screws provided.

B



Thin Panel - Standard (HPS), Thin Panel - Motholithic (HPM), Thin Panel
Stabilizer Foot (HPF)

Part and Product Identification

A1 - Thin Panel - Standard
      (HPS) x1

Section:

Description:

Page No: Date: 

Rev. No: 01THIN PANELS

LYFT

May 2020 1 of 5

TLE_150

leverage Installation Guides

A2 - Thin Panel - Motholithic
      (HPM) x1

B - Two-Way 180  ̊Connector
     Assembly - Lyft Panel
     (N15-0120) x1

C - Panel Key - Lyft Panel
     (N15-0120) x1

D - 1/4-20 x 17mm Joint
      Connector Nut (JCNA0102U)
      (E03-0129) x1

E - 1/4-20 x 60mm (JCBA) Block
      Joint Connector Bolt, Zinc
      (E03-0366) x1

OR

F - Thin Panel Stabilizer Foot
      (HPF) x1

HPS HPM

HPF



STEP 2: Secure the Panels using the Screws provided as shown above.STEP 1: Remove the Panel Cover. Insert the Panel Key into the side of the Panel as shown
above.

Section:

Description:

Page No:Date: 

INSERT PANEL KEY SECURE PANELS

TLE_150

2 of 5May 2020

THIN PANELS

LYFT

leverage Installation Guides

C

A

E

D



STEP 4: Re-install the Panel Cover as shown above.STEP 3: Insert the Panel Connector as shown above.

Section:

Description:

Page No:Date: 

INSERT CONNECTOR INSTALL PANEL COVERS

TLE_150

3 of 5May 2020

THIN PANELS

LYFT

leverage Installation Guides

B



STEP 6: Insert the Fastener with Weld Nut into the Panel Post.STEP 5: Remove the Leveler at unsupported end as shown above.

Section:

Description:

Page No:Date: 

TLE_150

4 of 5May 2020

THIN PANELS

LYFT

leverage Installation Guides



Section:

Description:

Page No:Date: 

INSERT STABILIZER FOOT LEVELER

May 2020 5 of 5

TLE_150
THIN PANELS

LYFT

leverage Installation Guides

STEP 7: Insert the Stabilizer Foot Leveler.

F



Add-On Screen - Translucent (KPC) Part and Product Identification

A - Casual Panel Add-On Substrate
      Sub-Assembly
      (N09-2810) x1

Section:

Description:

Page No: Date: 

Rev. No: 01ADD-ON SCREEN

LYFT

May 2020 1 of 3

TLE_151

leverage Installation Guides

B - Foot Sub-Assembly
      (N09-0446) x2 for 24''-48''

3 for 54''-60''

C - Bumper, Add-On Translucent
      Panel
      (D03-0041) x4

D - Alignment Clip
      (B02-0208) x1

*E - Top Trim
      (KTR)

NOTE: *Parts/Products listed for reference ONLY

A

B

KPC



STEP 2: Attach the Bumpers to the Foot Sub-Assembly as shown above.

STEP 1: Remove the Elements from the Panels as shown above.

STEP 3: Slide the Foot Sub-Assembly to the Top Trim as shown above.

Section:

Description:

Page No:Date: 

REMOVE ELEMENTS

ATTACH BUMPERS

INSERT FOOD SUB-ASSEMBLY

TLE_151

2 of 3May 2020

ADD-ON SCREEN

LYFT

leverage Installation Guides

C

B

E



Section:

Description:

Page No:Date: 

INSTALL ADD-ON SCREEN

May 2020 3 of 3

TLE_151
ADD-ON SCREEN

LYFT

leverage Installation Guides

STEP 4: Install the Add-On Screen as shown above. Re-install the Elements.



Mid-Run 90 deg on Module Connector/Spacer (HCML), End-Run 90 deg
Connector/Spacer (HCEL), Off-Module 90 deg Connector/Spacer (HCUL)

Part and Product Identification

A - Mid-Run 90 deg on Module
      Connector/Spacer
      (HCML) x1

Section:

Description:

Page No: Date: 

Rev. No: 1MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 13

TLE_201

leverage Installation Guides

A1 - Spine Panel Spacer Bracket
      (A15-5518) x2 (for 51" Ht)

x3 (for 66" Ht)

A2 - Posi Lock and Spring Plate Kit
      (X01-1303) x4 (for 51" Ht)

x6 (for 66" Ht)

A3 - Outer Cover
      (B11-0236-X) x2

A4 - Top Cap
      (A25-0184) x1

A5 -Corner Bracket Weldment
      (N09-0760L) x2
      (N09-0760R) x2

A6 - Lyft Corner Bracket Stamped
       Nut #1/4-20 Thd.
      (A15-5550) x2

A7 - 1/4-20 x 1-1/4" L Machine Screw
       Flat, Quadrex, Zinc
      (E01-0586) x4

A9 - Anti-dislodgement Cantilever Clip
      (B02-0151) x4

A8 - 1/4-20 x 17mm Joint Connector Nut
      (E03-0129) x2

NOTE: Only End Run 90 deg
On-Module Connector/Spacer
(HCEL) is shown



Part and Product Identification

C - Off-Module 90 deg Connector/Spacer
      (HCUL) x1

Section:

Description:

Page No: Date: 

Rev. No: 1MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

May 2020 2 of 13

TLE_201

leverage Installation Guides

Part and Product Identification

B - End-Run 90 deg Connector/Spacer
      (HCEL) x1

B1 -Corner Bracket Weldment
      (N09-0760L) x2
      (N09-0760R) x2

B2 - Lyft Corner Bracket Stamped
       Nut #1/4-20 Thd.
      (A15-5550) x2

B3 - 1/4-20 x 1-1/4" L Machine Screw
       Flat, Quadrex, Zinc
      (E01-0586) x4

B5 - Anti-dislodgement Cantilever Clip
      (B02-0151) x4

B4 - 1/4-20 x 17mm Joint Connector Nut
      (E03-0129) x2

B6 - End Cover Sub-assembly
      (N09-0779-X) x1

B7 - Leverage Full Panel End Gasket
      (B11-0178-X) x2

C1 -Top Bracket Off-Module
      (A15-5524) x1

C2 - Lyft Corner Bracket Stamped
       Nut #1/4-20 Thd.
      (A15-5550) x1

C3 - 1/4-20 x 1-1/4" L Machine Screw
       Flat, Quadrex, Zinc
      (E01-0586) x1

C4 - #08-18 x 1/2" Self Drilling Screw
       Pan Head, Quadrex, Black
      (E07-0012) x4

C6 - Bottom Bracket Sub-assembly
       Off-Module
      (N09-0762) x1

C5 - 1/4-20 x 17mm Joint Connector Nut
      (E03-0129) x1



STEP 2a: Install Outer Cover as shown.STEP 1a: Secure Spine Panel Spacer Bracket and Posi-Lock and Spring Kit as shown.

Section:

Description:

Page No:Date: 

INSTALL TOP AND BOTTOM BRACKET INSTALL TOP CAP

TLE_201

3 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: On-Module 90 deg
Mid-Run Connection (HCML)
Installation only.

A1

A2

A3



Friction Fitted Top Cap

Section:

Description:

Page No:Date: 

INSTALL TOP CAP

May 2020 4 of 13

TLE_201
MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3a: Install Top Cap as shown.

A4



STEP 5a: Remove Top Cap and Adjust Leveler to 1 inch out.STEP 4a: Secure Corner Bracket using the provided Screws.

Section:

Description:

Page No:Date: 

SECURE CORNER BRACKET REMOVE TOP CAP AND ADJUST LEVELER

TLE_201

5 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

A7

A5

A6

NOTE: Leveler is to be 1 inch out



STEP 7a: Install Top Cap as shown.STEP 6a: Secure Top and Bottom Bracket using Screws provided.
NOTE:  Locate Bracket by aligning the fastener with the uppermost alignment hole.

Section:

Description:

Page No:Date: 

INSTALL TOP AND BOTTOM BRACKET INSTALL TOP CAP

TLE_201

6 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

Plan ViewTop Bracket

Bottom Bracket

Or

A7

A5

A6



STEP 9a: Level Panel then install Anti-dislodgement ClipSTEP 8a: Slide Top and Bottom Brackets into the slots as shown.

Section:

Description:

Page No:Date: 

INSTALL PANEL INTALL ANTI-DISLODGEMENT CLIP

TLE_201

7 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

A9

A9

A9



STEP 2b: Secure Corner Brackets and Install the Panel as shown, then level as required.STEP 1b: Install Panel End Gasket as shown.

Section:

Description:

Page No:Date: 

INSTALL PANEL END GASKET SECURE CORNER BRACKETS

TLE_201

8 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

B1

B1NOTE: On-Module 90 deg
End-Run Connection (HCEL)
Installation only.

B7



STEP 4b: Snap on End Cover as shown.STEP 3b: Insert Anti-Dislodgment Clip and Level the Panel
NOTE: Follow  Steps 4a to 9a from Mid-Run Connection to install Brackets onto Lyft Panels

Section:

Description:

Page No:Date: 

INSERT ANTI-DISLODGEMENT CLIP INSTALL END COVER

TLE_201

9 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

B5

B6



STEP 2c: Remove Top Cap and Adjust Leveler to 1 inch out.STEP 1c: Secure Corner Bracket using the provided Screws.

Section:

Description:

Page No:Date: 

SECURE CORNER BRACKET REMOVE TOP CAP AND ADJUST LEVELER

TLE_201

10 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

C3

C1 C2

NOTE: Leveler is to be 1 inch out

NOTE: Lyft to Leverage
Off-Module Connection
(HCUL) only.



STEP 4c: Install Top Cap as shown.STEP 3c: Secure Top and Bottom Bracket using Screws provided.
NOTE:  Locate Bracket by aligning the fastener with the uppermost alignment hole.

Section:

Description:

Page No:Date: 

INSTALL TOP AND BOTTOM BRACKET INSTALL TOP CAP

TLE_201

11 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

Plan ViewTop Bracket

Bottom Bracket

Or

C6

C5



STEP 6c: Install all related Worksurfaces and supports to Leverage Panels to act as guide for
final attachment of Lyft Panel to spine.

STEP 5c: Remove Top Trim and Install Panel as shown.

Section:

Description:

Page No:Date: 

INSTALL PANEL INSTALL WORKSURFACE

TLE_201

12 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides



STEP 8c: Install Top Trim as shown.STEP 7c: Secure top and bottom Brackets using the provided Screws.

Section:

Description:

Page No:Date: 

SECURE TOP AND BOTTOM BRACKETS INSTALL TOP TRIM

TLE_201

13 of 13May 2020

MODULE CONNECTOR / SPACER

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

C4



Thin Panel Connector 90° (HCH9) Part and Product Identification
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Section:

Description:

Page No: Date: 

Rev. No: 1THIN PANEL CONNECTOR INSTALLATION 

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 6

TLE_202

leverage Installation Guides

A1 - Two-Way 90° Corner
       Connection Kit
       (N15-0117) x2
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x1

B1 - Three-Way 90° Corner
        Connection Kit
        (N15-0118) x2

C
 -

 4
 W

ay
 9

0
 C

o
rn

er
  

  
  

C
o

n
n

ec
ti

o
n

 K
it

  
  

  
(H

C
H

9
4
) 

x1

C1 - Corner Cap LYFT
        4 Way 90
       (A25-0189) x1

C2 - Two-Way 90° Corner
        Connection Assy
        (N15-0117) x1

C3 - Three-Way 90° Corner
        Assy
        (N15-0118) x1

C4 - Four-Way
        Hub and Cover
        (N15-0105) x1

D - Panel End Trim
      (B11-0238) xQty Varies

E - Top Cap
      (A25-0190) xQty Varies

*Shown for reference ONLY

*Shown for reference ONLY

HCH92

HCH93

HCH94

A1

A2

C1

C2

C3

C4



STEP 2: Use End Trim as guide for exact location of Corner Connectors.
Once both Connectors are in place, tighten fasteners only on one side.
Check height of both Panels and adjust as required. Then tighten remaining screws.

STEP 1: Bring panels together then remove Top Caps. Level both Panels to line up with
eachother.

STEP 3: Install End Trims then Install Top Cap that was removed from STEP 1.

Section:

Description:

Page No:Date: 

REMOVE TOP CAPS AND LEVEL

INSTALL CORNER CONNECTORS

INSTALL END TRIM AND TOP CAP

TST_202

2 of 6May 2020

THIN PANEL CONNECTOR INSTALLATION 

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: Installation for Two-Way 90° Corner Connection (STEP 1 to STEP 3).

A1 A1

E

D

D

E

E



STEP 2: Use End Trim as guide for exact location of Corner Connectors.
Once all Connectors are in place, tighten fasteners only on one side.
Check height of both Panels and adjust as required. Then tighten remaining screws.

STEP 1: Bring Three panels together then remove Top Caps. Level all Panels to line up with
eachother.

STEP 3: Install all End Trims then Install Top Cap that was removed from STEP 1.

Section:

Description:

Page No:Date: 

REMOVE TOP CAPS AND LEVEL

INSTALL CORNER CONNECTORS

INSTALL END TRIM AND TOP CAP

TLE_202

3 of 6May 2020

THIN PANEL CONNECTOR INSTALLATION 

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: Installation for Three-Way 90° Corner Connection (STEP 1 to STEP 3).

E

E

E

D

B1

B1



STEP 2: Connect Four-Way Hub to three Panels.STEP 1: Bring panels together then remove Top Caps. Level all Panels to line up with
eachother.

Section:

Description:

Page No:Date: 

REMOVE TOP CAPS INSTALL FOUR WAY HUB

TLE_202

4 of 6May 2020

THIN PANEL CONNECTOR INSTALLATION 

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: Installation for Three-Way 90° Corner Connection (STEP 1 to STEP 5).

E

C4

C4



STEP 4: Slide Two-Way Corner Connector  with the last panel then secure it with Ball End
Allen Key.

STEP 3: Slide Three-Way Corner Connector about 4" from the top and secure.

Section:

Description:

Page No:Date: 

INSTALL THREE WAY CORNER CONNECTOR INSTALL TWO WAY CORNER CONNECTOR

TLE_202

5 of 6May 2020

THIN PANEL CONNECTOR INSTALLATION 

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

C3

C3

C2

C2

4"



Section:

Description:

Page No:Date: 

INSTALL TOP CAP

May 2020 6 of 6

TLE_202
THIN PANEL CONNECTOR INSTALLATION 

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 5: Once the Four-Way Corner Connection is complete, check levels. For change in height applications insert LYFT Intermediate End Trims where required.

C1

E



Thin Panel End Trim (HET) and Thin Panel Intermediate Trim (HIT) Part and Product Identification

A - Thin Panel End Trim
      (HET) x1

Section:

Description:

Page No: Date: 

Rev. No: 1PANEL TRIMS INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 2

TLE_203

leverage Installation Guides

B - Thin Panel Intermediate Trim
      (HIT) x1

NOTE: Only Thin Panel End
Trim (HET) is shown

A



STEP 1b: Install Trim as shown.STEP 1a: Install Trims as shown.

Section:

Description:

Page No:Date: 

INSTALL TRIMS TO PANEL INSTALL TRIM TO PANEL

TLE_203

2 of 2May 2020

PANEL TRIMS INSTALLATION

PANEL CONNECTION AND TRIMS

leverage Installation Guides

A

B



Two-Way 90 deg Connector (KCCN_90), Two-Way 180 deg Connector
(KCCN_00), Three-Way Connector (KCC_3), Four-Way Connector (KCC_4)

Part and Product Identification

A1 - 90 deg Corner Cover Trim
      (N09-1730) x1

Section:
Description:

Page No: Date: 
Rev. No: 4PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
Jan 2025 1 of 11

TLE_205

leverage Installation Guides
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A2 - Leverage Full Panel Corner Gasket
      (B11-0215-X) x1

Or
- Full Panel Slim Corner Gasket
(B11-0574-X) x1

A3 - Leverage Full Panel End Gasket
      (B11-0178) x2

Or

- Full Panel Slim End Gasket
(B11-0573-X) x2

A4 - Posi-Lock and Spring Plate Kit
      (X01-1303) x qty varies

A5 - Two-Way 90 deg Corner Bracket Assembly
      (N09-1205) x qty varies

A6 - Top Connection Hardware Kit
      (X01-2025) x2

A7 - Bottom Bracket
        (A16-8665) x1



Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 3PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
Jan 2025 2 of 11

TLE_205

leverage Installation Guides
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x1

D1 - Leverage Full Panel Corner Gasket
      (B11-0215-X) x4

Or

      - Full Panel Slim Corner Gasket
      (B11-0574-X) x4

D3 - Posi-Lock and Spring Plate Kit
      (X01-1303) x qty varies

D4 - Four-Way Corner Bracket Assembly
      (A15-4200) x qty varies

A6 - Top Connection Hardware Kit
      (X01-2025) x3

Part and Product Identification

B1 - Panel End Trim
      (N02-0497-X) x2
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x1

B2 - Leverage Full Panel End Gasket
      (B11-0178) x1

Or

     - Full Panel Slim End Gasket
      (B11-0573-X) x1

B4 - Posi-Lock and Spring Plate Kit
      (X01-1303) x qty varies

B5 - Two-Way 180 deg Bottom Support Plate
      (A15-4428) x 1

B7 - Top Connection Hardware Kit
      (X01-2025) x2

Part and Product Identification

C1 - Panel End Trim
      (N02-0497-X) x1
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x1

C2 - Leverage Full Panel Corner Gasket
      (B11-0215-X) x2

Or
      - Full Panel Slim Corner Gasket
      (B11-0574-X) x2

C3 - Leverage Full Panel End Gasket
      (B11-0178) x2

Or

     - Full Panel Slim End Gasket
      (B11-0573-X) x2

C4 - Top Cap Kit 3 Way
       180 deg
      (X01-1701) x 1

C5 - Posi-Lock and Spring
       Plate Kit
      (X01-1303) x qty varies

C6 - Bottom Support Plate
      (A15-4214) x1

C8 - Top Connection Hardware Kit
      (X01-2025) x3

B3 - Top Cap Kit 2 Way 180 deg
      (X01-1689) x 1

B6 - Two-Way 180 deg Corner Bracket
      (N09-0451) x qty varies

C7 - Three Way Corner Bracket Assembly
      (N09-0452) x qty varies

D2 - Top Cap Kit 4 Way
      (X01-1702) x 1



STEP 1: Secure Corner Bracket, Posi Locks and Spring Plate Kit with the Panels

STEP 2: Remove Trims as shown.

STEP 3: Install Full Panel Corner Gaskets and Full Panel End Gasket as shown.
NOTE: Gasket  is not required on the side where Corridor Width Elements are used.

Section:
Description:

Page No:Date: 

SECURE CORNER BRACKETS REMOVE TRIMS

INSTALL GASKETS

TLE_205
3 of 11Jan 2025

PANEL CONNECTIONS
PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

Front
View

Back
View

A6

A5

A4
A3

A2



Section:
Description:

Page No:Date: 

LEVEL PANELS AND LOCK POSI-LOCKS

Jan 2025 4 of 11
TLE_205PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

STEP 4: Level the Panels then lock Posi-Locks

A4



Section:
Description:

Page No:Date: 

INSTALL BOTTOM BRACKET

Jan 2025 5 of 11
TLE_205PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

STEP 5: Install Bottom Bracket as shown.

A7



Section:
Description:

Page No:Date: 

INSTALL CORNER COVER TRIM

Jan 2025 6 of 11
TLE_205PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

STEP 6: Install Corner Cover Trim as shown.

A1

Top View



STEP 7b: Install Corner Cover Trim before Extended Glass Add-On Screen as shown.STEP 7a: Secure Top Trim Connection Clip and Nut as shown.

Section:
Description:

Page No:Date: 

SECURE TOP TRIM CONNECTION CLIP AND NUT INSTALL EXTENDED GLASS ADD-ON SCREEN
TLE_205

7 of 11Jan 2025
PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

Panels not Shown

Top Trim
Connection Clip
and Nut

1/32" Gap 1/32" Gap

A1

Top Trim
Connection Clip
and Nut

Extended Glass Add -On Screen

1/32" Gap 1/32" Gap



Section:
Description:

Page No:Date: 

INSTALL ELEMENTS

Jan 2025 8 of 11
TLE_205PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

STEP 8: Install Elements as shown.



STEP 2b: Install Corner Cover Trim as shown.STEP 1b: Remove a Connector Clip from the side where the height change takes place.

Section:
Description:

Page No:Date: 

REMOVE CONNECTOR CLIP INSTALL CORNER COVER TRIM
TLE_205

9 of 11Jan 2025
PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

A1

Top View

Underside View

NOTE: Change in Height
Installation only



STEP 2c: Install Panel End Trim as shown.STEP 1c: Install Bottom Plate by engaging Plate's hook into Panel's cutout.

Section:
Description:

Page No:Date: 

INSTALL BOTTOM PLATE INSTALL PANEL TRIM
TLE_205

10 of 11Jan 2025
PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

NOTE: Bottom Plate and Trim
Installation for KCC_3

C7

C6

C5

C1



STEP 2d: Install Panel End Trim as shown.STEP 1d: Install Bottom Plate by placing the flange of the Plate on the top of Panel edge
horizontal extrusion, both sides.

Section:
Description:

Page No:Date: 

INSTALL BOTTOM PLATE INSTALL PANEL TRIM
TLE_205

11 of 11Jan 2025
PANEL CONNECTIONS

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

NOTE: Bottom Plate and Trim
Installation for KCC_00

B6

C6

B4

B1

B1



Two-Way 120 Deg Connector (KCC2_60) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 1120 DEG CONNECTOR INSTALLATION

PANEL CONNECTIONS AND TRIMS
Jan 2025 1 of 5

TLE_206a

leverage Installation Guides

A - 120 deg Corner Top Cap Kit
      (A25-0151) x1

B - 120 deg Outer Cover "B"
      Sub-Assembly
      (N02-0621-X) x1

C - 120 deg Outer Cover "A"
      (B11-0207-X) x1

D - 120 deg Inner Cover
      (B11-0209-X) x1

E - Posi-Lock and Spring Plate Kit
      (X01-1303) x qty varies

F - Two-Way 120 deg Brace
      (A15-4809) x qty varies

G - End Trim Clip for Two-Way
      120 deg
      (A15-6651) x1

H - Top Connection Hardware Kit
      (X01-2025) x2



STEP 2: Attach Posi Lock as shown.STEP 1: Attach Corner Bracket, Posi Locks and Spring Plate Kit as shown. Attach the two
bolts to the top brace but do not tighten.
NOTE: Attach the Posi Locks but do not lock them.

Section:
Description:

Page No:Date: 

SECURE POSI-LOCK AND 120 DEG BRACE ATTACH POSI-LOCK
TLE_206a

2 of 5Jan 2025
120 DEG CONNECTOR INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

E

F

Front
View

Back
View



NOTE: Make sure Panels are level before locking Posi-Locks.

STEP 3: Install Inner and Outer Cover.

STEP 4: Tighten the two bolts on the top brace and lock all Posi-Locks connected to the two
panels.

Section:
Description:

Page No:Date: 

LEVEL PANELS INSTALL INNER AND OUTER COVER

TIGHTEN BOLTS AND LOCK POSI LOCKS

TLE_206a
3 of 5Jan 2025

120 DEG CONNECTOR INSTALLATION
PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

C

D



STEP 6: Install Top Cap as shown.

STEP 5: Install End Trim Clip as shown.
NOTE: The End Trim Clip catches the End Trim Cap to prevent the Trim assembly from
sliding down.

STEP 7: Install Top Trims as shown.

Section:
Description:

Page No:Date: 

INSTALL END TRIM CLIP

INSTALL TOP CAP

INSTALL TOP TRIMS
TLE_206a

4 of 5Jan 2025
120 DEG CONNECTOR INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

G

Top View

1/32" Gap 1/32" Gap

Panels not shown

Panels not shown

B

A



Section:
Description:

Page No:Date: 

INSTALL ELEMENTS

Jan 2025 5 of 5
TLE_206a120 DEG CONNECTOR INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

STEP 8: Install Elements as shown.



Three-Way 120 Deg Connector (KCC3_60) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 1120 DEG CONNECTOR INSTALLATION

PANEL CONNECTIONS AND TRIMS
Jan 2025 1 of 5

TLE_206b

leverage Installation Guides

A - 120 deg Conner Top Cap Kit
      (X01-2902) x1

B - 120 deg Inner Cover
      (B11-0209-X) x3

C - Posi-Lock and Spring Plate Kit
      (X01-1303) x qty varies

D - Three-Way 120 deg Corner Brace
      (A15-4810) x qty varies

E - Top Connection Hardware Kit
      (X01-2025) x2

C

B

E
A

D



STEP 2: Latch Posi Lock as shown, but do not lock.STEP 1: Attach Corner Bracket, Posi Locks and Spring Plate Kit as shown. Attach the two
bolts to the top brace but do not tighten.
NOTE: Attach the Posi Locks but do not lock them.
NOTE: One side of the Top Brace does not have a bolt since it would not be accessible to
tighten from the back side.

Section:
Description:

Page No:Date: 

ATTACH POSI-LOCK AND 120 DEG BRACE LATCH POSI-LOCK
TLE_206b

2 of 5Jan 2025
120 DEG CONNECTOR INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

E

C

Top Brace Connections



NOTE: Make sure Panels are level before locking Posi-Locks.

STEP 3: Insert all three gaskets in between the panels.

STEP 4: Tighten the two bolts on the top brace and lock all Posi-Locks connected to the three
panels.

Section:
Description:

Page No:Date: 

LEVEL PANELS INSTALL ALL THREE GASKETS

TIGHTEN BOLTS AND LOCK POSI LOCKS

TLE_206b
3 of 5Jan 2025

120 DEG CONNECTOR INSTALLATION
PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

B



STEP 6: Install the Top Trims onto the Top Cap and Panel assembly as shown.STEP 5: Place the Top Cap in the center of the assembly as shown.

Section:
Description:

Page No:Date: 

INSTALL TOP CAP INSTALL TOP TRIMS
TLE_206b

4 of 5Jan 2025
120 DEG CONNECTOR INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

Top View
Panels not shown



Section:
Description:

Page No:Date: 

INSTALL ELEMENTS

Jan 2025 5 of 5
TLE_206b120 DEG CONNECTOR INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

STEP 7: Install Elements as shown.



Two-Way Connector 180 Deg - Wood (KCCD_00), Three-Way Connector - Wood (KCCD_3), Two-Way Connector 90
Deg - Wood (KCCD_90), Four-Way Connector - Wood (KCCD_4)

Section:

Description:

Page No: Date: 

Rev. No: 1CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 11

TLE_207

leverage Installation Guides

KCCD_00

KCCD_90

KCCD_3

KCCD_4

NOTE: Only KCCD_3 is shown



Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 1CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 2 of 11

TLE_207

leverage Installation Guides

C -  Wood 90 Deg Corner Sub Assembly
      (N09-1187-X)

D1 -  Wood Corner Cap 2-Way 180 Deg
         (N09-5361)

E -  Posi-Lock and Spring Plate Kit
       (X01-1303)

KCCD_00 KCCD_90 KCCD_3 KCCD_4

2

A -  Wood 180 Deg Corner Sub-Assembly
       (N09-1189-X)

B -  Wood 3-Way 180 Deg Inner Cover
       (B11-0273-X)

D2     Wood Corner Cap 2-Way 90 Deg
          (N09-5366)

D3     Wood Corner Cap 3-Way
          (N09-5367)

D4     Wood Corner Cap 4-Way
          (N09-5368)

36" - 51" 57", 66" 75", 81" 36" - 51" 57", 66" 75", 81" 36" - 51" 57", 66" 75", 81" 36" - 51" 57", 66" 75", 81"

2 2 - - - - - -1 1 1

22 2 - - - - - -1 1 1

- - - -- - 1 1 1 - - -

1 1 1 - - - - - - - - -

1 1 1

1 1 1

1 1 1

- - - - - - - - -

- - - - - - - - -

- - - - - - - - -

4 6 8 4 6 8 6 9 12 8 12 6



Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 1CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 3 of 11

TLE_207

leverage Installation Guides

H1 -  Two-Way 180 Deg Corner Bracket
         (A15-4197)

KCCD_00 KCCD_90 KCCD_3 KCCD_4

F -  Full Panel 90 Deg Corner Gasket
       (B11-0215-X)

Or

       Full Panel Slim Corner Gasket
       (B11-0574-X)

H2     Two-Way 90 Deg Wood Corner Bracket
          (N09-1205)

H3     Three-Way Corner Bracket
          (A15-4199)

H4     Four-Way Corner Bracket
          (A15-4200)

36" - 51" 57", 66" 75", 81" 36" - 51" 57", 66" 75", 81" 36" - 51" 57", 66" 75", 81" 36" - 51" 57", 66" 75", 81"

- - - -- - 2 2 2 - - -

-

G -  Full Panel End Gasket
       (B11-0178-X)

Or

       Full Panel Slim End Gasket
       (B11-0574-X)

- - 1 1 1 2 2 2 4 4 4

2 3 4 - - - - - - - - -

- - - 2 3 4 - - - - - -

- - - - - - 2 3 4 - - -

- - - - - - - - - 2 3 4



STEP 2: Install Corner Gasket as shown.STEP 1: Remove Existing Panel Gasket as shown.

Section:

Description:

Page No:Date: 

REMOVE EXISTING PANEL GASKET INSTALL CORNER GASTKET

TLE_207

4 of 11May 2020

CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

F

F



Section:

Description:

Page No:Date: 

LOCK POSI-LOCKS

May 2020 5 of 11

TLE_207
CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3:  Lock Posi-Locks as shown.

H3

I

G

NOTE: Make sure Panels are leveled
before locking Posi-Locks

E



STEP 5: Install Corner Sub-Assembly as shown.STEP 4: Install Inner Cover as shown.

Section:

Description:

Page No:Date: 

INSTALL INNER COVER INSTALL CORNER SUB-ASSEMBLY

TLE_207

6 of 11May 2020

CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

B

B

A

B



STEP 7: Install Top Trims as shown.STEP 6: Install Corner Cap as shown.

Section:

Description:

Page No:Date: 

INSTALL CORNER CAP INSTALL TOP TRIMS

TLE_207

7 of 11May 2020

CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

J

A

1/32"
Gap

Top Trim
Connection Clip
and Nut

1/32"
Gap

1/32"
Gap



STEP 2b: Install Corner Sub-Assembly as shown.STEP 1b: Install Panel Gasket as shown.
NOTE: Gasket is not required on the side where Corridor Width Elements are used.

Section:

Description:

Page No:Date: 

INSTALL PANEL GASKET INSTALL CORNER SUB-ASSEMBLY

TLE_207

8 of 11May 2020

CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

G

F

G

NOTE: Two-Way 90 Deg
Corner Connection Installation

C

C



Section:

Description:

Page No:Date: 

INSTALL ELEMENTS

May 2020 9 of 11

TLE_207
CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3b:  Install Elements



STEP 2c: Install Corner Sub-Assembly as shown.STEP 1c: Break off Corner Cap as shown

Section:

Description:

Page No:Date: 

BREAK OFF CORNER CAP INSTALL CORNER SUB-ASSEMBLY

TLE_207

10 of 11May 2020

CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: Change in Height Installation

C

C



Section:

Description:

Page No:Date: 

INSTALL TOP TRIM

May 2020 11 of 11

TLE_207
CORNER CONNECTIONS - WOOD INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3c:  Install Top Trim as shown.



Two-Way 180 Deg Intermediate Corner Connector (KCI_00), Three-Way Intermediate Corner Connector (KCI_3), Four-Way
Intermediate Corner Connector (KCI_4), Two-Way 90 Deg Intermediate Corner Connector (KCIN_90)

Section:
Description:

Page No: Date: 
Rev. No: 2INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS
Jan 2025 1 of 7

TLE_208

leverage Installation Guides

KCI_90 shown

KCIN_90

KCI_00

KCI_3

KCI_4



Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 2INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS
Jan 2025 2 of 7

TLE_208

leverage Installation Guides

B -  90 Deg Intermediate Corner Trim
       (N09-1729X)

        Top Trim Connection Clip (B02-0362)/
        Nut (E03-1106)

C -  Leverage Top Trim to Intermediate Trim
       Connecting Pin
       (B02-0207)

D -  Leverage Intermediate End Gasket
       (B11-0179-X)
or
       Intermediate Slim End Gasket
       (B11-0575-X)

F -  Raceway Cap, Corner Connection
       (A15-4591)

G1 - Two-Way 90 Deg Corner Bracket Assembly
        (N09-1205)

I -  Top Connection Hardware Kit
      (X01-2025)

KCIN_90 KCI_00 KCI_3 KCI_4

N/A N/A N/A

2 1 N/A

4 2 N/A

N/A 2 4

2

1

2

6" - 24" x1
27" - 51" x2

N/A N/A N/A

N/A 6" - 27" x1
30" - 51" x2

N/A N/A

2 3 3

A -  Intermediate Panel End Trim
       (N02-0627-X) 2 1 N/AN/A

E -  Leverage Intermediate Corner Gasket 90 Deg
       (B11-0216-X)
or
       Intermediate Slim Corner Gasket
       (B11-0576-X)

G2 - Two-Way 180 Deg Corner Bracket Assembly
        (N09-0451)

G3 - Three-Way Corner Bracket Assembly
        (N09-0452)

G4 - Four-Way Corner Bracket
        (A15-4200)

27" - 51" x2
Only

30" - 51" x2
Only

27"-51" x3
Only

1

N/A N/A N/A

N/A N/A N/A 1

2

1

6" - 24" x1
27" - 51" x2

2

AutoCAD SHX Text
or

AutoCAD SHX Text
or



STEP 2: Secure add-on Panels with fasteners provided.
NOTE: For Panel Add-On Installation, refer to TLE_102a

STEP 1: Slide add-on Panels in place.

Section:
Description:

Page No:Date: 

SLIDE ADD-ON PANELS IN PLACE SECURE ADD-ON PANELS
TLE_208

3 of 7Jan 2025
INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides



STEP 4a: Secure with Bolts and Nuts.STEP 3: Put Corner Bracket in place.

Section:
Description:

Page No:Date: 

SLIDE CORNER BRACKET IN PLACE SECURE CORNER BRACKET
TLE_208

4 of 7Jan 2025
INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

Front View Back View

I

G



STEP 5: Lock Posi-Locks as shown.STEP 4b: Secure Posi-Locks
NOTE: When more than one Corner Bracket is required, always use Connection Hardware Kit
with the top Corner Bracket

Section:
Description:

Page No:Date: 

SECURE POSI-LOCKS LOCK POSI-LOCKS
TLE_208

5 of 7Jan 2025
INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

F

I

F



STEP 7: Install Corner and Top Trim as shown.STEP 6: Install Panel Gaskets as shown.

Section:
Description:

Page No:Date: 

INSTALL GASKETS INSTALL TRIMS
TLE_208

6 of 7Jan 2025
INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

E

D

B

C

B



STEP 9: Install Elements as shown.

STEP 8: Install Top Trims as shown.

STEP 10: Install remaining Trim as shown.

Section:
Description:

Page No:Date: 

INSTALL TOP TRIMS

INSTALL ELEMENTS

INSTALL REMAINING TRIM
TLE_208

7 of 7Jan 2025
INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

Top View

Top Trim

Top Trim
Connection
Clip and
Nut

B



Two-Way 180 Deg Intermediate Corner Connector (KCI_00), Three-Way Intermediate Corner Connector (KCI_3), Four-Way
Intermediate Corner Connector (KCI_4), Two-Way 90 Deg Intermediate Corner Connector (KCIN_90)

Section:

Description:

Page No: Date: 

Rev. No: 1120 DEG INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 6

TLE_209

leverage Installation Guides

KCI_90 shown

KCI2_60 KCI3_60



Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 1120 DEG INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 2 of 6

TLE_209

leverage Installation Guides

B -  Intermediate 120 Deg Outer Cover "B"
       (N02-0622)

C -  Intermediate 120 Deg Inner Cover
      (B11-0210)

D -  Posi-Lock and Spring Plate Kit
       (X01-1303)

F -  120 Deg Corner Top Cap
       (A25-0151)

KCI2_60

1

A -  Intermediate 120 Deg Outer Cover "A"
       (B11-0208)

30" - 51" 6" - 24" 27" - 51"6" - 27"

E1 -  Two-Way 120 Deg Corner Brace
       (A15-4809)

KCI3_60

1 N/A N/A

E2 -  Three-Way 120 Deg Corner Brace
       (A15-4810)

1 1 N/A N/A

1 1 3 3

2 4 3 6

1 2 N/A N/A

N/A N/A 1 2

1 1 1 1



STEP 2: Secure add-on Panels with fasteners provided.STEP 1: Slide add-on Panels in place.

Section:

Description:

Page No:Date: 

SLIDE ADD-ON PANELS IN PLACE SECURE ADD-ON PANELS

TLE_209

3 of 6May 2020

120 DEG INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides



STEP 4: Install Posi-Locks as shown.

STEP 3: Install Corner Brace as shown.

STEP 5: Lock Posi-Locks as shown.

Section:

Description:

Page No:Date: 

INSTALL CORNER BRACE

INSTALL POSI-LOCKS

LOCK POSI-LOCKS

TLE_209

4 of 6May 2020

120 DEG INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

E

D



STEP 7: Install Inner and Outer Cover as shown.STEP 6: Install Panel Trim

Section:

Description:

Page No:Date: 

SLIDE ADD-ON PANELS IN PLACE INSTALL INNER AND OUTER COVER

TLE_209

5 of 6May 2020

120 DEG INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

C

A

C

A



STEP 9: Install Outer Cover as shown.STEP 8: Install Panel Trim

Section:

Description:

Page No:Date: 

INSTALL TOP TRIMS AND ELEMENTS INSTALL OUTER COVER

TLE_209

6 of 6May 2020

120 DEG INTERMEDITAE CONNECTORS INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

F

Top Trim

B



Two-Way Intermediate Connector 180 Deg-Wood (KCID_00), Two-Way Intermediate Connector 90 Deg-Wood (KCID_90),
Three-Way Intermediate Connector-Wood(KCID_3)

Section:

Description:

Page No: Date: 

Rev. No: 1INTERMEDITAE WOOD CORNER CONNECTIONS  INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 7

TLE_210

leverage Installation Guides

KCID_90 shown

KCID_00 KCID_90 KCID_3



Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 1INTERMEDITAE WOOD CORNER CONNECTIONS  INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 2 of 7

TLE_210

leverage Installation Guides

B -  180 Deg Three-Way Inner Cover - Intermediate
       (B11-0274)

C -  90 Deg Intermediate Corner Subassembly - Wood
      (N09-1188)

D -  Intermediate End Gasket
       (B11-0179-X)
Or
        Intermediate Slim End Gasket
        (B11-0575-X)

G1 -  180 Deg Two-Way Corner Bracket
       (A15-4197)

KCI2_60

2

A -  180 Deg Intermediate Corner Subassembly - Wood
       (N09-1190)

E -  90 Deg Intermediate Corner Gasket
       (B11-0216-X)
Or
        Intermediate Slim Corner Gasket
        (B11-0576-X)

KCI3_60 KCI3_60

F -  Posi-Lock and Spring Plate Kit
       (X01-1303)

G2 -  90 Deg Two-Way Corner Bracket
       (N09-1205)

G3 -  Three-Way Corner Bracket
       (A15-4199)

0 1

30" - 51" Height: 1 30" - 51" Height: 10

0 01

0 02

0 21

6" - 24" Height: 2
27" - 51" Height : 2

6" - 24" Height: 2
27" - 51" Height : 2

6" - 24" Height: 3
27" - 51" Height : 6

6" - 24" Height: 1
27" - 51" Height: 2

6" - 24" Height: 1
27" - 51" Height: 2

6" - 24" Height: 1
27" - 51" Height: 2

0 0

00

0 0

AutoCAD SHX Text
or

AutoCAD SHX Text
or



STEP 2: Secure add-on Panels with fasteners provided.STEP 1: Slide add-on Panels in place.

Section:

Description:

Page No:Date: 

SLIDE ADD-ON PANELS IN PLACE SECURE ADD-ON PANELS

TLE_210

3 of 7May 2020

INTERMEDITAE WOOD CORNER CONNECTIONS  INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides



STEP 4: Install Posi-Locks as shown.

STEP 3: Install Corner Brace as shown.

STEP 5: Lock Posi-Locks as shown.

Section:

Description:

Page No:Date: 

INSTALL CORNER BRACE

INSTALL POSI-LOCKS

LOCK POSI-LOCKS

TLE_210

4 of 7May 2020

INTERMEDITAE WOOD CORNER CONNECTIONS  INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

F

E

E



STEP 7: Install Inner Cover as shown.STEP 6: Install Gaskets as shown.

Section:

Description:

Page No:Date: 

INSTALL PANEL GASKETS INSTALL INNER COVER

TLE_210

5 of 7May 2020

INTERMEDITAE WOOD CORNER CONNECTIONS  INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

D

C
B



Section:

Description:

Page No:Date: 

INSTALL ELEMENTS

May 2020 6 of 7

TLE_210
INTERMEDITAE WOOD CORNER CONNECTIONS  INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 8:  Install Elements as shown.



Section:

Description:

Page No:Date: 

INSTALL ADD-ON PANELS AND COVERS

May 2020 7 of 7

TLE_210
INTERMEDITAE WOOD CORNER CONNECTIONS  INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 1a:  Secure Add-on Panels, insert both Inner Cover on Panel Hingeways then hook Corner Covers on Inner Covers Cut-outs

NOTE: 180 Deg Two-Way Intermediate
Conner Connection InstallationA

A

B

B



OR

OR

OR

OR

Panel End Trim (KTE/KTED), Intermediate Panel End Trim (KTI/KTID),
Top Trim (KTR/KTRD), Continuous Top Trim (KTRC/KTRCD), Top Trim

(KTKT/KTKC)

Part and Product Identification

A1 -Top Trim (A23-1366) x1
      OR
      Thick Top Trim (A23-4597) x1
      OR
      Wooden Top Trim (N09-1184) x1

Section:

Description:

Page No: Date: 

Rev. No: 1END TRIMS & TOP TRIMS

PANEL CONNECTIONS & TRIMS

May 2020 1 of 8

TLE_211

leverage Installation Guides

A2 -Top Trim Clip
      (B02-0329) x 1

B1 -Panel End Trim
      (N02-0497) x 1
      OR
      Panel End Trim - Wood
     (N09-1185) x 1

A3 -Top Trim Connection Clip
(B02-0202) x 1

A
 -

 T
o

p
 T

ri
m

s
B

 -
 E

n
d

 T
ri

m
s

B2 -Full Panel End Gasket
      (B11-0178) x 2
      OR
      Full Panel Slim End Gasket
     (B11-0573) x 2

C
 -

 I
n

te
rm

ed
ia

te
 E

n
d

 T
ri

m
s

C1 -Intermediate Panel End Trim
      (N02-0627) x 1
      OR
      Intermediate Panel End Trim - Wood
     (N09-1186) x 1

C2 -Intermediate End Gasket
      (B11-0179) x 2
      OR
      Intermediate Slim End Gasket
     (B11-0575) x 2

C3 -End Trim to Intermediate
       Trim Connecting Pin
       (B02-0207) x 1

B1

A1

C1



STEP 2: Place Top Trim with Clips attached onto the top of the Panel(s).STEP 1: Attach Top Trim Clips (Qty varies) on Top Trim by turning them clockwise.

Section:

Description:

Page No:Date: 

ATTACH TOP TRIM CLIPS PLACE TOP TRIM ONTO PANEL(S)

TLE_211

2 of 8May 2020

END TRIMS & TOP TRIMS

PANEL CONNECTIONS & TRIMS

leverage Installation Guides

Top Trim Shown Continuous Top Trim Shown

NOTE: Make sure Clips
are fully engaged.

Side View Shown.

A2

A1

A1 A1

A1



Section:

Description:

Page No:Date: 

CONNECT TWO TOP TRIMS TOGETHER

May 2020 3 of 8

TLE_211
END TRIMS & TOP TRIMS

PANEL CONNECTIONS & TRIMS

leverage Installation Guides

STEP 3: Slidr the Connection Clip into the Trim slot, attach the Top Trim to connect to, and slide it against the other one using the Connection Clip as alignment.

NOTE: A 132" gap should be maintained between each Top Trim.

1

2

3

A1

A3



Section:

Description:

Page No:Date: 

END TRIM INSTALLATION (STD WIDTH)

May 2020 4 of 8

TLE_211
END TRIMS & TOP TRIMS

PANEL CONNECTIONS & TRIMS

leverage Installation Guides

STEP 4: Slide Gaskets onto Panel grooves and attach End Trim by pushing it against the Panel side.

B1

B2

Top View Shown.



Tear away part of End Gasket 

on the side where Corridor

Width Elements are placed.

Section:

Description:

Page No:Date: 

END TRIM INSTALLATION (CORRIDOR WIDTH)

May 2020 5 of 8

TLE_211
END TRIMS & TOP TRIMS

PANEL CONNECTIONS & TRIMS

leverage Installation Guides

STEP 5: Slide Gaskets onto Panel grooves and attach End Trim by pushing it against the Panel side.

B1

B2

Top View Shown.



Section:

Description:

Page No:Date: 

ATTACH CONNECTION CLIP FOR INTERMEDIATE END TRIM (IF APPLICABLE)

May 2020 6 of 8

TLE_211
END TRIMS AND TOP TRIMS

PANEL CONNECTIONS & TRIMS

leverage Installation Guides

STEP 6: Slide Intermediate Connection Clip in to the Top Trim slot, then snap Top Trim onto Panel.

Back View Shown.

A1

C3

A1

C3



Section:

Description:

Page No:Date: 

INTERMEDIATE END TRIM INSTALLATION (STANDARD ELEMENT WIDTH)

May 2020 7 of 8

TLE_211
END TRIMS & TOP TRIMS

PANEL CONNECTIONS & TRIMS

leverage Installation Guides

STEP 7: Slide Gaskets into Panel Slots, place the Intermediate End Trim onto the Connecting Pin and snap into the Panel.

Top View Shown.

C2 C1

C3



Tear away part of End Gasket 

on the side where Corridor

Width Elements are placed.

Section:

Description:

Page No:Date: 

INTERMEDIATE END TRIM INSTALLATION (CORRIDOR ELEMENT WIDTH)

May 2020 8 of 8

TLE_211
END TRIMS & TOP TRIMS

PANEL CONNECTIONS & TRIMS

leverage Installation Guides

STEP 7: Slide Gaskets into Panel Slots, place the Intermediate End Trim onto the Connecting Pin and snap into the Panel.

Top View Shown.

C2

C1

C3



Panel Wall Adapter  (KCW) Part and Product Identification

A - Panel Wall Adapter
      (N02-0527-X) x1

Section:
Description:

Page No: Date: 
Rev. No: 2PANEL WALL ADAPTER INSTALLATION

PANEL CONNECTIONS AND TRIMS
Sept 2024 1 of 4

TLE_212

leverage Installation Guides

B - Panel Hingeway Gasket
      (B03-0250-X) x2

C - Posi-lock
      (D03-0003) xQty varies

D - Corner Clamp Spring Clip
      (A09-0001) xQty varies

E - Leverage Panel
      (KPU) xQty*

F - Top Trim
      (KTR) xQty*

G - Fabric Element
      (KES) xQty*



STEP 2: Fasten Panel Wall Adapter to existing wall.
NOTE: Ensure Panel Wall Adapter is level and height adjusted before fastening to existing wall

STEP 1: Install Hinge Way Gasket on Panel Wall Adapter

Section:
Description:

Page No:Date: 

INSTALL HINGEWAY GASKET FASTEN ADAPTER TO THE EXISTING WALL
TLE_212

2 of 4Sept 2024
PANEL WALL ADAPTER INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

A

B



STEP 4: Level the unit and install Posi-LocksSTEP 3: Install Panel

Section:
Description:

Page No:Date: 

INSTALL PANEL INSTALL POSI-LOCKS
TLE_212

3 of 4Sept 2024
PANEL WALL ADAPTER INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

D
A

C



STEP 4: Install ElementsSTEP 3: Install Panel

Section:
Description:

Page No:Date: 

INSTALL PANEL INSTALL ELEMENTS
TLE_212

4 of 4Sept 2024
PANEL WALL ADAPTER INSTALLATION

PANEL CONNECTIONS AND TRIMS
leverage Installation Guides

F

E

F



Panel to Panel Adapter (KPP)

Section:

Description:

Page No: Date: 

Rev. No: 1PANEL TO PANEL ADAPER INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 6

TLE_213

leverage Installation Guides



Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 1PANEL TO PANEL ADAPER INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 2 of 6

TLE_213

leverage Installation Guides

B -  Off-Module Top Bracket (42" and lower)
       (A15-5222\42)

C -  Off-Module Top Bracket (30")
      (A15-5222\30)

D -  Off-Module Bottom Bracket
       (A15-5224)

G -  3M Velcro Coins - 22mm Dia. Hook
       (E05-0018)

KPP12

-

A -  Off-Module Top Bracket (51" and higher)
       (A15-5222\51)

E -  Off-Module 12" Gap Cover
       (A15-5176\12)

F -  Off-Module 15" Gap Cover
       (A15-5176\15)

KPP15 KPP00/30 KPP00/42 KPP00/51

H -  Posi-Lock and Spring Plate Kit
       (X01-1303)

I -  KPP Posi-lock Spacer
       (A15-8714)

J -  #8 x 1/2" Self Drilling Pan Head Quadrex
       (E07-0012)

1 - - 1

1 - - 1 -

- - - -1

1 1 1 1 1

1 - - - -

- 1 - - -

4 4 - - -

2 3 2 3 3

1 2 1 2 2

6 6 6 6 6



STEP 2: Secure add-on Panels with fasteners provided.STEP 1: Install Top Bracket as shown.

Section:

Description:

Page No:Date: 

INSTALL TOP BRACKET INSTALL BOTTOM BRACKET

TLE_213

3 of 6May 2020

PANEL TO PANEL ADAPER INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: Ensure Correct location of Top
Mounting Bracket before fastening J

A

C

J

C

NOTE: Do not tighten bottom screws
until bottom Bracket is completely
aligned with Top Bracket



Section:

Description:

Page No:Date: 

INSERT POSI-LOCKS

May 2020 4 of 6

TLE_213
PANEL TO PANEL ADAPER INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3: Insert Posi-Locks and lock in place.

KPP00 KPP(12/15)

I

I

F



Section:

Description:

Page No:Date: 

INSTALL TOP TRIMS

May 2020 5 of 6

TLE_213
PANEL TO PANEL ADAPER INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 4: Install Top Trims as shown.

KPP00 KPP(12/15)

NOTE: Mark overhanging portion of
Top Trim and cut as required.



Section:

Description:

Page No:Date: 

INSTALL TOP BRACKET AND GAP COVER

May 2020 6 of 6

TLE_213
PANEL TO PANEL ADAPER INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 5: Install Top Bracket and Gap cover..

NOTE: Ensure that the cut end of the
Top Trim is positioned underneath the
Gap Cover.

E

G

A

E

NOTE: Add 3M Velcro Coins to
Off-Module Top Bracket and
Off-Module 15" Gap Cover and connect.



Two-Way Bracket for 30" High Panel 90 Deg  (KPJ90) Part and Product Identification

A - Two-Way 90 Deg Corner Bracket
      (N09-2524) x1

Section:

Description:

Page No: Date: 

Rev. No: 1TWO-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 4

TLE_214a

leverage Installation Guides

B - Corner Bracket Spacer Plate
      (A15-8538) x1

NOTE: Use KPJ90 with Glass Panel
Add-On: KPOGBS/KPOGBD. For
other Glass Panel Add-On, use standard
corner brackets.



STEP 2: Install Glass Panel Add-On
NOTE: Ensure Panel and Panel ADD-On are aligned properly before securing the Add-On to
the Panel.

STEP 1: Connect Panels together. Ensure Panels are leveled before locking Posi-Locks at any
stage.

Section:

Description:

Page No:Date: 

CONNECT PANELS TOGETHER INSTALL GLASS PANELS ADD- ON

TLE_214a

2 of 4May 2020

TWO-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: For instructions, refer to Install
Guide TLE_101, TLE_205, TLE_217

NOTE: For instructions, refer to Install
Guide TLE_102b

NOTE: Orient all reveal
linestowards the
INSIDE of the cubicle
space or to face same
direction



STEP 3b: Install BracketsSTEP 3a: Install Brackets.

Section:

Description:

Page No:Date: 

INSTALL  BRACKETS INSTALL BRACKETS

TLE_214a

3 of 4May 2020

TWO-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

A

NOTE: Installation of top corner
connection brackets between Panel and
Panel Add-On

AB

NOTE: Installation of top corner
connection brackets between two Panels
Add-on (KPOGBS/KPOGBD)

A



Section:

Description:

Page No:Date: 

INSTALL GASKETS

May 2020 4 of 4

TLE_214a
TWO-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 4: Install Gaskets as shown
NOTE: For Element Installation, refer to Install Guide TLE_250a, TLE_250b

STOP tearing and CUT away
the flap of Gasket at that point
if bottom Element is of
standard width.

Inner Corner Gasket

STOP tearing and CUT away
the flap of Gasket at that point
if bottom Element is of
standard width.

Tear away flap
when required

NOTE: When installing Outer Corner
Gaskets, tear away part of the Gaskets on
the side where Corridor Width Elements
are placed



Two-Way Bracket for 30" High Panel 120 Deg  (KPJ602) Part and Product Identification

A - Glass Window Top Splicer Plate
      Two-Way 120 Deg
      (A15-8569) x1

Section:

Description:

Page No: Date: 

Rev. No: 1TWO-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 3

TLE_214b

leverage Installation Guides

D - Corner Bracket Spacer Plate
      (A15-8538) x1

NOTE: Use KPJ602 with Glass Panel
Add-On: KPOGBS/KPOGBD. For
other Glass Panel Add-On, use standard
corner brackets.

B - #8-18 x 3/4" Quad, Pan Head,
      Self-drilling Screws
      (E01-0072) x2

C - Two-Way 60 Deg Corner Bracket
      (A15-8568) x1



STEP 1b: Install Brackets. Ensure Panels are leveled before locking Posi-Locks at any stage.STEP 1a: Install Brackets. Ensure Panels are leveled before locking Posi-Locks at any stage.

Section:

Description:

Page No:Date: 

INSTALL BRACKETS INSTALL BRACKETS

TLE_214b

2 of 3May 2020

TWO-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

D

NOTE: Orient all reveal lines towards
the INSIDE of the cubicle space OR to
face same direction

NOTE: Connection between Panel and
Panel Add-On

NOTE: Connection between two
Panels Add-On

NOTE: Orient all reveal lines towards
the INSIDE of the cubicle space OR to
face same direction

C

C



Section:

Description:

Page No:Date: 

INSTALL TOP SPLICER PLATE

May 2020 3 of 3

TLE_214b
TWO-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 2b: Install Top Splicer Plate using provided screws.

Top View

B

A



Two-Way Bracket for 30" High Panel 180 Deg  (KPJ00) Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 1TWO-WAY BRACKET FOR 30" HIGH PANEL 180 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 3

TLE_214c

leverage Installation Guides

B - Corner Bracket Spacer Plate
      (A15-8538) x1

NOTE: Use KPJ00 with Glass Panel
Add-On: KPOGBS/KPOGBD. For
other Glass Panel Add-On, use standard
corner brackets.

A - Two-Way 180 Deg Corner Bracket
      (N09-2526) x1



STEP 1b: Install Brackets. Ensure Panels are leveled before locking Posi-Locks at any stage.STEP 1a: Install Brackets. Ensure Panels are leveled before locking Posi-Locks at any stage.

Section:

Description:

Page No:Date: 

INSTALL BRACKETS INSTALL BRACKETS

TLE_214c

2 of 3May 2020

TWO-WAY BRACKET FOR 30" HIGH PANEL 180 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

B

NOTE: Orient all reveal lines towards
the INSIDE of the cubicle space OR to
face same direction

NOTE: Connection between Panel and
Panel Add-On

NOTE: Connection between two
Panels Add-On

NOTE: Orient all reveal lines towards
the INSIDE of the cubicle space OR to
face same direction

A A



Section:

Description:

Page No:Date: 

INSTALL GASKETS

May 2020 3 of 3

TLE_214c
TWO-WAY BRACKET FOR 30" HIGH PANEL 180 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 2: Install Gaskets as shown
NOTE: For Element Installation, refer to Install Guide TLE_250a, TLE_250b

STOP tearing and CUT away
the flap of Gasket at that point
if bottom Element is of
standard width.

Tear away flap
when required

NOTE: When installing Outer Corner
Gaskets, tear away part of the Gaskets on
the side where Corridor Width Elements
are placed

STOP tearing and CUT away the
flap of Gasket at that point if
bottom Element is of standard
width.



22
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Three-Way Bracket for 30" High Panel 90 Deg  (KPJ90) Part and Product Identification

A - Three-Way 90 Deg Corner Bracket
      (N09-2525) x1

Section:

Description:

Page No: Date: 

Rev. No: 1THREE-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 4

TLE_215a

leverage Installation Guides

B - Corner Bracket Spacer Plate
      (A15-8538) x2

NOTE: Use KPJ3 with Glass Panel
Add-On: KPOGBS/KPOGBD. For
other Glass Panel Add-On, use standard
corner brackets.



STEP 2: Install Glass Panel Add-On
NOTE: Ensure Panel and Panel ADD-On are aligned properly before securing the Add-On to
the Panel.

STEP 1: Connect Panels together. Ensure Panels are leveled before locking Posi-Locks at any
stage.

Section:

Description:

Page No:Date: 

CONNECT PANELS TOGETHER INSTALL GLASS PANELS ADD- ON

TLE_215a

2 of 4May 2020

THREE-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: For instructions, refer to Install
Guide TLE_101, TLE_205

NOTE: For instructions, refer to Install
Guide TLE_102b

NOTE: Orient all reveal
linestowards the
INSIDE of the cubicle
space or to face same
direction

NOTE: Install KPJ3
at proper height for
connecting to Panel
Add-On in STEP 2

B
A

A



Section:

Description:

Page No:Date: 

OTHER POSSIBLE PANEL CONFIGURATIONS

May 2020 3 of 4

TLE_215a
THREE-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

Reverse Spring Washers and
Posi-Locks positions when
connecting to Glass Panels
Add-On.

Place a Spacer between the
Panel and the Bracket.

Does not require any Spacer



Section:

Description:

Page No:Date: 

INSTALL GASKETS

May 2020 4 of 4

TLE_215a
TWO-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3: Install Gaskets as shown
NOTE: For Element Installation, refer to Install Guide TLE_250a, TLE_250b

STOP tearing and CUT away
the flap of Gasket at that point
if bottom Element is of
standard width.

Inner Corner Gasket

Tear away flap
when required

NOTE: When installing Outer Corner
Gaskets, tear away part of the Gaskets on
the side where Corridor Width Elements
are placed

Inner Corner Gasket Outer Corner Gasket



Three-Way Bracket for 30" High Panel 120 Deg  (KP603) Part and Product Identification

A - Glass Windown Top Splicer Plate
      Three Way 120 Deg
      (A15-8573) x1

Section:

Description:

Page No: Date: 

Rev. No: 1THREE-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 6

TLE_215b

leverage Installation Guides

B - #8-18 x 3/4" Quad, Pan Head,
      Self-drilling Screws
      (E01-0072) x3

NOTE: Use KPJ3 with Glass Panel
Add-On: KPOGBS/KPOGBD. For
other Glass Panel Add-On, use standard
corner brackets.

D - Corner Bracket Spacer Plate
      (A15-8538) x2

C - Three-Way 60 Deg Corner Bracket
      (A15-8571) x1



STEP 2a: Install Glass Panel Add-OnSTEP 1a: Connect Panels together. Ensure Panels are leveled before locking Posi-Locks at any
stage.

Section:

Description:

Page No:Date: 

CONNECT PANELS TOGETHER INSTALL GLASS PANELS ADD- ON

TLE_215b

2 of 6May 2020

THREE-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

Situation 1: Connection between Panels and
a Panel Add-On (KPOGPS/ KPOGBD)

NOTE: Orient all reveal
linestowards the
INSIDE of the cubicle
space or to face same
direction

NOTE: Install Bracket
at proper height for
connecting to Panel
Add-On next

D
C

C

NOTE: Reverse
positions of spring
washer and Posi Lock
when connecting to
Glass Panel Add-On



STEP 2b: Install Glass Panel Add-OnSTEP 1b: Connect Panels together. Ensure Panels are leveled before locking Posi-Locks at any
stage.

Section:

Description:

Page No:Date: 

CONNECT PANEL AND GLASS PANEL TOGETHER INSTALL GLASS PANELS ADD- ON

TLE_215b

3 of 6May 2020

THREE-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

Situation 2: Connection between a Panel
and Panels Add-On (KPOGBS/KPOGBD)

D C

C

NOTE: Reverse
positions of spring
washer and Posi Lock
when connecting to
Glass Panel Add-On

NOTE: Orient all reveal
linestowards the INSIDE of
the cubicle space or to face
same direction



Section:

Description:

Page No:Date: 

INSTALL TOP SPLICER PLATE

May 2020 4 of 6

TLE_215b
TWO-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3b: Install Top Splicer Plate as shown.

Top View
B

A



STEP 2c: Install Glass Panel Add-OnSTEP 1c: Connect Panels together. Ensure Panels are leveled before locking Posi-Locks at any
stage.

Section:

Description:

Page No:Date: 

CONNECT GLASS PANELS TOGETHER INSTALL GLASS PANELS ADD- ON

TLE_215b

5 of 6May 2020

THREE-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

Situation 3: Connection of three Panels
Add-On (KPOGBS/KPOGBD)

C

NOTE: Orient all reveal
linestowards the INSIDE of
the cubicle space or to face
same direction



Section:

Description:

Page No:Date: 

INSTALL TOP SPLICER PLATE

May 2020 6 of 6

TLE_215b
THREE-WAY BRACKET FOR 30" HIGH PANEL 120 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3c: Install Top Splicer Plate using screws provided.

B

A

Top View



Four-Way Bracket for 30" High Panel 90 Deg  (KPJ4) Part and Product Identification

A - Four-Way 90 Deg Corner Bracket
      (A15-8567) x1

Section:

Description:

Page No: Date: 

Rev. No: 1FOUR-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

May 2020 1 of 4

TLE_216

leverage Installation Guides

B - Corner Bracket Spacer Plate
      (A15-8538) x3

NOTE: Use KPJ4 with Glass Panel
Add-On: KPOGBS/KPOGBD. For
other Glass Panel Add-On, use standard
corner brackets.



STEP 2: Install Glass Panel Add-On
NOTE: Reverse positions of Spring Washer and Posi-Locks when connecting to Glass Panel
Add-On.

STEP 1: Connect Panels together. Ensure Panels are leveled before locking Posi-Locks at any
stage.

Section:

Description:

Page No:Date: 

CONNECT PANELS TOGETHER INSTALL GLASS PANELS ADD- ON

TLE_216

2 of 4May 2020

FOUR-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

NOTE: For instructions, refer to Install
Guide TLE_101, TLE_205

NOTE: For instructions, refer to Install
Guide TLE_102b

NOTE: Orient all reveal
linestowards the
INSIDE of the cubicle
space or to face same
direction

NOTE: Install KPJ4
at proper height for
connecting to Panel
Add-On in STEP 2

B
A

A



Section:

Description:

Page No:Date: 

CONNECT THE LAST PANEL

May 2020 3 of 4

TLE_216
FOUR-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

STEP 3: Connect the last Panel as shown.

B



Section:

Description:

Page No:Date: 

OTHER POSSIBLE PANEL CONFIGURATIONS

May 2020 4 of 4

TLE_216
FOUR-WAY BRACKET FOR 30" HIGH PANEL 90 DEG INSTALLATION

PANEL CONNECTIONS AND TRIMS

leverage Installation Guides

Reverse Spring Washers and
Posi-Locks positions when
connecting to Glass Panels
Add-On.

Place a Spacer between the
Panel and the Bracket.

Does not require any Spacer

Simply engage Bracket into the
channel of the 4th Panel
Add-On. No Posi-Lock is
required for the 4th Panel
Add-On.















 Flush Foot (FL280) Part and Product Identification

A - Flush Foot Weldment
      (N09-2481) x1

Section:
Description:

Page No: Date: 
Rev. No: 0FLUSH FOOT

PANEL CONNECTIONS & TRIMS
Sept 2024 1 of 3

TLE_218

leverage Installation Guides

B - Panel Leveller
      (D03-0124) x1



STEP 2: Install the panel leveller provided with the Flush foot

STEP 1: Remove the old panel foot leveller from the installed panel

STEP 3: With a mallet or a pair of pliers carefully bend down metal flange.

Section:
Description:

Page No:Date: 

REMOVE OLD LEVELLER

INSTALL NEW LEVELLER

STRAIGHTEN METAL FLANGE
TLE_218

2 of 3Sept 2024
FLUSH FOOT

PANEL CONNECTIONS & TRIMS
leverage Installation Guides



Section:
Description:

Page No:Date: 

INSTALL FLUSH FOOT

Sept 2024 3 of 3
TLE_218FLUSH FOOT

PANEL CONNECTIONS & TRIMS
leverage Installation Guides

STEP 4: Insert the flush foot.



Acoustic Element (KES), Acoustic Power/Comm Element (KEC), Accessory
Element (KEL), Whiteboard Element (KEWN), Architectural Element (KER),
Wood Element (KEWD), Metal Element (KEM), Monolithic Acoustic Element

(KEUS), Laminate Element (KEA)

Part and Product Identification

A - Acoustic Element - Standard
     (KESS) x1
     OR
     Acoustic Element - Corridor
     (KESC) x1

Section:

Description:

Page No: Date: 

Rev. No: 1ELEMENT INSTALLATION

ELEMENTS

May 2020 1 of 9

TLE_250a

leverage Installation Guides

C - Whiteboard Element
     (KEWN) x1

B - Wood Element
     (KEWD) x1

C
A

 -
 X

0
2
-0

0
4
9
 x
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p
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CA1 - Marker Tray
          (A15-7907) x1

CA2 - Whiteboard Element
          (E07-0012) xVaries



STEP 2: Snap Element into the Panel using the top clips.STEP 1: Drop Element into the Panel using the bottom clip.

Section:

Description:

Page No:Date: 

PLACE BOTTOM CLIPS SNAP INTO PLACE

TLE_250a

2 of 9May 2020

ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides

A

A

A



Section:

Description:

Page No:Date: 

SNAP ON ELEMENTS

May 2020 3 of 9

TLE_250a
ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides

STEP 3: Align Element clips with Panel slots and snap into place.

B



STEP 5: Fasten the Tray to the Panel using the Screws provided.STEP 4: Hook the Tray onto the Panel slots.

Section:

Description:

Page No:Date: 

PLACE MARKER TRAY (IF APPLICABLE) FASTEN MARKER TRAY (IF APPLICABLE)

TLE_250a

4 of 9May 2020

ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides

CA1

CA2



STEP 7: Fasten the Tray to the Panel using the Screws provided.STEP 6: Hook and snap the Whiteboard  to the Panel slots.

Section:

Description:

Page No:Date: 

PLACE AND SNAP WHITEBOARD TRAY INSTALLATION (STACK-ON PANEL ONLY)

TLE_250a

5 of 9May 2020

ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides

C

CA1

CA1



STEP 9: Attach Element to Panel (refer to previous steps).STEP 8: Remove Gaskets, rotate them, and place them back into the Panel Grooves.

Section:

Description:

Page No:Date: 

ROTATE GASKETS (CORRIDOR ELEMENTS ONLY) PLACE ELEMENTS (CORRIDOR WIDTH)

TLE_250a

6 of 9May 2020

ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides

OR

B

C



STEP 11: Insert studs behind the bezel into the holes along the cutout and secure into place.
This applies to CALA Power & Communication - 2 & 4 Outlets.
Affected Product: KEAP.

STEP 10: Snap Bezel onto the cutout of the Element. This applies to Power Only, Power &
Communication, Communication Only.
Affected Products: KEUS, KEAP, KEC

Section:

Description:

Page No:Date: 

BEZEL INSTALLATION #1 BEZEL INSTALLATION #2

TLE_250a

7 of 9May 2020

ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides



STEP 13: Snap the front and the back plate of the bezel through the cutout on the element.
This applies to Power Only, Power & Communication, Communication Only.
Affected Product: KEMD.

STEP 12: Insert studs on the front bezel into the back plate through the cut out on the element.
Lightly secure the plates onto the element for further adjustment. Once aligned, fasten. This
applies for CALA Power & Communication.
Affected Products: KEUS, KEC, VKEC

Section:

Description:

Page No:Date: 

BEZEL INSTALLATION #3 BEZEL INSTALLATION #4

TLE_250a

8 of 9May 2020

ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides



Section:

Description:

Page No:Date: 

BEZEL INSTALLATION #5

May 2020 9 of 9

TLE_250a
ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides

STEP 14: Insert studs behind the bezel into the holes along the cutout and secure into place.
This applies to CALA Power & Communication 2& 4 Outlets.
Affected Products: KEMD



Acoustic Element - Floor Flush (KESF), Metal Element - Floor Flush (KEMF),
Baseboard Element - Metal (KEBM), Baseboard Element - Fabric (KEBF),

Baseboard Element - Wood (KEBW)

Part and Product Identification

A - Acoustic Element
      Floor Flush
     (KESF) x1

    OR

A - Metal Element
      Floor Flush
     (KEMF) x1

Section:

Description:

Page No: Date: 

Rev. No: 0FLOOR FLUSH AND BASEBOARD ELEMENT INSTALLATION

ELEMENTS

May 2020 1 of 3

TLE_250b

leverage Installation Guides

B

B - Baseboard Element
     Metal
     (KEBM) x1

    OR

B - Baseboard Element
     Fabric
     (KEBF) x1

    OR

B - Baseboard Element
     Wood
     (KEBW) x1

A

NOTE: Flush Floor Elements and Baseboard Elements can be installed only on Flush Floor Panels KPX or KPY.



STEP 2: Snap Top Clips into place.STEP 1: Hook Bottom Clips into bottom Panel slots.

Section:

Description:

Page No:Date: 

FLOOR FLUSH INSTALLATION #1 FLOOR FLUSH INSTALLATION #2

TLE_250b

2 of 3May 2020

FLOOR FLUSH AND BASEBOARD ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides

A A



STEP 4: Hook and snap Baseboard Element into bottom of the Panel.STEP 3: Place gasket as shown above.

Section:

Description:

Page No:Date: 

POSITIONING GASKET BASEBOARD ELEMENT INSTALLATION

TLE_250b

3 of 3May 2020

FLOOR FLUSH AND BASEBOARD ELEMENT INSTALLATION

ELEMENTS

leverage Installation Guides

Standard Width

Corridor Width

B



Single Glass Element - Standard/Corridor Width (KET, KETCW), Double Glass
Element - Standard/Corridor Width (KETD, KETDCW), Single Architectural

Glass Element - Standard/Corridor Width (KEG, KEGCW), Double
Architectural Glass Element - Standard/Corridor Width (KEGD,

KEGDCW),Symmetric Panel Add-on (KPOW)

Part and Product Identification

A - Single Glass Element
      (KET) x1

Section:
Description:

Page No: Date: 
Rev. No: 1GLASS ELEMENT INSTALLATION

ELEMENTS
May 2022 1 of 7

TLE_251

leverage Installation Guides

A - Single Architectural
 Glass Element (KEG) x1

OR

C- Density Foam Block
(B04-0055) xQty Varies

D - Panel Spring Clip
      (A09-0014) x2

A

B - Symmetric Panel Add-on 
 (KPOW) X 1

E - 10-32X8" Sheet Metal Screw
      (E01-0084) x4

C



Section:
Description:

Page No:Date: 

PLACE FOAM BLOCK

May 2022 2 of 7
TLE_251GLASS ELEMENT INSTALLATION

ELEMENTS
leverage Installation Guides

STEP 1: Place Density Foam Block into Panel

c



Section:
Description:

Page No:Date: 

GLASS PANEL INSTALLATION #1 (STANDARD WIDTH)

May 2022 3 of 7
TLE_251GLASS ELEMENT INSTALLATION

ELEMENTS
leverage Installation Guides

STEP 2: Engage the Glass Panel into the vertical of the Panel frame, then slide to engage into
the other side.

A



Section:
Description:

Page No:Date: 

GLASS PANEL INSTALLATION #2 (STANDARD WIDTH)

May 2022 4 of 7
TLE_251GLASS ELEMENT INSTALLATION

ELEMENTS
leverage Installation Guides

STEP 3: Snap second side of Glass Element into Panel.

Top View

Gasket Position (Standard Width)

A



Section:
Description:

Page No:Date: 

GLASS PANEL INSTALLATION #1 (CORRIDOR WIDTH)

May 2022 5 of 7
TLE_251GLASS ELEMENT INSTALLATION

ELEMENTS
leverage Installation Guides

STEP 4: Place the Panel Spring Clips into the side of the Panel opening.

Gasket Position (Corridor Width)

D



Section:
Description:

Page No:Date: 

GLASS PANEL INSTALLATION #2 (CORRIDOR WIDTH)

May 2022 6 of 7
TLE_251GLASS ELEMENT INSTALLATION

ELEMENTS
leverage Installation Guides

STEP 5: Snap second side of the Glass Element into the panel. Make sure the Panel Spring
Clips are engaged.

A



STEP 7:  Secure the Panel Add-On to the Panel using Screws provided.STEP 6: Insert the Panel Add-On onto the Top of the Pnel

Section:
Description:

Page No:Date: 

INSERT PANEL ADD-ON FASTEN SCREWS
TLE_251

7 of 7May 2022
GLASS ELEMENT INSTALLATION

ELEMENTS
leverage  Installation Guides

B

E

NOTE: Foam blocks are not required when
mounting the glass elements on the add-on
panel

NOTE: Foam blocks are not required when mounting the g;lass elements on the add-on panel



Concave Worksurface (KWCC), Concave Worksurface - Wood (KWBCC),
Rectangular Worksurface (KWS)

Part and Product Identification

A - Rectangular Worksurface
      (KWS) x1
       or
       Concave Worksurface

(KWCC)x1

Section:

Description:

Page No: Date: 

Rev. No: 01WORKSURFACES

WORKSURFACES & COUNTERTOPS

May 2020 1 of 3

TLE_301

leverage Installation Guides

NOTE:
1. When using power tools, please ensure that the

clutch is properly set to avoid spillage causing
burs on screw heads that could catch and tear
clothing.

2. * To be used with W/R/S applications ONLY
when unsupported span is greater then 48".
Needs to be ordered separately.

Or

Worksurface Supports required
for this installation (not included):
- Cantilever CT
- Corner Bracket (KBC)
- C-Leg (CL29)

KWCC

KWS



Section:

Description:

Page No:Date: 

INSTALL SUPPORT BRACKETS

May 2020 2 of 3

TLE_301
WORKSURFACES

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 1: Install the Support Brackets and the Anti-Dislodgement Clip as shown above.

IMPORTANT NOTE: To prevent
disengagement of Worksurface Supports,
the Anti-Dislodgement Clip MUST be
used (as shown here) once the support
brackets have been installed.
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WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 2: Install the Worksurfaces as shown above.

A



Radius Corner Worksurface w/Return (KWRR), Radius Corner Worksurface
w/Return & Keyboard Support (KWRK), Extended Pentaged Worksurface -
Straight or Curved (KWPE)

Part and Product Identification

A - Radius Corner Worksurface
      w/Return
      (KWRR) x1
      or
      Radius Corner Worksurface
      w/Return and keyboard
      support

(KWRK) x1
      or
      Extended Pentagon Worksurface
      (Straight or Curved)

(KWPE) x1

Section:

Description:

Page No: Date: 

Rev. No: 01WORKSURFACES

WORKSURFACES & COUNTERTOPS

May 2020 1 of 3

TLE_302

leverage Installation Guides

B - Transition Worksurface
      (KWST) x1

*C - Rectangular Worksurface
        (KWST)

*D1- Cantilever
         (CT)

*D2- Cantilever Flush Plate
         (A15-0835)

*E- Flush End Gable
       (KFE)

*F- Corner Bracket
w/Anti-dislodgement Clip

     (B02-0342) and Fasteners
     (KBC)

*G- 1/4'' - 20 x 5/8'' Quadrex Truss
       Head Machine Screw, Zinc
       (E01-0098)

*H- #10 x 1'' LG. Quadrex, Pan
       Washer Head, ZP
       (E07-0077)

NOTE: * Parts/Products listed for reference ONLY.

MAJOR SUPPORT
HARDWARE (Not Included)

- Cantilever (CT)
- Flush End Gable (KFE)
- Corner Bracket (KBC)
- C-Leg (CL29)

KWRR

KWRK

KWPE

KWPE
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TLE_302
WORKSURFACES

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 1: Install the Support Brackets and the Anti-Dislodgement Clips as shown above.

IMPORTANT NOTE: To
prevent disengagement of
Worksurface Supports, the
Anti-Dislodgement Clip MUST
be used (as shown here) once
the support brackets have been
installed.

Insert Cantilever Flush Plates
into Cantilever.

F

E

D

D1D2

F
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WORKSURFACES

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 2: Install the Worksurfaces using the Screws provided as shown above.

A

B

C

H

G



Curved Corner Worksurface (KWSC) Part and Product Identification

A - Curved Corner Worksurface
      (KWSC) x1
      OR
      Standard Corner Worksurface
      (KWPS) x1
      OR
      Split Radius Corner Worksurface

(KWCX) x1
      OR
      Standard Pentagon Worksurface

-Straight or Curved
(KWPGS/KWPGC) x1

Section:

Description:

Page No: Date: 

Rev. No: 01WORKSURFACES

WORKSURFACES & COUNTERTOPS

May 2020 1 of 4

TLE_303

leverage Installation Guides

Worksurface Supports
Required for this
installation (not included):
-Cantilever (CT)
-Corner Bracket (KBC)
-C-Leg (CL29)
-Flush End Gable (KFE)

KWSC

KWPS

KWCX

KWPGS

*B1 - Cantilever
         (CT)

*B2 - Cantilever Flush Plate
         (A15-0835)

*C - Corner Bracket
        (KBC)

*D - 1/4'' - 20 x 5/8'' Quadrex,
        Truss Hd, Machine Screw, Zinc
        (E01-0098)

*E - #10 x 0.875'' LG Quadrex, Truss
        Hd, Machine Screw, Zinc
        (E01-0098)

*F - Keyboard Support Backstop with
        Double-Sided Tape (included w/
         Split Radius Corner Worksurface
         Only)
        (X05-0340X) x1

*G - Worksurface Wire Manager Kit
        (54'' & 60'' Only)
        (X05-0015X) x1

* Parts/Products listed for reference ONLY
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TLE_303
WORKSURFACES

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 1: Install the Support Brackests into the Panels as shown above.

Insert Cantilever Flsuh Plates into Cantilever.

IMPORTANT: To prevent disengagement of
Worksurface Supports, the Anti-Dislodgement
Clip MUST be used (as shown here) once the
support brackets have been installed.

B1B2

B1C

C



STEP 3: Install the Worksurfaces to the Support Brackets using the Screws provided.STEP 2: For Worksurfaces 54'' and 60'' width, install the Wire Management Kit to the
Worksurface using the Screws provided.

Section:

Description:

Page No:Date: 

INSTALL WIRE MANAGEMENT KIT INSTALL WORKSURFACES

TLE_303

3 of 4May 2020

WORKSURFACES

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

NOTE: 120 degree  Worksurfaces do not require installation of a Wire Management Kit.

A

G

D

E

AutoCAD SHX Text
54" or 60"
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WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 4: Install Keyboard Support Backstop as shown above.

OPTION 1

OPTION 2

A

A

A

F

F

F

A



Rectangular Countertop (KWCS) Part and Product Identification

A - Rectangular Countertop
      (KWCS) x1

Section:

Description:

Page No: Date: 

Rev. No: 01COUNTERTOPS

WORKSURFACES & COUNTERTOPS

May 2020 1 of 4

TLE_304

leverage Installation Guides

KWCS

B - Countertop Bracket-Left
      (A15-2668L) x1

C - Countertop Bracket-Right
      (A15-2668R) x1

D - #12 x 3/4'' LG. Type A
       Quadrex, Pan Head, ZN
      (E01-0004) x12

E - Countertop Flush Plate
      (A15-0261) x2
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TLE_304
COUNTERTOPS

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 1:  Insert the Countertop Brackets to the correct slots of the Panel edge as shown above.

A

B

C
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COUNTERTOPS

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 2: Install the Worksurface on the Countertops as shown above.

A

D
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COUNTERTOPS

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 3: Install the Flush Plates for corner condition.

AutoCAD SHX Text
E

AutoCAD SHX Text
D



Rectangular Countertop (KWBT) Part and Product Identification

A - Bullet Worksurface
      (KWBT) x1

Section:

Description:

Page No: Date: 

Rev. No: 01WORKSURFACES

WORKSURFACES & COUNTERTOPS

May 2020 1 of 7

TLE_305

leverage Installation Guides

KWBT

End Condition

Guesting Condition

Support Hardware
(Must be ordered separately)
-Cantilever (CT)
-C-Leg (CL)
-Worksurface Modesty Panel (KWMP)

B - Corner Bracket w/Anti-
      dislodgement Clip (A25-0138)
      (KBC) x1

C -1/4''-20x5/8'' Quadrex, Truss
     Hd, Machine Screw, Zinc
     (E01-0098) x4

D -#10 x 0.875'' LG Screw,
     Quadrex, Pan Washer Head, ZP
     (E07-0077) x8

E -Monoleg
     (CZ29) x1
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STEP 1a: Install the Support Brackets to the Panels as shown above.

IMPORTANT NOTE: To prevent
disengagement of Worksurface Supports,
the Anti-Dislodgement Clip MUST be
used (as shown here) once the support
brackets had been installed.

B
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STEP 1b: Install the Monoleg onto the Worksurface using the Screws provided.

E

A

D



Section:

Description:

Page No:Date: May 2020 4 of 7

TLE_305
WORKSURFACES

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 1c: Install the Worksurface onto the Support Brackets using the Screws provided. Attach the Modesty Panel.

NOTE: For Modesty Panel
(KWMP) installation, refer to
installation guide TLE_365.

C

A

A
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WORKSURFACES

WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 2a: Install the Support Brackets to the Panels as shown above.

IMPORTANT: To prevent disengagement of
Worksurface Supports, the Anti-Dislodgement
Clip MUST be used (as shown here) once the
support bracket has been installed.
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WORKSURFACES & COUNTERTOPS
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STEP 2b: Install the Monoleg to the Worksurface using the Screws provided.

D

E
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STEP 2c: Install the Worksurface onto the Support Brackets as shown above.

AutoCAD SHX Text
C

AutoCAD SHX Text
A



Source Laminate Rectangular Worksurface (KUWS) Part and Product Identification

A - Rectangle Worksurface
      Assembly
      (KUWS) x1

Section:

Description:

Page No: Date: 

Rev. No: 01WORKSURFACES

WORKSURFACES & COUNTERTOPS

May 2020 1 of 5

TLE_306

leverage Installation Guides

KUWS

Leverage T/O/S Transit

Source Laminate Worksurfaces can be applied to Leverage, T/O/S and Transit systems.
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WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 1: Install the Support Brackets to the Panels as shown above.

IMPORTANT NOTE: To prevent disengagement of
Worksurface Supports, the Anti-Dislodgment Clip
MUST be used (as shown here) once the Cantilever
brackets have been installed.

Cantilever

Corner Bracket
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STEP 2:  Install the Worksurfaces onto the Support Brackets as shown above.
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Pilot holes for worksurface supports are provided to work with T/O/S, Transit and
Leverage Systems. It is the responsibility of the installers to ensure Pilot holes are used
accordingly.
When use with W/R/S applications, pilot holes for Worksurface Reinforcement
Channel might not be provided and Channel has to be ordered separately.

Transit

T/O/S

Leverage

Transit

Transit

Transit

T/O/S

T/O/S

T/O/S

Leverage

Leverage

Leverage

USER EDGE
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Rectangular Worksurface (KWS), Radius Corner Worksurface with Return
(KWRR), Curved Corner Worksurface (KWSC), Straight Corner Worksurface

(KWPS), Standard Pentagon Worksurface - Straight (KWPGS), Standard
Pentagon Worksurface - Curved (KWPGC), Bullet Worksurface (KWBT)

Part and Product Identification

A - Rectangular Worksurface
      (KWS) x1

Section:

Description:

Page No: Date: 

Rev. No: 01WORKSURFACES

WORKSURFACES & COUNTERTOPS

May 2020 1 of 4

TLE_307

leverage Installation Guides

B - Radius Corner Worksurface
      w/Return
      (KWRR) x1
      OR
      Curved Corner Worksurface

(KWSC) x1
      OR
      Standard Corner Worksurface

(KWPS) x1

C - Standard Pentagon Worksurface
      (Straight)
      (KWPGS) x1
      OR
      Standard Pentagon Worksurface
      (Curved)
      (KWPGC) x1

D - Bullet Worksurface
(KWBT) with

       Monoleg
       (CZ29) x1
       Corner Bracket
       (KBC) x1

KWS

KWRR

KWPS

KWSC

KWPGS

KWPGC

KWBT
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WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 1: Install the Support Brackets onto the Panels as shown above.

IMPORTANT NOTE: To prevent disengagement of Worksurface
Supports, the Anti-Dislodgement Clip MUST be used (as shown)
once the Corner Brackets and Cantilevers have been installed.

D



Section:

Description:

Page No:Date: 

INSTALL WORKSURFACES

May 2020 3 of 4

TLE_307
WORKSURFACES
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STEP 2: Attach the Worksurfaces on the Brackets as shown above.

A

B

D
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STEP 3: The options for orientations of the Pedestals are shown above.

PLAN VIEW PLAN VIEW



Rectangular Worksurface (D-Style) (KWSQ), Rectangular Worksurface with
Curved Corners (D-Style) (KWSD)

Part and Product Identification

A - Rectangular Worksurface
      (D-Style)
      (KWSQ) x1

Section:

Description:

Page No: Date: 

Rev. No: 01WORKSURFACES

WORKSURFACES & COUNTERTOPS

May 2020 1 of 7

TLE_308a

leverage Installation Guides

B - Rectangular Worksurface with 2
      Curved Corners (D-Style)
      (KWSD) x1

KWSQ

KWSD

Worksurface Supports required
for this installation (not included):
- Cantilever CT
- Corner Bracket (KBC)
- xm Post Leg (TXPL)
- Reinforcement Channel (UNRC)
- Slim Post Leg (KLP)

Reference Installation Guides:
TLE_350 "Cantilever CT"
TLE_354 "xm Post Leg TXPL"
TLE_360 "Corner Bracket KBC"
TLE_364 "Reinforcement Channel UNRC"
TLE_369 "Slim Post Leg KLP"
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INSTALL SUPPORT BRACKETS
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WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 1: Install all the Worksurface Support Brackets as per floor plan specifications.

IMPORTANT NOTE:To prevent
disengagement of Worksurface Supports,
the Anti-Dislodgment Clip MUST be
used(as shown below) once the Support
Brackets have been installed.
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STEP 2a: For the Guest Rectangular Worksurface, rotate the Worksurface and attach the Legs.

NOTE:
1. For Flat Edge and Full Knife Edge, the space between the
center of the leg and the edge of the worksurface should be

3 12''.
2. Four pilot holes are provided if installing a Monoleg
(CZ29)

3 12''

3 12'' 3 12''

3 12''
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STEP 2b: For the Rectangular Worksurface with 2 Rounded Corners, Rotate the Worksurface and attach the Legs.

NOTE:
1. For Flat Edge and Full Knife Edge, the space between the
center of the leg and the edge of the worksurface should be

5 12''.
2. Three pilot holes are provided when installing a Slim Post
Leg (KLP)

5 12''

5 12'' 5 12''

5 12''
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WORKSURFACES & COUNTERTOPS

leverage Installation Guides

STEP 3: Fasten the Worksurface to the Corner Brackets and the Cantilevers.

NOTE:
D-Style worksurfaces areinstalled 3/8" away from the panel
wall.

3/8''

For full instructions on Worksurfaces
Supports, refer to guides:
TLE_350 "Cantilever CT"
TLE_354 "xm Post Leg TXPL"
TLE_360 "Corner Bracket KBC"
TLE_364 "Reinforcement Channel UNRC"
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STEP 4: Fasten the Rectangular Worksurface to the Supports.
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STEP 5: Install the Reinforcement Channel below the Worksurface as shown above. Refer to TLE_364 for details.



D Style Rectangular Worksurface with 4 Curved Corners (KWSDN_F) Part and Product Identification

A1 - Rectangular Worksurface 4
       Curved Corners No Scallop
       (D-Style)
       (KWSDN_F) x1

Section:

Description:

Page No: Date: 

Rev. No: 01WORKSURFACES

WORKSURFACES & COUNTERTOPS

May 2020 1 of 3

TLE_308c

leverage Installation Guides

A2 - Rectangular Worksurface 4
       Curved Corners and Scallop
       (D-Style)
       (KWSDY_F) x1

B - Wedge Worksurface (D-Style)
      (E07-0097) x12

C - Extended Edge Worksurface
      (D-Style)
      (N09-2648) x4

ORA1

C

B
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STEP 1: Install the Legs onto the Worksurfaces using the Screws provided.

A1

CB
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STEP 2: Flip the Table to make it stand on the ground.



Handed Cantilever (CT) Part and Product Identification

  A - Cantilever Support Bracket
        Left-Right as Specified
        (A15-1858X) x 1

Section:

Description:

Page No: Date: 

Rev. No: 1WORKSURFACE SUPPORT INSTALLATION

WORKSURFACE SUPPORT AND ACCESSORIES

May 2020 1 of 2

TLE_350

leverage Installation Guides

(A15-0834X) x 1

 (A15-8041X) x 1

B - Cantilever Clip
      (B02-0151) x 1

C1 - Cantilever Flush Plate
        (A15-0835) x 4

C2 - Cantilever Flush Plate
        (A15-0835) x 4

C3 - Cantilever Flush Plate
        (A15-0835) x 4

C
 -

 K
it

 (
A

1
5
-0

8
3
5
) 

x1

D - Worksurface
      (KWS)

E - Flush End Gable
      (KFE)

F - Leverage Panel
      (KP_T, KP_S, KP_C)

A

C1

E

D

F
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INSTALL THE BRACKET INSERT THE FLUSH PLATE

INSERT ANTI-DISLODGEMENT CLIP

TLE_350

2 of 2May 2020

WORKSURFACE SUPPORT INSTALLATION

WORKSURFACE SUPPORT AND ACCESSORIES

STEP 1: Move the braket inside the panel and hook it to the grooves by tilting it.

STEP 2: Push in the plates till the inner grooves align. Screw the assembly with the worksurface
using wooden screws where the inserts are not available.

STEP 3: Insert Anti-Dislodgement Clip to fix the bracket in place.

leverage Installation Guides

A

F

E

A

A

C

D

E

C1

A

C3

B



C-Leg (C29) Part and Product Identification

A - C-Leg (assembled)
      (CL29) x 1

Section:

Description:

Page No: Date: 

Rev. No: 0C-LEG

WORKSURFACE AND SUPPORTS

May 2020 1 of 3

TLE_351

leverage Installation Guides

B - T Support Bracket
      (A15-0307) x 2

C - Vertical Bracket Plate
      (A15-0807) x 2

D - Vertical Bracket Plate
      (A15-0439) x 2

E - 1/4" - 20 x 58"
       Cross/SQ Comb Flat Head
       Machine Screw
      (E01-0069) x 6

F - 1/4" -  14 x 78"
      AB Cross/SQ Comb Flat Head
      Tap Screw
      (E07-0013) x 4

G - 1/4" - 20 x 58"
      Cross/SQ Comb Truss
      Hd Machine Screw
      (E01-0098) x 4



STEP 2: Reconfigure the C-Leg by dissembling the brackets onto the Leg.STEP 1: Assemble the T Support Bracket, Vertical Bracket and Bracket Pad onto the Leg.

Section:
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Page No:Date: 

RECONFIGURING THE LEG RECONFIGURATION THE LEG

TLE_351
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E

B

D

E

E

C

B

D

E

C



STEP 4: Rotate the levelers to level the C-Leg.

STEP 3: Insert the C-Leg in the panel wall.

STEP 5: Secure the T Bracket on top of C-Legs.

Section:

Description:

Page No:Date: 

INSTALL THE LEG

ALIGN THE LEVELLERS

SECURE THE T SUPPORTS 

TLE_351

3 of 3May 2020
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Monoleg (CZ29) Part and Product Identification

A - CZ29 Monoleg
      (CZ29) x1

Section:

Description:

Page No: Date: 

Rev. No: 0MONOLEG

WORKSURFACE SUPPORTS AND ACCESSORIES

May 2020 1 of 2

TLE_352

leverage Installation Guides

B - 1/4" - 20 x 58" Quadrex Truss
      Head
      (E01-0098) x4

C - #10 x 78" Lg. Quadrex,
      Pan Washer Head Zp.
      (E07-0077) x4

D - Bullet top Worksurface (TOS)
       (WSR)



STEP 1: Insert the Monoleg with the worksurface with the screws provided. STEP 2: Secure the brackets with the worksurface.

STEP 4: Turn the leveler in the Monolog to align the worksurface.STEP 3: Install the table assembly into the panel.

Section:
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ASSEMBLE THE MONOLEG SECURE THE BRACKETS

INSTALL THE ASSEMBLY LEVEL THE TABLE

TLE_352

2 of 2May 2020
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Flush Plate (TLFP) Part and Product Identification

A - Flush Plate
      (A15-2443) x2

Section:

Description:

Page No: Date: 

Rev. No: 0FLUSH PLATE

WORKSURFACE SUPPORTS AND ACCESSORIES

May 2020 1 of 2

TLE_353

leverage Installation Guides

B - 1/4"- 20 x 58"
       Quadrex, Truss Head,
       Machine Screw
      (E01-0098) x8

C - #10 x 78" Lg. Quadrex
      Pan Washer Head ZP.
      (E07-0077) x4
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FLUSH PLATE

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

STEP 1:  Secure the Bracket with the worksurface to fix them with eachother.

A

C

B



xm Post Leg (TXPL) Part and Product Identification

A1 - xm Post Leg - Fixed
      (TXPL1) x1
A2 - xm Post Leg - Fixed
       (TXPL2) x1

Section:

Description:
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May 2020 1 of 2
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leverage Installation Guides

B1 - 1/4" x 58" Quadrex, Truss
        Head Machine Screw
        (E01-0098) x4

B2 - 1/4" - 20 x 34" Qusdrex, Truss
        Head, Machine Screw
       (E01-2010) x4

C - #10 x 1" Lg.Quadrex, Pan
      Washer Head ZP.
      (E07-0077) x8

D - Transit Post Leg Upper
       Weldment
       (N09-0584) xQty Varies

E - Top Tubing Transit Post
      Leg
      (A19-0471) xQty Varies

F - xm Post Leg Lower
      Weldment
      (N09-0584) xQty Varies

G - #8 - 18 x 34" Quadrex Pan Head
      Screw Self Drilling Screw
      (E07-0072) xQty Varies

H - 5
16 - 24 x1 58" Quadrex, Truss

      Head Black Oxide Screw
      (E01-0178) xQty Varies

I1 - 5
16" - 24 Hex- Nut, Zinc

      (E03-0123) xQty Varies

I2 - 5
16" - 24 Jam Hexagon Nut, SS

       Spaenaur #159-007
       (E03-0323)
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STEP 1: Secure the Upper Weldment and the Lower Weldment using screw and nut. STEP 2: Secure the tubing in the lower and upper weldment using the Nut and Bolt.

STEP 4: Rotate the leveler to align the worksurface.STEP 3: Install the Leg Assembly with worksurface

Section:

Description:

Page No:Date: 

TLE_354

2 of 2May 2020

xm POST LEG

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

NOTE: The Semi - suspended Post is adjusted and installed the same was as the xm Post Leg. NOTE: For height adjustment ONLY the xm Post Leg has 12" increments.
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End Gable - Lyft (HEG), Fixed-Height Thin Panel Mount Bracket (HWB) Part and Product Identification

A - Fixed-Height Thin Panel Mounting
      Bracket
      (A15-5489) x1

Section:

Description:

Page No: Date: 

Rev. No: 0LYFT END GABLE INSTALLATIONS

WORKSURFACE SUPPORTS & ACCESSORIES

May 2020 1 of 8

TLE_355

leverage Installation Guides

B - 1/4-20 x 3 4 " Machine Screw
      (E01-2010) x10

C - #10 x 1" Screw
      (E01-0077) x14

D - End Gable with Inserts
      (N09-0836) x1

E - Infill Flush End Gable - Optional
      (A15-5492) x1

F - End Gable Bumper
      (D06-4027) x1

G - End Gable Tether
      (A15-5490) x1

H - Leg Leveler, XM
      (N09-0308) x1

H
E

G

A - Fixed-Height Thin Panel Mounting
      Bracket
      (A15-5489) x1

B - 1/4-20 x 3 4 " Machine Screw
      (E01-2010) x10

C - #10 x 1" Screw
      (E01-0077) x14

H
W

B

D

B

G

F

A



STEP 2: Attach Leveler and Bumper as shown above.STEP 1: Snap Mounting Brackets into place as shown above.

Section:

Description:

Page No:Date: 

PLACE BRACKETS ATTACH LEVELER & BUMPER
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STEP 4:  Drop Worksurface and fasten to Fixed Height Mounting Bracket with ONE SCREW.
Leave it loose for further adjustment.

STEP 3: Fasten End Gable Tether to the bottom of the End Gable using Machine Screws, then
hook Tether to the bottom of the Lyft Panel.
NOTE: Do not tighten Screws yet, as more adjustment is needed.

Section:

Description:
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LINK GABLE TO PANEL PLACE WORKSURFACE ON GABLE
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STEP 6: Fasten one Screw at the front and leave loose for further adjustment.STEP 5: Ensure Panels are leveled, and that the Gable is squared.

Section:

Description:

Page No:Date: 

LEVEL PANELS AND GABLE FASTEN TOP OF THE GABLE
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90deg

B



STEP 8: Fasten End Gable and Fixed Height Mounting Bracket  to Worksurface Wood Screws
may be required.

STEP 7: Push End Gable against the Panel and tighten Screws of End Gable Tether to the
bottom rail of Lyft Panel.
NOTE: Ensure End Gable Weldment is Square.

Section:

Description:
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TLE_355

5 of 8May 2020

LYFT END GABLE INSTALLATIONS

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

B



Section:

Description:
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STEP 9: Place the Infill as shown above.
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Section:

Description:

Page No:Date: May 2020 0 of 8

TLE_355
LYFT END GABLE INSTALLATIONS

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

STEP 10: Fasten Infill Flush End Gable to underside of Worksurface with Wood Screws
provided.
NOTE: Before tightening, check if further adjustment is required.



Section:

Description:

Page No:Date: 

HWB BRACKET LOCATIONS (OPTIONAL)

May 2020 8 of 8
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WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

A Post Leg must be installed 17" from the user edge to provide additional support for the
above conditions.

A Worksurface is 24'' deep and a total span is greater than 78'' A Worksurface is 30'' deep and a total span is greater than 60''
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A - Vertical Support Assembly Adj.
      Height Worksurface Support
      (N09-0837) x1

B - Adjustable Height Bracket
      (A15-5504) x1

D - 1/4" - 20 x 1/2"
       Truss Head Machine Screw
       (E01-2001) x3

ADJUSTABLE HEIGHT THIN PANEL MOUNT BRACKET (HWBA)

Section:

Description:

Page No: Date: 

Rev. No: 1ADJUSTABLE HEIGHT THIN PANEL MOUNT BRACKET

WORKSURFACE SUPPORTS AND ACCESSORIES

May 2020 1 of 3

TLE_356

leverage Installation Guides

Part and Product Identification

E - 1/4" - 20 X 3/4" Truss Head
      Machine Screw
      (E01-2010) x4

C - Anti-dislodgement Clip
      Adjustable Height
      (A15-5505) x1

F - #10 x 1" LG. Quadrex, Pan
      Washer Head. ZP.
     (E07-0077) x4

B

A



STEP 2: Secure the machine screws to the Adjustable Height Bracket. The height adjustment
range is 6".

STEP 1: Attach the Vertical Support Assembly Height Adj. Height Worksurface Support to the
Thin Panel.

STEP 3: The Adjustable Height Thin Panel Mount Bracket is compatible with the T/O/S,
Transit and Leverage Catalogues. The Adjustable Height Mount Bracket spaces give the
Worksurface a consistent gap from the Thin Panel verticals to maintain the same gapping as for
Systems Panels.

Section:

Description:

Page No:Date: 

MOUNT BRACKET INSTALLATION

HEIGHT ADJUSTMENT 

HEIGHT MOUNT BRACKET
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Installation Guidesleverage
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Leverage
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4 Insert
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STEP 4: A Post Leg must be installed 17" from the user edge to provide additional support if a Worksurface is 24'' deep and the total span is greater than 78' or if the Worksurface is 30'' deep and
the total span is greater than 60''

Installation GuidesInstallation Guidesleverage
Section:

Description:

Page No:Date: 

POST LEG INSTALLATION

May 2020 3 of 3

TLE_356
ADJUSTABLE HEIGHT THIN PANEL MOUNT BRACKET

WORKSURFACE SUPPORTS AND ACCESSORIES

A Worksurface is 24" deep and a total span is greater than 78" A Worksurface is 30" deep and a total span is greater than 60"

Important:
A Post Leg must be installed 17" from the user
edge to provide additional support if:

17"

30"

>60"

17"
24"

>78"



Worksurface Supporting Pedestal Kit (HWP) Part and Product Identification

A - Lyft Filler Panel
      (CMFILER) x1

Section:

Description:

Page No: Date: 
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WORKSURFACE SUPPORTS AND ACCESSORIES

May 2020 1 of 4

TLE_357

leverage Installation Guides

B - Lyft Worksurface Support
      Bracket
     (CMSUPT) x1

C - Lyft Tether
      (CMTETHER12) x1

D - #10 x 12" Self Tapping Screw
      (PHSCRW1021) x13

E - Worksurface Support Bumper
      (D06-4027) x2

F - #10 x 1" Quadrex, Pan Washer
      Head, Wood Screw
      (PHSCRW1020) x2



STEP 2: Attach the Pedestal to the panel

STEP 1: Remove the Drawer and fasten the panel to the back of the Pedestal.

STEP 3: Secure the worksurface support bracket at the top of the Pedestal

Section:

Description:
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SECURE THE PEDESTAL

INSTALL THE PEDESTAL 

FIX THE WORKSURFACE SUPPORT BRACKET
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WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

Align holes of Filler
Panel and worksurface
Support Bracket

Use Rail pilot hole
to drill a 0.188"d
hole through Ped top

Use Rail pilot
hole to drill a
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STEP 5: Engage Rail Hook into horizontal Panel Rail.

STEP 4: Level the Pedestal by turning the leveler screw.

STEP 6: Fix Bumpers on top of the Pedestal using Machine Screws.

Section:

Description:
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INSTALL RED HOOK

SECURE THE BUMPERS
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STEP 8: Secure the worksurface using Machine Screws provided.STEP 7: Fix Lyft Tether at the onto the panel to mount the worksurface.

Section:

Description:
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DUS Low Credenza to Worksurface Support (UNCPWN), Worksurface-to-Tower Bracket (UWBTBB), Worksurface-to-Tower
Bracket with Flush Plate (UWBTBF)

Section:

Description:

Page No: Date: 

Rev. No: 1WORKSURFACE TO TOWER SUPPORT INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

May 2020 1 of 10

TLE_358a

leverage Installation Guides

NOTE: For  specific alignment of worksurfaces to
storage  (Towers) and Leverage Panel, refer to the
application guideline.



Part and Product Identification

G - Tower WS Support Bracket
      (A15-8949) x2

Section:

Description:

Page No: Date: 

Rev. No: 1WORKSURFACE TO TOWER SUPPORT INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

May 2020 2 of 10
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leverage Installation Guides

Part and Product Identification

A - DUS Low Cred. to WS Bracket Top
      Height Adjustable
      (N09-2837) x1

B - DUS Low Cred. to WS Bracket Base
      Height Adjustable
      (N09-2838) x1

C - 1/4 - 20 x 30mm (JCB-JB7020)
      Joint Connector Bolt
      (E01-0684) x2

D - 1/4 - 20 x 17mm (JN96025)
      Joint Connector Bolt
      (E03-0482) x2

E - 1/4 - 1 1/2" Pan, Quadrex, Zinc
      (E01-0018) x3

F - #10 x 0.875" Lg. Quadrex, Pan
      Washer Head.
      (E07-0077) x8

UNCPWNH UWBTBB

H - Tower WS Support Bracket Cover
      (A15-8950) x2

I -  #8 x 5/8 Quadrex, Washer
      Faced, Low Root ZP, P'Board
      (E04-0049) x16

J -  #10 x 0.875 Lg. Quadrex, Pan
      Washer Head.
      (E07-0077) x8

UWBTBF

K -  Tower WS Support Bracket
       (A15-8949) x1

L -  Tower WS Support Bracket Cover
       (A15-8950) x1

M -  #8 x 5/8 Quadrex, Washer
      Faced, Low Root ZP, P'Board
      (E04-0049) x8

O -  #10 x 0.875 Lg. Quadrex, Pan
      Washer Head.
      (E07-0077) x16

N -  District Flush Plate
      (A15-7632) x1



STEP 2: Install Support Bracket Cover.STEP 1: Install Mounting Bracket using Screws provided.
Elevated Tower: 21" from the bottom of the case to the top of Worksurface Support Bracket
Standard Tower: 26" from the bottom of the case to the top of Worksurface Support Bracket
For Worksurface 20", 24" and 30" deep, fasten the bracket 2" in from the edge of the worksurface
For a 36" deep Worksurface, fasten Support Bracket 4" in from the edge of Worksurface

Section:

Description:
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STEP 4: Mark two additional holes 6" apart and drill carefully. Make sure the base is parallel to
the edges of the credenza.

STEP 3: Drill Pilot Holes
NOTE: A 5/16" bit is recommended to drill through the pilot holes.

Section:

Description:
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B



STEP 6: Temporarily Install Top Bracket into the Base Bracket at the specified Height (29"
typical)

STEP 5: Fasten the Base Bracket to the top of the Credenza.

Section:

Description:
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Section:
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WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

STEP 7: Drop the Worksurface in place. Align the two edges of the Credenza with the
Worksurface and use the holes (or the edge) of the top Bracket to mark the location where the
Bracket will be installed.
NOTE: Do not fasten Worksurface

20" Worksurface



STEP 9: Place Worksurface on a clean area and fasten the Top Bracket using the marked utline
as template.

STEP 8: Disassemble the Support Bracket and Remove Worksurface.

Section:

Description:
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STEP 11: Insert Top Bracket to Base Bracket and secure with bolts as shown on step 6.STEP 10: Flip Worksurface to normal position

Section:

Description:
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STEP 13: Level Worksurface.STEP 12: Secure Worksurface to the Tower Support Brackets with fasteners provided.

Section:
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See STEP 1 to install the Tower WS Support Bracket

Fasten the Flush Plate to the underside of the worksurface and
underside of the tower shelf (shelf is fixed at 29" high from
ground level)

UWBTBF is used when attaching a worksurface to
the side of a Tower/Locker that has a cubby back.

N

O

K



Height-Adjustable Worksurface to Tower Support (UWBTH) Part and Product Identification

A - Tower to Worksurface Mounting Bracket.
      Height Adjustable
      (A15-9094) x2

Section:

Description:

Page No: Date: 

Rev. No: 1HEIGHT-ADJUSTABLE WORKSURFACE TO TOWER SUPPORT INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES
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NOTE: For Low Credenza-to-Worksurface Support
(UNCPWN) Installation, refer to guide TLE_358a

B - #8 x 5/8 Quadrex, Washer Faced, Low
      Root, ZP. P'Board Screw
      (E04-0049) x16

C - Tower to Worksurface Support Bracket.
      Height Adjustable
      (A15-9095) x2

D - 1/4 - 20 x 15mm (JCBB) Zinc
      Murakoshi Screw
      (E01-0635) x8

E - #10 x 0.875" LG Screw, Quadrex,
      Pan Washer Head
      (E07-0077) x8

F - Tower to Worksurface Support Bracket
      Cover. Height Adjustable
      (A15-9103) x2



STEP 2: Install Mounting Bracket using Screws provided.STEP 1: Measure exact location for Mounting Bracket.
Elevated Tower: 21" from the bottom of the case to the top of Worksurface Support Bracket
Standard Tower: 26" from the bottom of the case to the top of Worksurface Support Bracket
For Worksurface 20", 24" and 30" deep, fasten the bracket 2" in from the edge of the worksurface
For a 36" deep Worksurface, fasten Support Bracket 4" in from the edge of Worksurface
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STEP 3: Fasten Support Bracket using Screws provided.

28" WS Ht. 29" WS Ht. 30" WS Ht.

31" WS Ht. 32" WS Ht.

C

D



STEP 5: Place Worksurface on top of the Mounting Brackets and fasten with 8 washer head
wood Screws.

STEP 4: Place the Bracket Cover against the Support Brackets.

Section:
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STEP 6: Level the Worksurface.



Flush End Gable (KFENM, KFENL, KFENW) Part and Product Identification

AA1 - Panel Flush End Gable -
      Flintwood/Laminate
      (C05-4938) x1

Section:

Description:

Page No: Date: 

Rev. No: 0FLUSH END GABLE INSTALLATION
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May 2020 1 of 5
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AA2 - Round Leveler -
       (D06-4010) x2A

A
 -

 N
0
9
-3

2
8
7

AB1 - Mounting Angle -
       (A15-6518) x1

AB2 - 14 -20 x 58" Machine Screw
       (E01-0113) x4

A
B

 -
 X

0
6
-0

2
2
9

AC1 - Mounting Bracket -
       (A15-6521) x1

A
C

 -
 X

0
6
-0

2
2
8

AC2 - 14 -20 x 58" Machine Screw
       (E01-0113) x2

B
B

 -
 N

0
9
-3

2
8
7

B - Gable Weldment
      (N09-2784) x1

BB1 - Gable Bracket
          (A15-2669 L/R) x2

BB2 - #12 x 58" Self Tap Screw -
          (E07-0047) x4

BC1 - 14 -20 x 58" Machine Screw
          (E01-0113) xQty Varies

BC2 - Round Leveler
          (D06-4010) x2

AA1

AC2

AB1

AB1

AC1
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STEP 1: Fasten Mounting Angle and Mounting Bracket to the Flush End Gable with the
Screws provided as shown.

AA1

AC1

AC2

AB1

AB2
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STEP 2: Hook Gable into Panel Slots. Then place Worksurface onto the Gable and fasten with
Screws provided.
Level Gable if needed.

AB2
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STEP 3:  Fasten Gable Brackets to the Flush End Gable with the provided Screws as shown.

B

BB1

BB2
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STEP 4: Place Worksurface onto the End Gable and fasten with the provided screws as shown
above.

BC1
B



CORNER BRACKET (KBC)

Section:
Description:

Page No: Date: 
Rev. No: 1CORNER BRACKET INSTALLATION
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Part and Product Identification

A - Universal Mounting Bracket
(Right Hand) (A15-0015R) x1

B - Universal Mounting Bracket
(Left Hand) (A15-0015L) x1

C - 14"-20 x 58" Quadrex Truss Head
Machine Screw Zinc (E01-0098) x4

D - #10 x 78'' Quadrex Pan Washer
Head. ZP (E07-0077) x4

E - Corner Anti-Dislodgement
(B02-0342) x2

F - Curved Corner Worksurface
(KWSC) x*

G - Standard Panel (KPWT) x*

NOTE: Products E and G in the BOM with a *
in front of them are for reference purposes
only

B

G

F

K
B

C



Section:
Description:
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STEP 1: Hook the Corner Bracket to the Panel Slots as shown.
NOTE: Make sure the Bracket height matches the other supports in the Station.

B

NOTE: Make sure the Bracket height
matches the other supports in the Station.

B

G



STEP 2: Place Dislodgement Clip above the Corner Bracket as shown.

Section:
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STEP 3: Place Corner Worksurface onto the Corner Bracket and fasten it with Screws (Not Provided.)

E

B

C



Pedestal Supporting Bracket (KSBN) Part and Product Identification

A - Pedestal Support Bracket
      Sub-Assembly
      (N01-2265) x1

Section:

Description:

Page No: Date: 
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WORKSURFACE SUPPORTS & ACCESSORIES
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leverage Installation Guides

B - Anti-Dislodgement Bracket
      (A15-7972) x1

C - 14-20 x 1" Machine Screw
     (E07-0081) x4

D - 14-20 Hex Nut
      (E03-0059) x2

A

B



STEP 2: Pull the top drawer all the way out.  Locate the levers on each side of the drawer.
Push UP the one on the left and DOWN the one on the right.
Remove the drawer.

STEP 1: Unwind the levelers so that the pedestal height is about 28" high.
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STEP 4: Once bracket is in place, bring Pedestal close to Panel system.  Lift and engage bracket
into the vertical frame slots.

STEP 3: Fasten the Support Bracket to the back of the Pedestal with screws provided.
Make sure the bracket is properly aligned so that the top and sides are flush.
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STEP 6: Secure Bracket using Hex Nuts provided.STEP 5: Insert the Anti-Dislodgement Bracket into the Panel slots.
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STEP 8: Align the drawer glides with the pedestal glides.  Insert the drawer pushing it all the
way to the back.  The drawer should click.  Pull out to ensure is locked in place.
NOTE: The pedestal will need further leveling.

STEP 7: Fasten Pedestal to Worksurface.
NOTE: Screws are not provided.

Section:

Description:

Page No:Date: 

FASTEN PEDESTAL TO WORKSURFACE PUT DRAWER BACK INTO POSITION

TLE_361

5 of 5May 2020

PEDESTAL SUPPORTING BRACKET INSTALLATION

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides



Wire Tray (KZW) Part and Product Identification

A1 - Wire Tray
      (B03-0959) x1

Section:

Description:
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A2 - #12 x 3/4" Screw, Type A
(E01-0004) x (qty. varies based on length)

A1
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STEP 1: Install the Wire Tray and Secure it using the screws provided. Drill through the Wire Tray onto the Worksurface.

A1

A2

NOTE: Space the Wire Tray equally
and Place the Front edge 2" from the
back of the Worksurface.

NOTE: There are no pilot holes on
the worksurface.

Wire Tray

Plan View

3/8"

2"

AutoCAD SHX Text
1''

AutoCAD SHX Text
EQ.

AutoCAD SHX Text
EQ.

AutoCAD SHX Text
EQ.

AutoCAD SHX Text
1''



Off-Module C-Leg (KCM) Part and Product Identification

A1 - C-Leg Support Bracket Assm.
  (N09-0132) x1

Section:

Description:
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A2 - T-Support Bracket
 (A15-0307) x2

A3 - 1/4"-20 x 5/8" , Flat Head
  (E01-0069) x2

A4 - Upper Off-Module Bracket
  (A15-5164) x1

A5 - #8-18x1/2", Sq. Comb
  (E07-0012) x3

A6 - Lower Off-Module Bracket
(A15-7543) x1

A11 - #10 x 7/8", Pan Washer Head Screw
(E07-0077) x4

A10 - 1/4"-20 x 5/8", Machine Screw
  (E01-0098) x4

A9 - #10-32 x 3/8", Machine Screw
  (E01-2014) x1

A8 - #10-32 Acorn Nut
  (E03-0479) x1

A7 - 1/4"-20 x 3/8", Quad Pan Head
 (E01-0014) x2

A12 - UNC 5/16" x 3/4" Gable Leveller
 (D05-0005-02) x2

A2

A1

A2

A4



STEP 2:  Remove Upper Brackets from the C-Leg assembly.

STEP 1: Remove Elements from the panels.

STEP 3: Measure and mark the location for the Upper Bracket and secure it using the screws
provided. Once the bracket is installed re-install Elements
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INTERMEDIATE C-LEG

WORKSURFACE SUPPORTS & ACCESSORIES
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NOTE: For ease of installation remove
T - Bracket from the C-Leg assembly.

NOTE: Depending on the location of
the Bracket, Hole alignment would not
be available for some screws.

Element

A4

A2

A3

A1

A4

A5 A5 A5



STEP 5: Engage hooks of the Upper Bracket into the C-leg. Lift the panel using crowbar and
Engage Lower Bracket of C-leg underneath the panel base.

STEP 4: Install Acorn Nut onto the Lower Bracket and secure it using the screw provided.

Section:

Description:

Page No:Date: 

ATTACH ACORN NUT ATTACH C-LEG ASSEMBLY

TLE_363

3 of 5May 2020

INTERMEDIATE C-LEG

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

NOTE: Item H and I are not needed
when installing on Flush floor panel.
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A6

A8

A1

A12 A6

Side View Underside View



STEP 7: Attach Worksurface onto the C-Leg and secure it through the brackets using the
screws provided.

STEP 6: Attach T-Bracket onto the C-Leg assembly. Choose the Orientation of the bracket and
secure it using the screws provided.
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RIGHT HAND CENTER LEFT HAND

T-BRACKET CONFIGURATION

A2

A3

A11

Threaded Insert



STEP 5a: Mount the C-Leg assembly onto the panel and secure it.STEP 3a: Attach the both the Upper Brackets onto the Panel.
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NOTE: Elements are hidden
for illustration purpose.

NOTE: Elements are hidden
for illustration purpose.NOTE: For Back to Back Installation only Step

3 and 5 differs. The rest of the steps are same.
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Worksurface Reinforcement Channel and Flush Plate (UNRC and UNRFS) Part and Product Identification

A1 - Reinforcement Channel
  (A15-6956) x1

Section:

Description:

Page No: Date: 
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B1 - Flush Plate
   (A15-7632) x1

B2 - #10 x 0.875" Long Screw
   (E07-0077) x12

A2 - #10 x 0.875" Long Screw
   (E07-0077) x Qty. Varies

A1

B1

B1
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STEP 1: Attach the Reinforcement Channel and Flush Plates onto the Worksurface. Secure the Reinforcement Channel and Flush Plates using the Screws Provided.
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Modesty Panel - Inset (KWMP) Part and Product Identification

A1 - Solid Wksf. Modesty Weldment
(N09-0438) x1

Section:

Description:
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A1 - Louvre  Solo Wksf. Modesty
Weldment      (N09-0437) x1

A1 - Large Dot Wksf. Modesty
 Weldment      (N09-0436) x1

A1 -Dot Solo Wksf. Modesty
 Weldment      (N09-0435) x1

A1 - Square Solo Wksf. Modesty
 Weldment      (N09-0438) x1

OR

OR

OR

OR

A2 -  Modesty Wire Trough
   (A15-4348) x1

A3 - Wksf. Modesty Gasket
  (B11-0174) x1

A4 - #10x 3/8" Taptite Screw
  (E07-0067) x4

A5 - #10x 0.875" Long, Quad Washer
Screw    (E07-0077) xQty. Varies

A2

A3

A1

NOTE: KWMPN is shown as
example.



STEP 1: Attach Corner bracket and Anti-Dislodgement Clip before installing Modesty Panel.

STEP 2: Attach Wire Trough onto the worksurface. Secure it using the screws provided.

STEP 3: Attach Worksurface onto the Panel and secure using the screws provided with the
Worksurface.
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Anti-Dislodgement
 Clip

NOTE: To Prevent disengagement
of worksurface supports, the Anti
Dislodgement Clip must be used as
shown once the support brackets
are installed.

A2

A5

NOTE: Wire Trough to be
mounted flush to the rear edge or
inset 7 1/2".

7  1/
2"



STEP 5: Mount Modesty Weldment onto the Wire Trough.STEP 4: Attach Modesty Gasket onto the Wire Trough as shown.
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STEP 7: Secure the Modesty Panel Assembly onto the Worksurface using the Screws provided.STEP 6: Secure the Modesty Weldment onto the Wire Trough using the screws provided.
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Parallel - Elevated (KUSPBEP), Parallel - Standard (KUSPBSP), Perpendicular
Front - Elevated (KUSPBEF), Perpendicular Front - Standard (KUSPBSF),
Perpendicular Back Elevated  (KUSPBEB) & Perpendicular Back Standard

(KUSPBSB)

Part and Product Identification

A - DUS to Leverage Perp., Back, Top Bracket
      (A15-8804L/R) x1 (KUSPBEB)

Section:
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Parallel - Elevated

(KUSPBEP)

Parallel - Standard

(KUSPBSP)

Perpendicular Front -

Elevated (KUSPBEF)

Perpendicular Front -

Standard (KUSPBSF)

Perpendicular Back

Elevated  (KUSPBEB)

Perpendicular Back

Standard (KUSPBSB)

B - DUS to Leverage Perp., Front, Top Bracket
      (A15-8803L/R) x1 (KUSPBEF)

D - DUS to Leverage Bottom Brkt.
      (hardware inc'd: G+H)
      (A15-8800L/R) x1 per product

C - DUS to Leverage Parallel, Top Bracket
      (A15-8802L/R) x1 (KUSPBEP)

E - #10 x 78" Lg. Screw, Quadrex, Pan Washer Head
      (E07-0077) x4

F - 14 - 20x220mm Murakoshi Bolt, Zinc
      (E07-0443) x2

A - DUS to Leverage Perp., Back, Top Bracket
      (A15-8804L/R) x1 (KUSPBEB)

G - DUS to Leverage Perp. Bottom Brkt.
      (hardware inc'd: G+P)
      (A15-8936L/R) x1

H - DUS to Leverage Perp Bottom Brkt.
      (hardware inc'd: G+O+P)
      (A15-8801L/R) x1

B - DUS to Leverage Perp., Front, Top Bracket
      (A15-8803L/R) x1 (KUSPBEF)

C - DUS to Leverage Parallel, Top Bracket
      (A15-8802L/R) x1 (KUSPBEP)

I - DUS to Leverage Bottom Brkt.
      (hardware inc'd: G+O+H)
      (A15-8801L/R) x1

J - Standard DUS Bottom Anti-dislodgement
     Plate
     (A15-8795) x1

K - 5
16"-18 x 34" Lg. Hex Hd. Bolt CAD Plated

      (E03-0125) x1
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DUS TO LEVERAGE PARALLEL AND PERPENDICULAR INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

STEP 1:  Insert Top and Bottom Brackets into Panel Frame Slots. Align Credenza
back slots with brackets. Push Credenza against Panel.

STEP 2: Fasten Top Bracket with four wood screws. With an Allan Key, fasten the
Bottom Bracket with two Murakoshi screws provided.

STEP 1: Insert Bottom Bracket into Panel Frame Slots. Insert Top Bracket into the
top slot at the back of the Credenza. Bring Credenza against the Panel inserting the
bottom bracket into the guide of the back leg. NOTE:Lift the Panel just a little in
order to engage the Top Bracket into the frame slots. Fasten the top an the bottom
brackets with the Screws Provided.

STEP 1:  Insert Bottom Bracket into Panel Frame Slot. Press and hold the Top
Bracket against the top corner of the Credenza. Bring Credenza against the Panel.
Fasten the Top Bracket with four wood screws. With an Allan Key, fasten the
Bottom Bracket with two Murakoshi screws provided.

leverage Installation Guides
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Section:

Description:
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TLE_366
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DUS TO LEVERAGE PARALLEL AND PERPENDICULAR INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

STEP 1: Screw Hex Bolt to Credenza (leave 12" clearence). Insert Top and Bottom
Brackets into Panel Frame Slots. Align Credenza with Brackets and bring against
the Panel. Remove shelves if any, and then fasten Top Bracket with four wood
screws. Place the Anti-dislodgement plate under the bottom bracket and secure
with a Hex Bolt provided

STEP 1: Screw Hex Bolt to Credenza  (leave 12" clearence) Insert Bottom Bracket
into Panel Frame Slots. Press and hold the Top Bracket against the top corner of
the Credenza. Place the Anti-dislodgement plate under the bottom bracket and
secure with a Hex Bolt provided. Fasten the top bracket with wooden Screws.

STEP 2: Fasten the Top and Bottom brackets.STEP 1: Insert Top and Bottom Brackets into Panel Frame Slots. Screw Hex Bolt to

Credenza (leave 12" clearence). Place Credenza perpendicular to Panel.  Push the Credenza so
that the Brackets are inserted into the top corner slot and the bottom leveler.

leverage Installation Guides

AutoCAD SHX Text
BACK



Mini Leg (UNCLN) Part and Product Identification

A1 - Mini Leg Weldment Assm.
(UNCLN) x1

Section:
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A2 - #10 x 0.875" Long Screw, Quad Pan Washer Head
(E07-0077) x8
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STEP 2: Attach the Worksurface with the Mini Leg onto the Wall Rail System.STEP 1: Install Mini Leg Assembly onto the Worksurface.
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4"

NOTE: The Mini Leg is fastened only to the
Worksurface and it rests on the Credenza.

4"

Wall Rail System

A2

A1



Desk Edge Screen - Glass (KSDEG, KSFDG) Part and Product Identification

A - Desk Edge Screen
      (N09-2678) x1

OR

A- Full Height Desk Edge
Screen
(N09-2783) x1

Section:

Description:
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B1 - Desk Edge Screen Clamp
       (A25-0316) x1

B2 - Desk Edge Screen Weldment
(N09-2662) x1

B3 - 14 -20 x 1" Machine Screw
       (E01-0588) x1

B4 - #10 x 0.875" Screw
       (E07-0077) x6

B
 -

 N
0
9
-2
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STEP 1: Place Weldment under the Worksurface and mark location as shown.

Align with
worksurface
edge

Mark here

Bottom View
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B3



Section:

Description:

Page No:Date: 

SLIDE BRACKETS INTO PLACE

May 2020 3 of 5

TLE_368
DESK EDGE SCREEN - GLASS INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

STEP 2: Slide in the assembled Brackets into Channel on the Glass Screen. Make sure the Brackets' top surface are flush with the Bar on Screen.

Flush

Side View

Top View

+/-10"

+/-10"+/-10"

CL

NOTE: Brackets should be placed +/- 10" from the
edge of the Glass Pane. If there is Storage under the
Worksurface, adjust the location of the Bracket as
long as it doesn't pass the midpoint of the Glass

B2

A



STEP 2: Fasten Brackets to Worksurface using Screw provided.STEP 3: Position Screen with Brackets to the marked locations in Step 1

Section:

Description:

Page No:Date: 

TLE_368

4 of 5May 2020

DESK EDGE SCREEN - GLASS INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

A

B4

IMPORTANT!

One person should hold the

Glass in place while a second

person secures the screws.

Underside View

Marked Location

Marked Location
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NOTE: When height adjustment is necessary (ie. to follow datum line), loose screws on the
Clamping Extrusion and/or Brackets to move Extrusion up or down as required.

Bracket can
be max .050"
higher than
clamping bar
or max .030"
lower

Screws to
loosen

Screw to
loosen



Slim Post Leg and Reconfigurable Low Credenza to W\S Support (KLP and
UWCPWN)

Part and Product Identification

A1 - Low Cred. to Wksf Bracket
(N09-2966) x2

Section:

Description:

Page No: Date: 
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A2 - #10 x 0.875" Long, Screw, Quad Pan Washer
(E07-0077) x14

B1 - Fixed Height Leg Weldment
(KLP1) x1

B2 - #10 x 1"Quad Wood Screw
(E07-0097) x12
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STEP 2: Put the Brackets as far apart as possible. Ensure Bracket does not extend outside
Worksurface or if possible, leave a 1/2" gap.

STEP 1: Insert Brackets into the top edge of Credenza as shown and secure with wood screws
provided.
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Cross Section

NOTE: Refer to Bracket position chart
before fastening.  See details below.

24" WS

1
2"

30" WS

36" WS 36" WS

NOTE: Do not install Bracket into any
drawer space.
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A1

A1

A1



STEP 4: Place the Worksurface on top of the Support Brackets. Fasten with wood screws
provided. Ensure proper alignment in relationship to the Credenza and the Panel wall.

STEP 3: Place and Fasten Slim Post Legs to the underside of the Worksurface with wood
screws provided.
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NOTE: Place the top plate of the Slim

Post Legs about 18 of an inch away from
Worksurface Edges.

NOTE: Ensure proper alignment in
relationship to the Credenza and the
Panel wall. Make sure to Level
Worksurface.
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Mid Gable On-Module (KGMFF1, KGMFM1, KGMFW1) Part and Product Identification

A - Mid Gable Sub-Assembly
      (N09-3185) x1

Section:
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B1 - Wood/Laminate Top Support
      (A15-9396) x1

B2 - 14 -20 x 58 Mach Screw
       (E01-0113) x4

B3 - 1/4-20 x 15mm Screw
       (E01-0635) x2

B4 - #10 x 0.875 Screw
       (E07-0077) x4

C1 - On-Module Mid Gable Bracket
      (A15-9387) x2

C2 - #12 x 58 Tapping Screw
        (E07-0047) x4

D - Mid Gable Sub-Assembly w/ Gable
      Leveler Installed
      (N09-3182) x1

E1 - On-Module Mid Gable Bracket
      (A15-9387) x2

E2 - #12 x 58 Tapping Screw
        (E07-0047) x4

F1 - 14 -20 x 58 Mach Screw
       (E01-0113) x4

F2 - #10 x 0.875 Screw
       (E07-0077) x4

A

B1

C1
C2

B3

X
0
6
-0

2
3
7

X
0
6
-0

2
2
0

X
0
6
-0

2
2
0



STEP 2: Attach Brackets to Panel Slots.
NOTE: Match distance between Brackets to Mid Gable hole locations.

STEP 1: Fasten Top Support to the Mid Gable using the Screws provided.

Section:

Description:

Page No:Date: 

ATTACH TOP SUPPORT ATTACH ON-MODULE BRACKET

TLE_371a

2 of 4May 2020

MID GABLE INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

A

B1

B3

C1



Section:

Description:

Page No:Date: 

ATTACH MID GABLE TO BRACKETS

May 2020 3 of 4

TLE_371a
MID GABLE INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

STEP 3: Fasten Mid Gable to Brackets using the Screws provided.
NOTE:  Make sure Gable is leveled.

A

C1

C2



Section:

Description:

Page No:Date: 

ATTACH WORKSURFACE TO MID GABLE

May 2020 4 of 4

TLE_371a
MID GABLE INSTALLATION

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

STEP 4: Attach Worksurface to Mid Gable using Machine Screws provided.

A
B2



Mid Gable Off-Module (KGMFF2, KGMFM2, KGMFW2) Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 0OFF-MODULE MID GABLE INSTALLATION

WORKSURFACE SUPPORTS & ACCESSORIES

May 2020 1 of 6

TLE_371b

leverage Installation Guides

A - Mid Gable Sub-Assembly
      (N09-3185) x1

B1 - Wood/Laminate Top Support
      (A15-9396) x1

B2 - 14 -20 x 58 Mach Screw
       (E01-0113) x4

B3 - 1/4-20 x 15mm Screw
       (E01-0635) x2

B4 - #10 x 0.875 Screw
       (E07-0077) x4

C3 - #12 x 58 Tapping Screw
        (E07-0047) x4

C4 -#8 - 18 x 12" Self Drill Screw
      (E07-0012) x3

X
0
6
-0

2
3
7

X
0
6
-0

2
1
9

C1 -Off-Module Mid Gable
       Upper Bracket
       (A15-9385) x1

C2 -Off-Module Mid Gable
       Lower Bracket
       (A15-9386) x1

C5 -#10 - 32 Acorn Nut
      (E03-0479) x1

C6 - #10 - 32 x 38" Machine Screw
      (E01-2014) x1

A

B1

C2

B3

C3

C1



Section:

Description:

Page No:Date: 

ATTACH TOP PLATE AND LOWER BRACKET

May 2020 2 of 6

TLE_371b
OFF-MODULE MID GABLE INSTALLATION

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

STEP 1: Fasten the Lower Bracket and Top Plate to the Mid Gable using the Screws provided.

B3

B1

A

C2

C3



Section:

Description:

Page No:Date: 

ATTACH UPPER BRACKET TO PANEL RAIL

May 2020 3 of 6

TLE_371b
OFF-MODULE MID GABLE INSTALLATION

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

STEP 2: Place the Upper Bracket on the Panel rail, and fasten with the Self-Drilling Screws
provided.

C1

C4

NOTE: Once Bracket is attached, re-install Elements.



Section:

Description:

Page No:Date: 

ATTACH BOTTOM BRACKET TO PANEL

May 2020 4 of 6

TLE_371b
OFF-MODULE MID GABLE INSTALLATION

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

STEP 3: Align Mid Gable against Panels, level Mid Gable and attach it to the bottom Panel Rail using the Screw and Nut provided.
NOTE: This is step is NOT REQUIRED if installing on Floor-Flush Panels.

C6

C5

C1



STEP 5: Place Worksurfaces on Mid Gable and fasten with Screws provided.STEP 4: Level Mid Gable and fasten Upper Bracket with Screws provided.

Section:

Description:

Page No:Date: 

ATTACH MID GABLE TO PANEL ATTACH WORKSURFACE TO MID GABLE

TLE_371b

5 of 6May 2020

OFF-MODULE MID GABLE INSTALLATION

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

C3

Level

B2



Section:

Description:

Page No:Date: 

BACK TO BACK INSTALLATION (OPTIONAL)

May 2020 6 of 6

TLE_371b
OFF-MODULE MID GABLE INSTALLATION

WORKSURFACE SUPPORTS & ACCESSORIES

leverage Installation Guides

STEP 6: Place Upper Brackets so that they are touching as shown above, and fasten with
Screws provided.

Bottom View

C1

C4



Master Key (KM), Lock Removal Key (KR), Numbered Key (KK), Lock Core
and Keys (KC)

Part and Product Identification

A - Master Key
      (KM) x1

Section:

Description:

Page No: Date: 

Rev. No: 1MASTER KEY, LOCK REMOVAL, NUMBERED KEY, LOCK CORE AND KEYS

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 2

TLE_401

leverage  Installation Guides

B - Lock Removal Key
      (KR) x1

C - Numbered Key
      (KK) x2

D - Lock Core and Keys
      (KC) x2

      OR

      OR

      OR

AutoCAD SHX Text
T650

AutoCAD SHX Text
T650

AutoCAD SHX Text
T650

AutoCAD SHX Text
T649



STEP 1: Insert key into Lock Core STEP 2: Insert Key and Lock Core into Lock

STEP 4: Remove key from LockSTEP 3: Place a twisting force of 75 deg.

Section:

Description:

Page No:Date: 

INSERT KEY INTO LOCK CORE INSERT KEY AND LOCK CORE INTO LOCK

PLACE A SLIGHT TWISTING FORCE REMOVE THE KEY

TLE_401

2 of 2May 2020

MASTER KEY, LOCK REMOVAL, NUMBERED KEY, LOCK CORE AND KEYS

MOUNTED STORAGE AND ACCESSORIES

leverage  Installation Guides

AutoCAD SHX Text
T650

AutoCAD SHX Text
T650

AutoCAD SHX Text
75

AutoCAD SHX Text
T650

AutoCAD SHX Text
T650



Shelf Divider (BK61) Part and Product Identification

A - Shelf Divider
      (BK61) x6

Section:

Description:

Page No: Date: 

Rev. No: 1SHELF DIVIDER INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 2

TLE_402

leverage  Installation Guides



Section:

Description:

Page No:Date: 

INSTALL SHELF DIVIDER

May 2020 2 of 2

TLE_402
SHELF DIVIDER INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 1: Slide Shelf Divider into the slot as shown then slide to the desired position.

A



Table Rail (ACTR) Part and Product Identification

A -Table Rail
(ACTR) x1

Section:

Description:

Page No: Date: 

Rev. No: 1TABLE RAIL

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 3

TLE_403

leverage Installation Guides

B -Clamp Sub-assembly
(N68-4001) x2 or 3

C -1/4 - 20x1.0" Socket
Head Cap Screw
(E01-0181) x1 per clamp

with
3/4 Thumb Screw Knob
- Black
(E03-0131) x1 per Screw

Ability

Transit
Transit Tables

Leverage

24" - 57"

60" - 72"



Section:

Description:

Page No:Date: 

TABLE RAIL INSTALLATION FOR WORKSURFACES

May 2020 2 of 3

TLE_403
TABLE RAIL

MOUNTED STORAGE & ACCESSORIES

leverage Installation Guides

STEP 1: Mount the Table Rail onto the Worksurface and Tighten the Thumb Screws to Secure it in place.

A

B

C



STEP 2b: Secure the Rail by tightening the Thumb Screws as illustrated.STEP 2a: Mount the Table Rail onto the Worksurface through the Cut-outs.
NOTE: Bend Gasket to allow access to the Cut-outs.

Section:

Description:

Page No:Date: 

FOR WORKSURFACE WITH FULL FLUSH PANEL SECURE THE RAIL

TLE_403

3 of 3May 2020

TABLE RAIL

MOUNTED STORAGE & ACCESSORIES

leverage Installation Guides

C

B

C

NOTE: Bend Gasket to
allow  access to the Cut-outs.



Table Screen (ACTS), Translucent Table Screen (ACTL) Part and Product Identification

A - Table Screen
(ACTS) x1

Section:

Description:

Page No: Date: 

Rev. No: 1TABLE SCREENS

MOUNTED STORAGE & ACCESSORIES

May 2020 1 of 3

TLE_404

leverage Installation Guides

A - Translucent Table Screen
(ACTL) x1

OR

B - Desk Screen T-Nut
(A25-2006) x1

C - 1/4" - 20x35mm
Murakoshi Bolt
(E03-0139) x1

Transit (ACTS or ACTL)

Leverage (ACTS only)

Ability (ACTS or ACTL)

ACTL

ACTS



STEP 2: Mount the Screen onto one of the Slots in Table Rail as illustrated.STEP 1: Assemble Nut and Bolt arrangement as illustrated.
NOTE: Make sure the orientation of T-Nut is correct.

Section:

Description:

Page No:Date: 

ASSEMBLE NUT AND BOLT ARRANGEMENT MOUNT THE SCREEN

TLE_404

2 of 3May 2020

TABLE SCREENS

MOUNTED STORAGE & ACCESSORIES

leverage Installation Guides

A

C

NOTE: Make sure the
orientation of T-Nut is correct.

C

A



Section:

Description:

Page No:Date: 

SECURE THE SCREEN

May 2020 3 of 3

TLE_404
TABLE SCREENS

MOUNTED STORAGE & ACCESSORIES

leverage Installation Guides

STEP 3: Secure the Screen by rotating the T-Nuts from Horizontal position to Vertical  position by using Allen Key as shown.

B



Overhead Cabinet (KSF)

Section:
Description:

Page No: Date: 
Rev. No: 2OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
May 2023 1 of 10

TLE_405

leverage Installation Guides

NOTE: Off-Module Overhead shown.

B
A



Part and Product Identification

H - Lyft Security Lock Assembly
      (N01-1284) x2

Section:
Description:

Page No: Date: 
Rev. No: 2OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
May 2023 2 of 10

TLE_405

leverage Installation Guides

Part and Product Identification

A - KSF Overhead Body Weldment
      (N01-1002-X) x1

B - KSF On-Module Mounting Bracket Assembly
      (N01-1108X-LH/RH) x1

C - KSF Off-Module Mounting Bracket Assembly
      (N01-1763) x1

E - #8-18 x 1/2" Cross Square Comb. Self
      (E07-0012) x2

D - KSF Off-Module Security Lock Subassembly
      (N01-1764) x1

G - Bracket Retainer Clip (On-Module Only)
      (B02-0147) x2

J - 1/4 - 20 x 5/8 Machine Screw
       Quad. Truss Hd.
      (E01-0098) x2

K - 1/4-20 Unc. Nut, Hex Keps Zinc
       Flat, Quadrex, Zinc
      (E03-0059) x2

L - Tapered Square Bumpon
       P/N - SJ 5018
      (D01-0271) x2

M - W/R/S Mounted Overhead Cabinet
      (KSF7) x1

F - 1/4 - 20 UNC Nut Hex KEPS, Zinc
      (E03-0059) x4

Lyft Bracket Kit - X07-0059-X

I -  Channel, Overhead, Lyft
      (A15-5586-X) x2



STEP 2: Install Mounting Brackets into the Panel as shown.

STEP 1: Place Retainer Clip onto Mounting Bracket as shown.

STEP 3: Press Retainer Clip in place using Screw Driver as shown.

Section:
Description:

Page No:Date: 

CONNECT RETAINER CLIP 

HOOK MOUNTING BRACKETS TO THE PANEL

SECURE RETAINER CLIP
TLE_405

3 of 10May 2023
OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

G

B

B

G

B



STEP 5: Secure Cabinet into the Panel as shown.STEP 4: Connect Cabinet to the Panel as shown.

Section:
Description:

Page No:Date: 

CONNECT CABINET SECURE CABINET
TLE_405

4 of 10May 2023
OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

A

A

B

F

F

F

NOTE: On-Module Installation



STEP 2b: Secure Mounting Bracket and Security Lock with the Cabinet as shown.STEP 1b: Uninstall Elements as shown.

Section:
Description:

Page No:Date: 

UNINSTALL ELEMENTS SECURE BRACKET AND SECURITY LOCK
TLE_405

5 of 10May 2023
OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

AD

NOTE: Off-Module Installation

NOTE: Hand tighten only for
further adjustments.

F

C



STEP 4b: Secure Mounting Bracket and Security Lock with the Cabinet as shown.STEP 3b: Install Cabinet to the Panel as shown.

Section:
Description:

Page No:Date: 

INSTALL CABINET TO THE PANEL SECURE BRACKET AND SECURITY LOCK
TLE_405

6 of 10May 2023
OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

NOTE: Pick desired location
and tighten all bolts.

Front View



STEP 6b: Install Elements.STEP 5b: Secure Security Lock using Screw provided.

Section:
Description:

Page No:Date: 

SECURE SECURITY LOCK SECURE BRACKET AND SECURITY LOCK
TLE_405

7 of 10May 2023
OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

NOTE: View shows underside
of Overhead Cabinet

E



STEP 2c: Install Channel into Cabinet using Screws provided..

STEP 1c: Connect Security Lock and Channel as shown.

STEP 3c: Secure Channel into the Cabinet by tightening Nuts as shown..

Section:
Description:

Page No:Date: 

CONNECT SECURITY LOCK AND CHANNEL

INSTALL CHANNEL INTO THE CABINET

SECURE CHANNEL
TLE_405

8 of 10May 2023
OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

H
I

K

NOTE: Lyft Installation

J

J
L

L

A



STEP 5c: Secure Cabinet by tightening Nuts as shown
Note: To prevent dislodgement of the Cabinet, lift the Security Lock up, and tighten the Nuts.

STEP 4c: Install Cabinet into Panel as shown.

Section:
Description:

Page No:Date: 

INSTALL CABINET INTO PANEL SECURE CABINET
TLE_405

9 of 10May 2023
OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides



Section:
Description:

Page No:Date: 

INSTALL CABINET 

May 2023 10 of 10
TLE_405OVERHEAD CABINET FOR LEVERAGE AND LYFT PANEL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

STEP 1d: Install Cabinet to Panel as shown.

Side View Side View

M

M

NOTE: KSF with W/R/S



Overhead Upmount (KSU) Part and Product Identification

A - Overhead Body with Overhead
      Upmount  Back Panel Assembly

(KSF) x1

Section:

Description:

Page No: Date: 

Rev. No: 1OVERHEAD UPMOUNT INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 3

TLE_406

leverage Installation Guides

B - Overhead Upmount Bracket RH/LH
(A15-8024R/L) x1

C - Bracket Retainer Clip
(B07-0147) x2

D - Machine Screws 1/4-20 x 1"
       Pax, Quadrex, Black

 (E0-0081) x4



STEP 2: Mount the Screen onto one of the Slots in Table Rail as illustrated.STEP 1: Assemble Nut and Bolt arrangement as illustrated.
NOTE: Make sure the orientation of T-Nut is correct.

Section:

Description:

Page No:Date: 

ASSEMBLE NUT AND BOLT ARRANGEMENT MOUNT THE SCREEN

TLE_406

2 of 3May 2020

OVERHEAD UPMOUNT INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

B

B

C

A

B

C

C
B



Section:

Description:

Page No:Date: 

SECURE THE SCREEN

May 2020 3 of 3

TLE_406
OVERHEAD UPMOUNT INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 3: Secure the Screen by rotating the T-Nuts from Horizontal position to Vertical  position by using Allen Key as shown.

D



Overhead Upmount Retrofit Kit (KSR) Part and Product Identification

A - Overhead Upmount Back Panel Assembly
(N01-2261) x1

Section:

Description:

Page No: Date: 

Rev. No: 1OVERHEAD UPMOUNT RETROFIT KIT

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 4

TLE_407

leverage Installation Guides

B1 - Overhead Upmount Bracket RH/LH
(A15-8024R/L) x1

B2 - Bracket Retainer Clip
(B07-0147) x2

B3 - Machine Screws 1/4-20 x 1"
       Pax, Quadrex, Black

 (E0-0081) x4

66" High Panel 51" High Panel

X07-0145

C - #8 - 32 x 1/2" Mach. Screw
       Quad, Pan

 (E01-0114) x6

D - Overhead Cabinet
(KSF) x qty varies

E - 1/4 - 20 UNC Nut Hex
       KEPS, Zinc

 (E03-0059) x qty varies

F - Leverage Panel
(KP_T, KP_S, KP_C) x qty varies



STEP 1: Untighten the Nuts as shown.

STEP 2: Uninstall Cabinet as shown.

STEP 3: Install Overhead Upmount Back Panel assembly as shown.

Section:

Description:

Page No:Date: 

UNTIGHTEN THE NUTS UNINSTALL CABINET

INSTALL OVERHEAD UPMOUNT BACK PANEL

TLE_407

2 of 4May 2020

OVERHEAD UPMOUNT RETROFIT KIT

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

66" High Panel
G

D

A

D



Section:

Description:

Page No:Date: 

INSTALL OVERHEAD UPMOUNT BRACKET AND RETAINER CLIP

May 2020 3 of 4

TLE_407
OVERHEAD UPMOUNT RETROFIT KIT

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 4: Install Overhead Upmount Bracket and Bracket Retainer Clip as shown.

BB

C

B

C



STEP 6: Secure Cabinet using Screws provided..STEP 5: Connect Cabinet and Brackets as shown.

Section:

Description:

Page No:Date: 

CONNECT  CABINET AND BRACKETS SECURE CABINET

TLE_407

4 of 4May 2020

OVERHEAD UPMOUNT RETROFIT KIT

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

H

B

D

E

D

51" High Panel

E

B



Shelves (KSS) Part and Product Identification

A - End Gable with Hooks (Left)
(A15-4813L) x1

Section:

Description:

Page No: Date: 

Rev. No: 1SHELVES INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 3

TLE_408

leverage Installation Guides

C - KSS Bottom Assembly
(N01-1183/1148) x1

D - #10 - 3/8 Screw, Steel
 (E01-0109) x4

NOTE: Max. number of
shelves per side of panel is 5.

B - End Gable with Hooks (Right)
(A15-4813R) x1

E - Leverage Panel
 (KP_T, KP_S,KP_C) x qty varies



Section:

Description:

Page No:Date: 

INSTALL END GABLE

May 2020 2 of 3

TLE_408
SHELVES INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 1: Install End Gable as shown.

B

E

A

A



STEP 3: Secure Bottom Assembly as shown.STEP 2: Connect Bottom Assembly as shown.

Section:

Description:

Page No:Date: 

CONNECT BOTTOM ASSEMBLY SECURE BOTTOM ASSEMBLY

TLE_408

3 of 3May 2020

SHELVES INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

C

D

C

A



Hang-on White Board (KMW) Part and Product Identification

A - Hang-on White Board
(KMW) x1

Section:

Description:

Page No: Date: 

Rev. No: 1HANG-ON WHITE BOARD INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 3

TLE_409

leverage Installation Guides

B - Leverage Panel
 (KP_T, KP_S,KP_C) x qty varies



Section:

Description:

Page No:Date: 

INSTALL HANG-ON WHITE BOARD

May 2020 2 of 3

TLE_409
HANG-ON WHITE BOARD INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 1: Install Hang-on White Board as shown.

A

A

B

B

A

B

A

B

Reveserable



Section:

Description:

Page No:Date: 

INSTALL SECOND HANG-ON WHITE BOARD

May 2020 3 of 3

TLE_409
HANG-ON WHITE BOARD INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 2: Install second Hang-on White Board as shown.

A

A

B

A

A

B
A

B

NOTE: Back to Back Hang-On White Board Installation

B



Accessory Rail (KMA) Part and Product Identification

A - Accessory Rail
(KMA) x1

Section:

Description:

Page No: Date: 

Rev. No: 1ACCESSORY RAIL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 2

TLE_410

leverage Installation Guides

B - Leverage Panel
 (KP_T, KP_S,KP_C) x qty varies



Section:

Description:

Page No:Date: 

INSTALL ACCESSORY TRAIL

May 2020 2 of 2

TLE_410
ACCESSORY RAIL INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 1: Install Accessory Trail as shown.

B

A

A



Shelves (KSSN) Part and Product Identification

A - Shelf Rod
(A19-0659) x2

Section:

Description:

Page No: Date: 

Rev. No: 1SHELVES INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 4

TLE_411

leverage Installation Guides

C - Shelf Rod Attachment
(A25-0199) x2

D - 5/16 x 24 x 1/2"
       Button Socket Screw

 (E01-0590) x2

B - Shelf
(N01-1278) x1

C - 1/4 - 20 x 1"
       Mach. Screw, Truss, Quad, Black

 (E01-0588) x4

E - #10 - 24 x 3/16
       Set Screw Cup Head

 (E01-0589) x2

F - Anti Dislodgement Top Bracket
 (A15-7626) x2

G - Anti Dislodgement Bracket
 (A15-7547) x2

H - #10 x 7/16" Truss Quad HD
 (E01-0010) x4



Section:

Description:

Page No:Date: 

INSTALL SHELF ROD ATTACHMENT 

May 2020 2 of 4

TLE_411
SHELVES INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 1: Install and secure Shelf Rod using screws provided.

C

B

C



STEP 2:  Install Self Rod using Screws provided..

STEP 3: Remove Top Trim

STEP 4: Install Anti Dislodgement Bracket using Screws provided.
NOTE: When installing Back to Back shelves, Anti Dislodgement Top Bracket is not needed.

Section:

Description:

Page No:Date: 

INSTALL SHELF ROD REMOVE TOP TRIM

INSTALL ANTI DISLODGEMENT BRACKET

TLE_411

3 of 4May 2020

SHELVES INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

A A

B

D

c

E

H

F

G



STEP 6: Install Top Trim.STEP 5: Secure Shelf Rod and Anti Dislodgement Bracket using Screws provided.

Section:

Description:

Page No:Date: 

SECURE SHELF ROD AND BRACKET INSTALL TOP TRIM

TLE_411

4 of 4May 2020

SHELVES INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides



Centermount Storage Bracket  (KUOHC) Part and Product Identification

A - Bracket Support for District Overhead
      on Leverage Panel

(A15-8720) x2

Section:

Description:

Page No: Date: 

Rev. No: 1CENTERMOUNT STORAGE BRACKET INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

May 2020 1 of 5

TLE_412

leverage Installation Guides

C - #8 - 10 x 5/8 Flat Quadrex
      Wood Screw, Zinc

(E04-0062) x16

B - #8 x 1/2" Self Drilling Screw
      Washer Head, Quadrex

(E01-0478) x4



Section:

Description:

Page No:Date: 

CONNECT BRACKETS WITH THE FRAME

May 2020 2 of 5

TLE_412
CENTERMOUNT STORAGE BRACKET INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 1: Push Brackets up against the wire trough then push on each side against the vertical frame.

E

A



STEP 3: Install Top Trim.
NOTE: Having the Top Trim in place does not affect the Bracket Installation. It can be
installed before or after.

STEP 2: Fasten Brackets to Metal trough.

Section:

Description:

Page No:Date: 

SECURE BRACKETS Install Top Trim

TLE_412

3 of 5May 2020

CENTERMOUNT STORAGE BRACKET INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

B



Section:

Description:

Page No:Date: 

SECURE OVERHEAD CABINET AND BRACKETS

May 2020 4 of 5

TLE_412
CENTERMOUNT STORAGE BRACKET INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 4: Place Overhead on top of the Panel. Align pilot holes with Bracket holes and fasten using Screws provided.

C



Section:

Description:

Page No:Date: 

SECURE OVERHEAD CABINET AND BRACKETS

May 2020 5 of 5

TLE_412
CENTERMOUNT STORAGE BRACKET INSTALLATION

MOUNTED STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 5: Place Overhead on top of the Panel. Align pilot holes with Bracket holes and fasten using Screws provided.

Center Mount Support Bracket Installation - Shallow Trough

Place Overhead on top of the
Panel aligning the pilot holes with
the Bracket holes and fasten with
screws provided.

Fasten brackets to the Panel trough.

When installing a Center Mount Support Bracket
on a shadow trough, Top Trim has to be installed.
Place a flat object on to of the Top Trim then
install the bracket as shown on previous page.



WALL ADAPTERS, VERTICAL (FCV) Part and Product Identification

A1 - Slotted U Channel FCVA
      (A15-0087-x) x VARIES(0 or 2)

Section:
Description:

Page No: Date: 
Rev. No: 0WALL ADAPTERS, VERTICAL

MOUNTED STORAGE AND ACCESSORIES
Sept 2024 1 of 3

TLE_413

leverage Installation Guides

A2 - Double Slot  U Channel FCVB
      (A15-0457-x) x VARIES(0 or 2)

AutoCAD SHX Text
Wall Studs



STEP 2: Drill the holes in the marked locationsSTEP 1: Find wall studs, position the wall adapters and mark the holes location. The distance
between the vertical wall adapters must be measured to fit the cabinet hooks.

Section:
Description:

Page No:Date: 

DRILL HOLES
TLE_413

2 of 3Sept 2024
WALL ADAPTERS, VERTICAL

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

A



Section:
Description:

Page No:Date: 

SECURE WALL ADAPTERS

Sept 2024 3 of 3
TLE_413WALL ADAPTERS, VERTICAL

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

STEP 3: Secure the wall adapters to the studs using wall mounting screws. Refer to guide TLE_405/TLE_408 for installation of KSF/KSS respectively.

NOTE: Wall mount screws not included

WARNING: Failure to provide proper
securement may result in collapse and
personal injury. Selection and purchase of
wall mounting fasterners capable of
caring intended load is responsibility of
the installer.



Wall Adapter, Horizontal (FCH) Part and Product Identification

A - Horizontal Wall Adapter Extrusion
      (A21-0120-X) x2

Section:
Description:

Page No: Date: 
Rev. No: 0WALL ADAPTERS, HORIZONTAL

MOUNTED STORAGE AND ACCESSORIES
Sept 2024 1 of 5

TLE_414

leverage Installation Guides

B - Horizontal Wall Adapter - Cabinet Part
      (A15-1314-X) x2

C - Machine Screw 1/4-20x0.625
      (E01-0098) x6

D - Overhead Cabinet
(KSF)  - (not included)

B

A

D



11.296" for KSF cabinets

STEP 2: Drill the holes in the marked locations.STEP 1: Locate wall studs, position the wall adapter extrusion and mark the location for the
holes.
NOTE: Holes should be marked every 24" or less. The part does not have any mounting
openings, holes should be drilled in proper position along the marked line to ensure the fasterns
enter wall studs.

Section:
Description:

Page No:Date: 

POSITION WALL ADAPTER DRILL HOLES
TLE_414

2 of 5Sept 2024
WALL ADAPTERS, HORIZONTAL

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

A

A



Section:
Description:

Page No:Date: 

SECURE WALL ADAPTER

Sept 2024 3 of 5
TLE_414WALL ADAPTERS, HORIZONTAL

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

STEP 3: Secure the Wall Adapter extrusion using wall mount screws.

NOTE: Selection and purchase of wall mounting fasteners capable of carrying intended load is the responsibility of the installer. Fasteners should be placed every 24" or less on the horizontal
wall adapter. Recommened size of fasters is 0.250"

NOTE: Wall mount screws not included

WARNING: Failure to provide proper
securement may result in collapse and
personal injury. Selection and purchase of
wall mounting fasterners capable of
caring intended load is responsibility of
the installer.

A



STEP 5: Install the cabinet on the wall mount adapter as shown.STEP 4: Secure Mounting Bracket and Security Lock with the Cabinet as shown. The nuts
shown are included with KSF overhead cabinet.

Section:
Description:

Page No:Date: 

INSTALL CABINET ATTACHMENT PLACEMENT OF CABINET
TLE_414

4 of 5Sept 2024
WALL ADAPTERS, HORIZONTAL

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

NOTE: Hand tighten only for
further adjustments.

B

B

AutoCAD SHX Text
WALL

AutoCAD SHX Text
CABINET



STEP 6: Tighten all bolts.

Section:
Description:

Page No:Date: 

SECURE THE CABINET
TLE_414

5 of 5Sept 2024
WALL ADAPTERS, HORIZONTAL

MOUNTED STORAGE AND ACCESSORIES
leverage Installation Guides

NOTE: Pick desired location
and tighten all bolts.



Caster (PHCASTER19) & Counterweight (W2) Part and Product Identification

A - Caster 40mm with Plate
      (PHCASTER19) x4

Section:

Description:

Page No: Date: 

Rev. No: 1CASTER AND COUNTERWEIGHT

FREESTANDING STORAGE AND ACCESSORIES 

July 2020 1 of 3

TLE_450

leverage Installation Guides

B - #10-32x3/8 Long Machine Screw
      (PHSCRW1025) x4

C - Counterweight
      (W2) x1

D - #10x1/2 Pan Quad Block Screw
      (PHSCRW1001) x2

E - Ledger Pedestal
      (LPF)

Leverage Pedestal
 (KD)

 Standard Pedestal
  (LCD) x1

E

A

NOTE: Only Ledger
Pedestal (LPF) is shown

      OR

      OR



STEP 2: Push the Slides backSTEP 1: Uninstall the Drawer

Section:

Description:

Page No:Date: 

UNINSTALL THE DRAWERS PUSH THE SLIDES BACK

TLE_450

2 of 3July 2020

CASTER AND COUNTERWEIGHT

FREESTANDING STORAGE AND ACCESSORIES 

leverage Installation Guides

E

E



STEP 3b: Secure Counterweight using screws provided

STEP 3a: Secure Casters and Counterweights using screws provided

STEP 4: Install Drawer to the original position

Section:

Description:

Page No:Date: 

INSTALL CASTERS AND COUNTERWEIGHTS

INSTALL CASTERS AND COUNTERWEIGHTS

PUT DRAWER BACK

TLE_450

3 of 3July 2020

CASTER AND COUNTERWEIGHT

FREESTANDING STORAGE AND ACCESSORIES 

leverage Installation Guides

C

D

NOTE: For installing
Counterweight only

A

E

B



Pedestal Box, File (KDNBF), Pedestal Pencil, Box, File (KDNPBF), Pedestal
Box, Box, File (KDNBBF), Pedestal Large File, File (KDNLF), Pedestal File,

File (KDNFF), Pedestal Small Box, Small Box, File (KDNSSF)

Part and Product Identification

A1 - Pedestal Box, File
      (KDNBF) xvaries

Section:

Description:

Page No: Date: 

Rev. No: 2PEDESTAL STORAGE AND ACCESSORIES

FREESTANDING STORAGE AND ACCESSORIES

May 2020 1 of 4

TLE_451

leverage Installation Guides

A2 - Pedestal Pencil, Box, File
(KDNPBF) xvaries

A3 - Pedestal Box, Box, File
      (KDNBBF) xvaries

A4 - Pedestal Large File, File
(KDNLF) xvaries

A5 - Pedestal File, File
      (KDNFF) xvaries

A6 - Pedestal Small Box, Small
Box, File

      (KDNSSF) xvaries

B - Pencil Tray
      (DAT) xvaries

C - Drawer Divider
      (DAS) xvaries

D - Hanging File Bar
      (DAC) xvaries

E - Lock Core and Keys
      (KC) xvaries

AutoCAD SHX Text
T650

AutoCAD SHX Text
T650



Lock Core and
Keys

1

KDNBF

1

DESCRIPTION PART NO. QTY

DASDrawer Divider

DACHanging File Bar

DATPencil Tray

KDNPBF KDNFF

1 0

01

1 1 2

1 1 2KC

KDNBBF KDNSSF

0

0

2

2

1

0

1

1

KDNLF

1

1

1

1

Section:

Description:

Page No:Date: 

PART/PRODUCT IDENTIFICATION AND WHAT'S INCLUDED

May 2020 2 of 4

TLE_451
PEDESTAL STORAGE AND ACCESSORIES

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

AutoCAD SHX Text
T650

AutoCAD SHX Text
T650



Letter-size position

A4-size position

Section:

Description:

Page No:Date: 

WORKSURFACE SUPPORT

May 2020 3 of 4

TLE_451
PEDESTAL STORAGE AND ACCESSORIES

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

NOTE: Worksurface support is only
available for KDNBBF & KDNLF.



STEP 1:  Lift up the lower drawer STEP 2: Push the slides back

STEP 4: Drill four wood screws #10 1/2"-7/8"longSTEP 3: Push the slides in desired slots

Section:

Description:

Page No:Date: 

REMOVE THE DRAWER PUSH THE SLIDES BACK

PUSH THE SLIDES IN DESIRED SLOTS DRILL WOOD SCREWS

TLE_451

4 of 4May 2020

PEDESTAL STORAGE AND ACCESSORIES

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

NOTE:  Use four Wood Screws #10
1/2"-7/8"long. Screws are not provided.

Underside View

NOTE: Worksurface support is only
available for KDNBBF & KDNLF.



Stretch Pedestal (KDE) Part and Product Identification

A - Stretch Pedestal
      (KDE) x1

Section:

Description:

Page No: Date: 

Rev. No: 1STRETCH PEDESTAL

FREESTANDING STORAGE AND ACCESSORIES

May 2020 1 of 2

TLE_452

leverage Installation Guides

B - Hanging File Bars
      (FA01) x2

C - Lock Core and Keys
      (KC) x1

AutoCAD SHX Text
T650

AutoCAD SHX Text
T650



Section:

Description:

Page No:Date: 

STRETCH PEDESTAL INSTALLATION INSTRUCTIONS

May 2020 2 of 2

TLE_452
STRETCH PEDESTAL

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 1:  Slide in the Stretch Pedestal and use Wrench to level the unit

Wrench



Mobile Pedestal with Seat (KDS) Part and Product Identification

A - Mobile Pedestal with Seat
      (KDS) x1

Section:

Description:

Page No: Date: 

Rev. No: 1MOBILE PEDESTAL WITH SEAT

FREESTANDING STORAGE AND ACCESSORIES

July 2020 1 of 3

TLE_453

leverage Installation Guides

B - Hanging File Bar
      (DAB) x1

C - Pencil Tray
      (DAT) x1

D - Casters and
      Counterweight
      (W2) x1

E - Lock Core and Keys
      (KC) x1

F - A4/ Letter Conversion Rail
      (FA11) x2

G - #10x1/2 Pan Quad Block Screw
      (PHSCRW1001) x2

AutoCAD SHX Text
T650

AutoCAD SHX Text
T650



A4-size position

Letter-size position

Section:

Description:

Page No:Date: 

SLIDE IN MOBILE PEDESTAL WITH SEAT

July 2020 2 of 3

TLE_453
MOBILE PEDESTAL WITH SEAT

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

STEP 1:  Slide in the Mobile Pedestal with Seat



STEP 3: Secure Counterweights using screws providedSTEP 2: Secure Casters using screws provided

Section:

Description:

Page No:Date: 

INSTALL CASTERS INSTALL COUNTERWEIGHTS

TLE_453

3 of 3July 2020

MOBILE PEDESTAL WITH SEAT

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

NOTE: For installing
Counterweight only

A

D

D

G



Hanging File Bar (DAB), Drawer Divider (DAS), Pencil Tray (DAT), Stationary
Insert (DAK)

Part and Product Identification

A - Hanging File Bar
      (DAB) x1

Section:

Description:

Page No: Date: 

Rev. No: 1ACCESSORIES

FREESTANDING STORAGE AND ACCESSORIES

May 2020 1 of 2

TLE_454

leverage Installation Guides

B - Drawer Divider
      (DAS) x1

C - Pencil Tray
      (DAT) x1

D - Stationary Insert
      (Optional)
      (DAK) xvaries

B

C

A

D



STEP 1:  Slide in Drawer Divider STEP 1 : Place Pencil Tray

STEP 1: Slide in Stationary InsertSTEP 1: Slide in Hanging File Bar and install as per the above

Section:

Description:

Page No:Date: 

DRAWER DIVIDER INSTALLATION PENCIL TRAY INSTALLATION

HANGING FILE BAR INSTALLATION STATIONARY INSERT INSTALLATION

TLE_454

2 of 2May 2020

ACCESSORIES

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

NOTE: Hanging File Bar can only
be installed in File Drawers

NOTE: 18"D - 8 Slots
              22"D - 9 Slots
              28"D - 12 Slots

B

C

A
D



Hanging File Bars (FA01), Cross File Bars (FA07), Divider Plates (FA10),
Legal-to-Letter Adapter (FA11), EDP Adapter (F20)

Part and Product Identification

A - Hanging File Bar
      (FA01) x1

Section:

Description:

Page No: Date: 

Rev. No: 2STRETCH PEDESTAL ACCESORIES

FREESTANDING STORAGE AND ACCESSORIES

May 2020 1 of 4

TLE_455

leverage Installation Guides

B - Cross File Bar
      (FA07) x1

C - Divider Plate
      (FA10) x1

D - Legal-to-Letter Adapter
      (FA11) x1

B

E - EDP Adapter
      (F20) x1

F - T/O/S Stretch Pedestal
or

      Chronicle Stretch Pedestal
or

       Leverage Stretch Pedestal
or

       Ledger Stretch Pedestal
(DLS), (SDPE), (KDS), (LPS)x*

NOTE: * - Parts/Products listed for reference
only

A

C

D E



STEP 1: Slide in the Cross File Bar as per aboveSTEP 1: Slide in the Hanging File Bar in desired slot as per above

Section:

Description:

Page No:Date: 

HANGING FILE BAR INSTALLATION CROSS FILE BAR INSTALLATION

TLE_455

2 of 4May 2020

STRETCH PEDESTAL ACCESORIES

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

A

F

A Front to Back

Legal

A4 Letter

A

F

B

B



STEP 1: Slide in the Legal-to-Letter Adapter as per aboveSTEP 1: Slide in the divider plate as per above

Section:

Description:

Page No:Date: 

DIVIDER PLATE INSTALLATION LEGAL-TO-LETTER ADAPTER INSTALLATION

TLE_455

3 of 4May 2020

STRETCH PEDESTAL ACCESORIES

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

F

C

C

F

D

D

A



STEP 2:  Flush in the EDP Adapter with Drawer as per above

STEP 1: Slide in EDP Adapter as per above

STEP 3: Slide in the Hanging File Bar as per above

Section:

Description:

Page No:Date: 

EDP ADAPTER INSTALLATION

FLUSH IN

SILDE IN HANGING FILE BAR

TLE_455

4 of 4May 2020

STRETCH PEDESTAL ACCESORIES

FREESTANDING STORAGE AND ACCESSORIES

leverage Installation Guides

F

E

E

E

F

A

F

E



Side Filer Support Kit (KUSPKS)

F1

D

Section:

Description:

Page No: Date: 

Rev. No: 1SIDE FILER SUPPORT KIT

WORKSURFACE SUPPORTS AND ACCESSORIES

July 2020 1 of 6

TLE_456

Installation Guidesleverage

Part and Product Identification

A -District to Leverage
Bottom Bracket

     (A15-8801)x1

B -Hex Bolt
       (E03-0125)x1

C -Dislodgement
     Plate
     (A15-8795)x1

D -Cantilever Support
Bracket (Left or Right -
As specified)

     (A15-0834X) (18")x*

E -Cantilever Clip
       (B02-0151)x*

NOTE -* Parts/Products listed for reference ONLY

F1 -Worksurface
Suppport Bracket

       (A15-8949)x2

F2 -Hook(Optional)
(A16-6991)x1

F -UWBT - Kit

F3 -Bracket Cover
       (A15-8950)x2

F4 -Washer Screw
       (E07-0077)x32

F5 -Foam Tape
       (E08-0220)x4

G -Mini Side Filer
       (UTM)x*

H -Panel
   (KP_T)x*

I -Rectangular
Worksurface D-Style

   (KWSQ)x*

C

A1

B

F3

F2

OR

A1 A2



Section:

Description:

Page No:Date: 

INSTALL CANTILEVER

July 2020 2 of 6

TLE_456
SIDE FILER SUPPORT KIT

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

STEP 1:  Refer TLE_350 for Cantilever Installation

D



STEP 3: Insert the Hext Bolt in the hole as per aboveSTEP 2: Install Bracket as per above

Section:

Description:

Page No:Date: 

INSTALL BRACKET INSERT HEX BOLT

TLE_456

3 of 6July 2020

SIDE FILER SUPPORT KIT

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

A1

Side View

B

G



STEP 5:  Insert the Dislodgement Plate as per above

STEP 4: Flush in the Hex Bolt with Bracket as per above

STEP 6: Tighten the Hex Bolt as per above

Section:

Description:

Page No:Date: 

FLUSH IN HEX BOLT WITH BRACKET

INSERT DISLODGEMENT PLATE

TIGHTEN HEX BOLT

TLE_456

4 of 6July 2020

SIDE FILER SUPPORT KIT

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

A1

B

C

B

A1

B
C



4
3
.
6
6
7

3.235
3.235

STEP 8: Install Bracket, Hook and Washer Screw as per aboveSTEP 7: Vertical and Horizontal measurements

Section:

Description:

Page No:Date: 

VERTICAL & HORIZONTAL MEASUREMENT INSTALL BRACKET, HOOK AND WASHER SCREW

TLE_456

5 of 6July 2020

SIDE FILER SUPPORT KIT

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

NOTE -Vertical and Horizontal measurements shown are
measured from bottom and side  of cabinets to top
and side of Support Brackets. Dimension x" varies
with depth of worksurfaces.

- x=2 when mounting 20", 24"
- x=30" deep Worksurfaces;
- x=4 when mounting 36" deep Worksurfaces

F1

F2

F4



STEP 10: Insert Washer Screws as per aboveSTEP 9: Install Bracket Cover and Foam Tape as per above

Section:

Description:

Page No:Date: 

INSTALL BRACKET COVER AND FOAM TAPE INSERT WASHER SCREWS

TLE_456

6 of 6July 2020

SIDE FILER SUPPORT KIT

WORKSURFACE SUPPORTS AND ACCESSORIES

leverage Installation Guides

F5

F3

F4



Base Cable Clips - Lyft (HBCC) Part and Product Identification

A - Base Cable Clips
      (HBCC) x4

Section:

Description:

Page No: Date: 

Rev. No: 01BASE CABLE CLIPS

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 1 of 2

TLE_501

leverage Installation Guides

HBCC



Section:

Description:

Page No:Date: 

INSTALL BASE CABLE CLIPS

May 2020 2 of 2

TLE_501
BASE CABLE CLIPS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 1: Install the Base Cable Clips to the Panel as shown above.

A

Lyft Panel

Clip

Cable

Foam

SIDE VIEW



Universal Light (TU) Part and Product Identification

A - Universal Light with Standard
      Plug (Fluroscent Ligth, type
      PL-S included)
      (TU220) x1
      OR
      Universal Light with Built-In
      Resettable Breaker (Fluroscent
      Ligth, type PL-S included.)
      (TU222) x1

Section:

Description:

Page No: Date: 

Rev. No: 01UNIVERSAL LIGHT

LIGHTING, ELETRICS AND COMMUNICATIONS

May 2020 1 of 3

TLE_502

leverage Installation Guides

B - Wire Management Clip
      (B11-0124) x1

*C -  Mounted Storage
        (KSF, KSU, KSR, KSS)

*D -  Leverage Panel
        (KP_T, KP_S, KP_C)

* Parts/Products listed for reference
ONLY

TU220

TU222



Section:

Description:

Page No:Date: 

PLACE LIGHT ONTO MOUNTED STORAGE

May 2020 2 of 3

TLE_502
UNIVERSAL LIGHT

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 1: Place the Universal Light onto the Mounted Storage as shown above.

NOTE: To ensure secure connection, light must be positioned as shown.

SIDE VIEW

Magnets

A B

C

D

A

C



Section:

Description:

Page No:Date: 

REMOVE PORTION OF WIRE  MANAGEMENT CLIP

May 2020 3 of 3

TLE_502
UNIVERSAL LIGHT

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 2: Remove the portion of the Wire Management Clip ONLY when installing a Leverage Overhead Upmount.

B



Utility Light with Standard Plug (TYQ360), Utility Light with Built-In Ressetable
Breaker (TYQ362)

Part and Product Identification

A - Utility Light w/Standard Plug
     (TYQ360) x1
      OR
      Utility Light w/Built-in
      Resettable Breaker
      (TYQ362) x1

Section:

Description:

Page No: Date: 

Rev. No: 01UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 1 of 6

TLE_503

leverage Installation Guides

B -  Mounting Bracket Assembly
      (AESS 7825) x2

C -  107/16 Quadrex,
      Round, Type B Black
      (FS10-16x7/16QRB) x2

D -  Wire Management Clip
       (B11-0124) x1

E -  Overhead Cabinet
       (KSF)

*Parts/Products listed for reference ONLY

TYQ360

TYQ362

NOTE:
Utility Lights produced before December 17, 2001
are not compatible with Overhead Cabinets
produced after this date.
Utility Lights produced after December 17, 2001
are compatible with all Overhead Cabinets.



Section:

Description:

Page No:Date: 

INSERT MOUNTING BRACKET ASSEMBLY

May 2020 2 of 6

TLE_503
UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 1: Insert the Mounting Bracket Assembly into the Utility Light as shown above.

A

B



Section:

Description:

Page No:Date: 

SECURE MOUNTING BRACKET

May 2020 3 of 6

TLE_503
UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 2: Secure the Mounting Brackets onto the Utility Light using the Screws provided as shown above.

C



Section:

Description:

Page No:Date: 

INSERT UTILITY LIGHT ASSEMBLY

May 2020 4 of 6

TLE_503
UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 3: Insert the Utility Light Assembly onto the Overhead Cabinet as shown above.



Section:

Description:

Page No:Date: 

INSERT WIRE MANAGEMENT CLIP

May 2020 5 of 6

TLE_503
UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 4: Insert the Wire Management Clip as shown above.

D



Section:

Description:

Page No:Date: 

REMOVE PORTION OF WIRE MANAGEMENT CLIP

May 2020 6 of 6

TLE_503
UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 5: Remove portion of the Wire Management Clip ONLY when installing with a Leverage Overhead Upmount.



Utility Light With Standard Plug (TYRQ), Utility Light with Built-In Resettable
Breaker (TYRQ2)

Part and Product Identification

A - Utility Light w/Standard Plug
      (TYRQ) x1
      OR
      Utility Light w/Built-in Resettable
      Breaker
      (TYRQ2) x1

Section:

Description:

Page No: Date: 

Rev. No: 01UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 1 of 5

TLE_504

leverage Installation Guides

TYRQ

TYRQ2

B - Mounting Bracket Assembly
      (AESS7825) x2

C - 3/16''-16x3/8'' Type B, Quadrex,
      Truss Head, Tap Screw
      (N/A) x2

D - Wire Management Clip
      (B11-0124) x1

*E - Overhead Cabinet
        (KSF)

NOTE: *Parts/Products listed for reference ONLY



STEP 2: Secure the Mounting Brackets using the Screws provided.STEP 1: Slide the Mounting Brackets into the Utility Light as shown above.

Section:

Description:

Page No:Date: 

INSERT MOUNTING BRACKETS FASTEN SCREWS

TLE_504

2 of 5May 2020

UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

A

B

B

C



Section:

Description:

Page No:Date: 

ATTACH UTILITY LIGHT

May 2020 3 of 5

TLE_504
UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 3: Attach the Utility Light to the Overhead Cabinet as shown above.

E



Section:

Description:

Page No:Date: 

INSTALL WIRE MANAGEMENT CLIP

May 2020 4 of 5

TLE_504
UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 4: Install the Wire Management Clip as shown above.

E



Section:

Description:

Page No:Date: 

REMOVE PORTION OF WIRE MANAGEMENT CLIP

May 2020 5 of 5

TLE_504
UTILITY LIGHTS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

NOTE: Remove portion of the Wire Management Clip (as shown) ONLY when installing with a Leverage Overhead Upmount.



Base Feed  - Standard Panel (EKBF), Chicago Base Feed (EKBFCH), Split Base Feed - Standard Panel (EKBFS),
Communication Bezel Cover - Standard Panel (EBFQC)

Section:

Description:

Page No: Date: 

Rev. No: 01BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 1 of 12

TLE_505a

leverage Installation Guides

EKBF

EKBFCH

EKBFS

EBFQC

EKBF

EKBFS

NOTE: This procedure is NOT
to be used with Metal Elements.
Installation of Chicago Base
Feed (EKBFCH) must be done
by licensed electrician according
to local codes.



Part and Product Identification

A - Base Feed
      (EKBF) x1
      or
      Split Base Feed
      (EKBFS) x1
      or
      Chicago Base Feed
      (EKBFCH) x1

Section:

Description:

Page No: Date: 

Rev. No: 01BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 2 of 12

TLE_505a

leverage Installation Guides

B - Base Feed Mounting Bracket
      (MPA15-E020) x1 for EKBF, EKBFS, EKBFCH

C - 10-16x7/16'' Quadrex Screw, Type B, Pan Head #2
      (FS10x7/16QTB) x3 for EKBF,EKBFCH
                                     5 for EKBFS

D - NY Split Base Feed Box Leverage
      (MBC-BFK-NY-LEV) x1 for EKBFS

E - Leverage Split Base Feed Mfg. Enclosure
      (MPA15-E029) x1 for EKBFS

F - 6x3/8'' Long Self-Tapping Screws
      (E07-0021) x4 for EKBFS

G - Base Feed Receptacle Plate
      (A15-4191) x1 for EKBF, EKBFS, EKBFCH, EBFQC

H - Base Feed Bezel
      (B02-0148) x1 for EKBF, EKBFS, EKBFCH

I - Communication Bezel
     (B02-0149) x1 for EBFQC

J - Communication Bezel Cover
     (B02-0104) x1 for EBFQC

OR
OR



STEP 2: Lay the Panel Element on the flat ground.STEP 1: Remove the Panel Elements as shown above.

Section:

Description:

Page No:Date: 

REMOVE ELEMENTS LAY PANEL ON GROUND

TLE_505a

3 of 12May 2020

BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides



Section:

Description:

Page No:Date: 

LOCATE BASE FEED RECEPTACLE PLATE

May 2020 3 of 12

TLE_505a
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 3: Locate the Base Feed Receptacle Plate on the Element Frame and use it as the cutting template.

Line up holes

G

G

CL



STEP 5: Peel back fabric. Cut fibre glass in a square and remove.STEP 4: Cut an "X" through the Element from corner to corner.

Section:

Description:

Page No:Date: 

CUT ELEMENT PEEL FABRIC

TLE_505a

5 of 12May 2020

BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides



Adhesive

STEP 7: Spray adhesive around the Plate and fold the fabric over.STEP 6: Install the Base Feed Receptacle Plate using the Screws provided.

Section:

Description:

Page No:Date: 

INSTALL BASE FEED RECEPTACLE PLATE SPRAY ADHESIVE

TLE_505a

6 of 12May 2020

BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

C
G



STEP 9: Install the Base Feed Mounting Bracket as shown above.STEP 8 : Lift up the Element vertically. Install the Bezels as shown above.

Section:

Description:

Page No:Date: 

INSTALL BEZEL INSTALL MOUNTING BRACKET

TLE_505a

7 of 12May 2020

BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

H

NOTE: Installation of Communication Bezel (EBFQC) is
the same procedure up to this step. Data cables may be
routed into the interior of the panel at this point. J

I

OR

B



Section:

Description:

Page No:Date: 

FASTEN SCREWS

May 2020 8 of 12

TLE_505a
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 10: Secure the Base Feed Mounting Bracket using the Screws provided.

C

B



Section:

Description:

Page No:Date: 

BASE FEED (EKBF) AND CHICAGO BASED FEED (EKBFCH) INSTALLATION

May 2020 9 of 12

TLE_505a
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 10: Install Base Feed or Chicago Base Feed as shown above.

A

C

Back
Front



Section:

Description:

Page No:Date: 

CONNECT POWER HARNESS

May 2020 10 of 12

TLE_505a
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 11: Connect the Power Harness to the Base Feed as shown above. Re-install the Panel Elements.

NOTE1: You cannot use Harness with Chicago Base Feed
(EKBFCH)

NOTE2: Connection to available power
source has to be done by licensed electrician.

Floor
Monument

Power Harness



Section:

Description:

Page No:Date: 

SPLIT BASE FEED (EKBFS) INSTALLATION

May 2020 10 of 12

TLE_505a
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 12: For Split Base Feed installation, repeat steps 1 through 11.

Back

Front

C

D



Section:

Description:

Page No:Date: 

INSTALL SPLIT BASE FEED ENCLOSURE

May 2020 12 of 12

TLE_505a
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 13: Install the Split Base Feed Enclosure as shown above. Connect the Base Feed to power source.

IMPORTANT NOTE: Recommended
installation of Split Feed Base must be done by
licensed electrician in accordance with
applicable codes and regulations.

F

E



Base Feed  - Elevated Panel (EKBF), Chicago Base Feed (EKBFCH), Split Base Feed - Standard Panel (EKBFS),
Communication Bezel Cover - Standard Panel (EBFQC)

Section:

Description:

Page No: Date: 

Rev. No: 01BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 1 of 11

TLE_505b

leverage Installation Guides

EKBF

EKBFCH

EKBFS

EBFQC

EKBF

EKBFS

NOTE: This procedure is NOT
to be used with Metal Elements.
Installation of Chicago Base
Feed (EKBFCH) must be done
by licensed electrician according
to local codes.



Part and Product Identification

A - Base Feed
      (EKBF) x1
      or
      Split Base Feed
      (EKBFS) x1
      or
      Chicago Base Feed
      (EKBFCH) x1

Section:

Description:

Page No: Date: 

Rev. No: 01BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 2 of 11

TLE_505b

leverage Installation Guides

B - Base Feed Mounting Bracket
      (MPA15-E020) x1 for EKBF, EKBFS, EKBFCH

C - 10-16x7/16'' Quadrex Screw, Type B, Pan Head #2
      (FS10x7/16QTB) x3 for EKBF,EKBFCH
                                     5 for EKBFS

D - NY Split Base Feed Box Leverage
      (MBC-BFK-NY-LEV) x1 for EKBFS

E - Leverage Split Base Feed Mfg. Enclosure
      (MPA15-E029) x1 for EKBFS

F - 6x3/8'' Long Self-Tapping Screws
      (E07-0021) x4 for EKBFS

G - Base Feed Receptacle Plate
      (A15-4191) x1 for EKBF, EKBFS, EKBFCH, EBFQC

H - Base Feed Bezel
      (B02-0148) x1 for EKBF, EKBFS, EKBFCH

I - Communication Bezel
     (B02-0149) x1 for EBFQC

J - Communication Bezel Cover
     (B02-0104) x1 for EBFQC

OR
OR



STEP 2: Place the Base Feed on the Elevated Panel Rail as shown above.STEP 1: Remove the Panel Elements as shown above.

Section:

Description:

Page No:Date: 

REMOVE ELEMENTS PLACE BASE FEED

TLE_505b

3 of 11May 2020

BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

B

Position of Base Feed on Elevated Rail

Place Base Feed on
Rail Mark and Predrill

Plan View



Section:

Description:

Page No:Date: 

FASTEN BASE FEED BRACKET

May 2020 4 of 11

TLE_505b
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 3: Fasten The Base Feed Bracket using the Screws provided as shown above.

C C



Section:

Description:

Page No:Date: 

INSTALL BASE FEED

May 2020 5 of 11

TLE_505b
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 4: Install the Base Feed using the Screws provided.

C

Back

Front



STEP 6: Cur an "X" through the Element from corner to corrner.STEP 5: Re-install the Panel Element as shown above.

Section:

Description:

Page No:Date: 

RE-INSTALL ELEMENT CUT ELEMENT

TLE_505b

6 of 11May 2020

BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

Back



STEP 8: Install the Receptacle Plate onto the Panel as shown above.STEP 7: Peel back fabric. Cut fibre glass in a square and remove.

Section:

Description:

Page No:Date: 

CUT FIBRE GLASS INSTALL RECEPTACLE PLATE

TLE_505b

7 of 11May 2020

BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

C



STEP 10: Install the Bezels as shown above.STEP 9: Spray adhesive around Pate and fold fabric over.

Section:

Description:

Page No:Date: 

SPRAY ADHESIVE INSTALL BEZELS

TLE_505b

8 of 11May 2020

BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

J

Adhesive

NOTE: Installation of
Communication Bezel (EBFQC)
is the same procedure up to this
step. Data cables may be routed
into the interior of the panel at
this point.

H

I

OR



Section:

Description:

Page No:Date: 

CONNECT POWER HARNESS

May 2020 9 of 11

TLE_505b
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 11: Connect the Power Harness to the Base Feed as shown above. Re-install the Panel Elements.

NOTE1: You cannot use Harness with Chicago Base Feed
(EKBFCH)

NOTE2: Connection to available power
source has to be done by licensed electrician.

Floor
Monument

Power Harness



Section:

Description:

Page No:Date: 

SPLIT BASE FEED (EKBFS) INSTALLATION

May 2020 10 of 11

TLE_505b
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 12: For Split Base Feed installation, repeat steps 1 through 11.

Back

Front

C

D



Section:

Description:

Page No:Date: 

INSTALL SPLIT BASE FEED ENCLOSURE

May 2020 11 of 11

TLE_505b
BASE FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 13: Install the Split Base Feed Enclosure as shown above. Connect the Base Feed to power source.

IMPORTANT NOTE: Recommended
installation of Split Feed Base must be done by
licensed electrician in accordance with
applicable codes and regulations.

F

E



Ceiling Feed (EKCF), Chicago Ceiling Feed (EKCFCH), Power Pole (ECPQ) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 03CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS
May 2025 1 of 10

TLE_506

EKCFCH EKCF

ECPQ

NOTE: Installation of Chicago Ceiling Feed
(EKCFCH) must be done by licensed
electrician according to local codes and
regulations.

On-Module Off-Module

B - Power Pole End Trims
      (AEA23-E014) x2 for

 ECPQ1 and ECPQ2

A - Power Pole Body
      (AEA21-0200) x1for

 ECPQ1 and ECPQ2

C - Ceiling Feed w/Junction Box
      (EKCF) x1
      OR
      Chicago Ceiling Feed
      (EKCFCH) x1

OR



Part and Product Identification (Continued)

Section:
Description:

Page No: Date: 
Rev. No: 01CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS
May 2025 2 of 10

TLE_506

D4 - Ceiling Plate
        (A15-2668) x2

D6 - 4 Prong T-Nut
        (E03-1152) x2

D5 - White Snap Cap
        (FM315-902) x2

D2 -  #10-7 Quad Screw
        (FS10-16X7) x2 (ECPQ1 only)

D3 - #8-32 3/4" Mach Screw
        (E01-0544) x2

D7 - Off-Module Mounting Bracket
       (MPA15-E030) x1 (ECPQ2 only)

D1 - Mounting Bracket (On Module)
       (MPN09-E005) x1 (ECPQ1 only)

D9 - Top Trim Cover
        (MPA25-E021) x2 (ECPQ2 only)

D10 - Top Cap Plate
         (MPA25-4213) x2 (ECPQ2 only)

D11 - #8x3/8'' Quad Head Screw
      (E07-0021) x2 (ECPQ2 only)

D12 - Spring Steel Top Trim Clips
        (B02-0239) x1 (ECPQ2 only)

D13 - Corner Trim Cap
         (MPA25-E080) x1 (ECPQ1 only)

D8 - #8-18 3/4" Self-Drilling Screw
        (E01-0072) x2 (ECPQ1) or x4 (ECPQ2)

D - Hardware Kit for Power Pole
      (X01-4290) x1  for ECPQ1 or (X01-4291) x1 for ECPQ2



STEP 2: Install the Mounting Bracket onto the Panels using the Screws provided.STEP 1: Remove the Panel Elements and the Pole as shown above.

Section:
Description:

Page No:Date: 

REMOVE PANEL ELEMENTS INSTALL MOUNTING BRACKET
TLE_506

3 of 10May 2025
CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

D1

D3



STEP 4: Secure the Power Pole using the Screws provided.STEP 3: Slide the Power Pole into the Bracket as shown above.

Section:
Description:

Page No:Date: 

INSERT POWER POLE FASTEN SCREWS
TLE_506

4 of 10May 2025
CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

A

D1

A

D2



Section:
Description:

Page No:Date: 

CREATE CUTOUT

May 2025 5 of 10
TLE_506CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

STEP 5: Create a cutout on the Acoustic Ceiling Tile with the dimensions shown above.

A

Double
Power Box

Acoustic
Ceiling Tile

3 1/2'' 3 1/2''



Section:
Description:

Page No:Date: 

INSTALL CEILING FEED

May 2025 6 of 10
TLE_506CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

STEP 6: Install the Ceiling Feed as shown above. Insert the Power Pole End Trims.

A

B B

Power
Cables

Communication
Cables

Discard Coupler
IF Power Pole
Harness is long
enough to reach
the Power Box

C

B

A

Communication
Cables

B

Power Harness

OR



STEP 8: Secure the Ceiling Plates using the hardwares provided.STEP 7: Insert the Ceiling Plates as shown above.

Section:
Description:

Page No:Date: 

INSERT CEILING PLATES SECURE CEILING PLATES
TLE_506

7 of 10May 2025
CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

A
B

C

**Must connect to power
source by a licensed electrician.

 D4

D5

D4

D6

D3



Section:
Description:

Page No:Date: 

REPLACE CORNER CAP WITH CORNER TRIM

May 2025 8 of 10
TLE_506CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

STEP 9: Re-install the Panel Elements. Replact the Corner Cap with the Corner Trim.

O

a. b.

c. d.



STEP 10b: Install the Off-Module Mounting Bracket as shown above.STEP 10a: Remove the Top Trim of the Panel as shown above.

Section:
Description:

Page No:Date: 

REMOVE TOP TRIM INSTALL MOUNTING BRACKET
TLE_506

9 of 10May 2025
CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

NOTE: Place Power Pole
close to a large cut-out to
allow proper wire routing.

D7

D8



STEP 10d: Cut the Trim with a gap of 5'' apart. Install the Trims onto the Panel as shown
above.

STEP 10c: Repeat Steps 5-8 to complete the Power Pole installation.

Section:
Description:

Page No:Date: 

INSTALL POWER POLE INSTALL TRIM CAPS
TLE_506

10 of 10May 2025
CEILING FEED

LIGHTING, ELECTRICS AND COMMUNICATIONS

A

D8

D9

D10
D11

D12

5''



Power Harness (EKBH), Power Box (EKQP), Receptacle (EKRO), Distribution
Box (EKDB)

Part and Product Identification

A - Mesh Power Harness (24'')
      OR
      Power Harness (48'' - 144'')

(EKBH) x1

Section:

Description:

Page No: Date: 

Rev. No: 01ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 1 of 10

TLE_507a

leverage Installation Guides

WARNING: Do not connect to power source until installation is
complete. Connection to the building power source must be
performed by a licensed electrician.
Not following these instructions could result in damage and/or
injury. It is recommended that electrical connections be made under
the supervision of a licensed electrician in accordance with
applicable codes and regulations.

NOTE: For 30'' Datum Bracket Installation see page #8

EKBH

EKQP

EKRO

EKDB

B - Single Power Box
      OR
      Double Power Box
      (EKQP)x1

C1 - Hook for Plastic ERQP Kit
       (Fasteners included)
       (MPA25-E071) x1
        OR
C2 - 30'' Datum Bracket
       (Fasteners included)
       (MPA25-E072) x1

D - #8-32, 3/4'' Long Pan Head,
      Quadrex, Machine Screw
      (FS8-32X0.72QRZ) x2

E - #8-32, 1/2'' Long Pan Head,
      Quadrex, Type B Screw
      (FS8x1-2-RRB) x4

F - #10-32, 1/2'' Long Pan Head,
      Quadrex, Machine Screw
      (FS10-32X0.500QRZ) x2

G - Receptacle
      (EKRO) x1

H - Distribution Block
      (EKDB) x1

The Power Box/Power Distribution Box can be connected to

Power Harness
(EKBH)

Power Box (EKQP)
OR

Power Distribution
Box (EKDB)

Power Harness
(EKBH)



Section:

Description:

Page No:Date: 

INSTALL HOOK

May 2020 2 of 10

TLE_507a
ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 1a: Loosen the Screws on the Hook. Slide in the Hook and install the Hook underneath the Panel Rail using the Screws provided.

Loosen Screw (F)

WARNING: Power MUST be
turned off during all installation
or reconfiguration work.

Remove

Slide in

Tighten Screw

POWER BOX (EKQP) INSTALLATION - WORKSURFACE LEVEL

C1

F

E

D



Section:

Description:

Page No:Date: 

INSTALL POWER BOX

May 2020 3 of 10

TLE_507a
ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 1b: Install the Power Box using the Screws provided.

B

D

OR

Double Power Box

Single Power Box



Section:

Description:

Page No:Date: 

INSTALL RECEPTACLES

May 2020 4 of 4

TLE_507a
ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 1c: Insall the Receptacles using the Screws provided as shown above.

WARNING: Power MUST be
turned off during all installation or
reconfiguration work.

Push in place

G

E



Section:

Description:

Page No:Date: 

INSTALL HARNESS AND POWER DISTRIBUTION BLOCK

May 2020 5 of 10

TLE_507a
ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 2a: Connect the Power Harness to the Power Box using the Distribution Block provided.

Use back connector to
accommodate
Communication Box.

B

A

A

H

A

HARNESS (EKBH) AND POWER DISTRIBUTION BLOCK (EKDB) INSTALLATION

WARNING: Power MUST be
turned off during all installation or
reconfiguration work.



Section:

Description:

Page No:Date: 

RE-INSTALL PANEL ELEMENTS

May 2020 6 of 10

TLE_507a
ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 2b: Re-install the Panel Elements as shown above.



Section:

Description:

Page No:Date: 

INSTALL HOOK

May 2020 7 of 10

TLE_507a
ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 3a: Loosen the Screws on the Hook. Slide in the Hook to the Base Level of the Panel and fasten the Screws.

WARNING: Power MUST be turned off during all installation or reconfiguration work.

Tighten Screw

E

F

Remove

C1

Loosen (F)

D

Slide in

POWER BOX (EKQP) INSTALLATION - BASE LEVEL

F



Section:

Description:

Page No:Date: 

INSTALL POWER BOX

May 2020 8 of 10

TLE_507a
ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 3b: Install the Power Box to the Hook using the Screws provided.

NOTE: Remove applicable
screws (D) from Hook (C) and
use them to attach power box (B)

D

B



Section:

Description:

Page No:Date: 

INSTALL RECEPTACLES

May 2020 9 of 10

TLE_507a
ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 3c: Install the Receptacles to the Power Box using the Screws provided.

NOTE: Remove 2 screws (E) from Hook (C) and
use them to attach Receptacles (G) to Power Box. If
Double Sided Power Box is specified, continue on
other side of Power Box using remaining two screws.

G

E



WARNING!  Power must be turned off during all installation or reconfiguration work.

STEP 5: Remove the Receptacle by removing the Cover and loosening the Screws.STEP 4d: Re-install the Panel Element as shown above.

Section:

Description:

Page No:Date: 

RE-INSTALL PANEL ELEMENT REMOVE RECEPTACLE (OPTIONAL)

TLE_507a

10 of 10May 2020

ELECTRICS

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides



Chicago Power Box (EKQPCH) Part and Product Identification

A - Chicago Power Box Single
      (Single or Double Sided)
      OR
      Chicago Power Box Double
      (Single or Double Sided)
      (EKQPCH) x1

Section:

Description:

Page No: Date: 

Rev. No: 01CHICAGO POWER BOX

LIGHTING, ELECTRICS AND COMMUNICATIONS

May 2020 1 of 5

TLE_507b

leverage Installation Guides

B - FS 10 x 7/16 - QTB
      (FS10x7/16QTB) x2

C - Bezel
     (B02-0148) x1-4

EKQPCH

NOTE: Installation of
Chicago Power Box
(EKQPCH) must be done by
licensed electrician according
to local codes and regulations.



STEP 1b: Loosen the Screws on the Chicago Power Box and remove them as shown above.STEP 1a: Remove the left and middle Receptacles on the Panel Element. Install the Bezels as
shown above.

Section:

Description:

Page No:Date: 

INSTALL BEZELS LOOSEN AND REMOVE SCREWS

TLE_507b

2 of 5May 2020

CHICAGO POWER BOX

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

Loosen

Remove

C

A

B



STEP 1d: Re-install the Panel Element as shown above.STEP 1c: Install the Chicago Power Box beneath the Panel Rail. Tighten the Screws.

Section:

Description:

Page No:Date: 

INSTALL CHICAGO POWER BOX RE-INSTALL PANEL ELEMENT

TLE_507b

3 of 5May 2020

CHICAGO POWER BOX

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

NOTE: Cables have to be provided
and installed by Professional
Electrician in accordance with
applicable codes and regulations.B

Tighten



Section:

Description:

Page No:Date: 

LOOSEN AND REMOVE SCREWS (BASE LEVEL CHICAGO POWER BOX)

May 2020 4 of 5

TLE_507b
CHICAGO POWER BOX

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

STEP 2a: For installing Base Level Chicago Power Boxes, loosen the Screws on the Power Box and remove the Screws.

A

Loosen Screw

Remove Screw



STEP 2c: Remove the Receptacles on the Panel Element, install the Bezels onto the Element
and re-install the Panel Element with the correct orientation.

STEP 2b: Install the Base Power Box onto the Panel Base using the same Screws provided.

Section:

Description:

Page No:Date: 

INSTALL BASE POWER BOX INSTALL BEZELS

TLE_507b

5 of 5May 2020

CHICAGO POWER BOX

LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

B

Tighten Screw

C



Le Ver age Instal Lat ion Guides 

Section: LIGHTING, ELECTRICS AND COMMUNICATIONS 

Description: COMMUNICATIONS BEZEL AND POWER BEZEL INSTALLATION 

Communications Bezel (ERZC), Power Bezel (ERZP) 

Power/Power/Blank 
Converted to 
Power/Power/ Communication. 

NOTE: With a Flat Driver, carefully depress the top tabs 
behind the Bezel in order to remove 

tekni□n 
Date: May 2020 Page No: 1 of 1 
TLE_508 Rev. No: 1 

Part and Product Identification 

A - Communications Bezel 
(ERZC) xl 

() 
B - Power Bezel 

(EKZP) xl 



Leverage Outlet Box Bezel (VMBB), International Outlet Box (VED) &
International Communications Mounting Kit (VERZC)

Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 2OUTLET BOX BEZEL, INTERNATIONAL OUTLET BOX & INTERNATIONAL COMMUNICATIONS MOUNTING KIT

LIGHTING, ELECTRICS AND COMMUNICATIONS
Sept 2025 1 of 7

TLE_509

leverage Installation Guides

E

K

A

J

I

F

C

B -  #10 -16 x 7/16 Pan Head Screw
       (FS10-16X7-16QRB) x4

C1 - Outlet Box
       (VED4) x1

D -  #8-32 x 1-1/4" Pan Head Screw
        (FS8-32X1-1-4QPM) x3

A -  International Mounting Bracket
       (MPA16-E150) x1

F1 - International Quad
       Receptacle Back Plate
       (A15-4233) x1

G - 10-32 Hex Nut
      (E03-0006) x4

K - Cover Plate
      (B02-0104) x1

E1 - International Quad
        Receptacle Plate
        (N03-0991) x1

H - #8 x 3/8" Tap Screw
      (E01-0024) x2

I -  International Communication Back Plate
      (A15-4231) x1

J - International Communication Mount Plate
     (N03-1017) x1

VERZC

VED

C2 - Outlet Box
        (VED2) x1

or

VMBB

G - 10-32 Hex Nut
      (E03-0006) x4

or

E2 - International Double
        Receptacle Plate
        (N03-0990) x1

or

F2 - International Double
        Receptacle Back Plate
       (A15-4232) x1

NOTE:
Installation of 4-outlets box shown.



STEP 2: Flip Panel as shown.

STEP 1: Remove Fabric Element.

STEP 3: Place both International Receptacle Plates as shown and use as cutting Template.

Section:
Description:

Page No:Date: 

REMOVE FABRIC ELEMENT

FLIP PANEL

USE COMMUNICATION PLATE AS TEMPLATE
TLE_509

2 of 7Sept 2025
OUTLET BOX BEZEL, INTERNATIONAL OUTLET BOX & INTERNATIONAL COMMUNICATIONS MOUNTING KIT

LIGHTING, ELECTRICS AND COMMUNICATIONS
leverage Installation Guides

F1

I

I

F2

NOTE:
VED2 Installation shown.

NOTE:
VED4 Installation shown.



STEP 4b: Make sure VED2 plates are in place with measurement shown above.STEP 4a: Make sure VED4 plates are in place with measurement shown above.

Section:
Description:

Page No:Date: 

VED4 CUTOUT TEMPLATE VED2 CUTOUT TEMPLATE
TLE_509

3 of 7Sept 2025
OUTLET BOX BEZEL, INTERNATIONAL OUTLET BOX & INTERNATIONAL COMMUNICATIONS MOUNTING KIT

LIGHTING, ELECTRICS AND COMMUNICATIONS
leverage Installation Guides

A

B

A

B

C

D

C

D

1. Dimension A = 4.85"

NOTE:
VED2 Installation shown.

NOTE:
VED4 Installation shown.

F1

I I

F2

Measurement from the center of the
clip to the edge of the F1 plate.

Measurement from Edge to Edge.

2. Dimension B = 2.42"

1. Dimension C = 3.43"
Measurement from the center of the
clip to the edge of the F2 plate.

Measurement from Edge to Edge.

2. Dimension D = 3.84"



STEP 5: Cut an "X" through the Element from corner to corner then turn the Element over. STEP 6: Peel back the fabric. Cut fibre glass in a square and remove.
NOTE: Make sure all corners are cut at 90 degree angle.

STEP 8: Spray adhesive around Plate and fold fabric over.STEP 7: Fasten Receptacle Back Plate (F) onto Element Frame with Screws provided (H).
NOTE: International Communication Back Plate (I) will not be fastened to the Element frame.

Section:
Description:

Page No:Date: 

CUT AN "X" THROUGH THE ELEMENT CUT FIBRE GLASS IN A SQUARE

FASTEN INTERNATIONAL BACK PLATE SPRAY ADHESIVE

TLE_509
4 of 7Sept 2025

OUTLET BOX BEZEL, INTERNATIONAL OUTLET BOX & INTERNATIONAL COMMUNICATIONS MOUNTING KIT
LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

F

H Adhesive



STEP 9: Fasten Plates with Hex Nuts (G) as shown.

STEP 10: Remove plugs from Outlet Box.

Section:
Description:

Page No:Date: 

FASTEN PLATES FASTEN PLATES

REMOVE PLUGS

TLE_509
5 of 7Sept 2025

OUTLET BOX BEZEL, INTERNATIONAL OUTLET BOX & INTERNATIONAL COMMUNICATIONS MOUNTING KIT
LIGHTING, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

Front

Back

E1

I

K
J

G

C

J

I

F1



Section:
Description:

Page No:Date: 

INSTALL MOUNTING BRACKET

Sept 2025 6 of 7
TLE_509OUTLET BOX BEZEL, INTERNATIONAL OUTLET BOX & INTERNATIONAL COMMUNICATIONS MOUNTING KIT

LIGHTING, ELECTRICS AND COMMUNICATIONS
leverage Installation Guides

STEP 11: Align Outlet Box with the correct pilot holes on the bracket (A), use the tabs on bracket to guide it into position. Fasten Outlet Box onto Mounting Bracket with Screws provided (D),
reinstall plugs.

NOTE :
VED2 assembly shown.
Align screws with triangle tabs.

NOTE :
VED4 assembly shown.
Align screws with half circle tabs.

AC1

D

A

C2

C1

A



STEP 13: Plug in the cable. Install Elements back as shown.STEP 12: Secure Mounting Bracket using Screws provided (B).

Section:
Description:

Page No:Date: 

SECURE MOUNTING BRACKET INSTALL ELEMENTS
TLE_509

7 of 7Sept 2025
OUTLET BOX BEZEL, INTERNATIONAL OUTLET BOX & INTERNATIONAL COMMUNICATIONS MOUNTING KIT

LIGHTING, ELECTRICS AND COMMUNICATIONS
leverage Installation Guides

B





End of Run Power Pole (ECPQR) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 3END OF RUN POWER POLE

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS
May 2025 1 of 6

TLE_511

A

B

DE7

E3

E5

X01-4292

C - Upper Power
     Pole Extrusion
     (AEA21-0200)

B - 29"or 42" High
Lower PowerPole 
Cover
(AEA29-E014-29)x1

(or)          
(AEA42-E014-42)x1

A - 29"or 42" High
Lower PowerPole 
Extrusion
(A21-0200-29) x1(or)
(A21-0200-42) x1

E5 - Head Screw
    (FS8-32x1.5) x 2

E4 - Power Pole Bracket
    (MPA15-E607) x 2

E3 - Extension Bracket
 (MPA15-E152) x 1

E2 - Plastic Wire Tip
or Cap
(PCAPLUG8) x4

E1 - 8-5/8" L Round
  Head Quad DriveB

(FS8-5/8RRB) x4

E7 - Ceiling Plate
      (MPA15-2666) x 2

E8 - White Snap Cap
     (FM315-902) x 2

D - Upper Power Pole
Cover

     (AEA42-E014) x 1

E6-Self LockingNut
      (FN8-32KEPS) x 2

E10 - #8-32 3/4"
Mach Screw

        (E01-0544)x2
                or
     #8-18 3/4"
     Self-Drilling Screw
        (E01-0072) x2

E9- 4 Prong T-Nut
        (E03-1152) x2



STEP 2: Mount Power Pole End Run Brackets as shown above.STEP 1: Mount Extension Plate with screws and nuts provided, as shown above.

Section:
Description:

Page No:Date: 

MOUNT END RUN BRACKET CONNECT POWER MODULE
TLE_511

2 of 6May 2025
END OF RUN POWER POLE

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

E3

E2

A

E5

E6

E1

E4



Acoustic 
Ceiling Tile

STEP 4: Connect Upper Power Pole with hardware provided, as shown above.STEP 3: Create Cutout on the Ceiling Tile as shown above.

Section:
Description:

Page No:Date: 

CEILING CUTOUT CONNECT UPPER POWER POLE
TLE_511

3 of 6May 2025
END OF RUN POWER POLE

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

C

C

E1

E2

AutoCAD SHX Text
3 1/2"

AutoCAD SHX Text
3 1/2"



Communication

Power

Cables

Cables

NOTE : Route Cables as shown above.STEP 5: Mount Ceiling Feed as shown above.

Section:
Description:

Page No:Date: 

MOUNT CEILING FEED CABLE MANAGEMENT
TLE_511

4 of 6May 2025
END OF RUN POWER POLE

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS



STEP 7: Attach Upper Power Pole Cover as shown above.STEP 6: Attach Lower Power Pole Cover as shown above.

Section:
Description:

Page No:Date: 

ATTACH LOWER POWER POLE COVER ATTACH UPPER POWER POLE COVER
TLE_511

5 of 6May 2025
END OF RUN POWER POLE

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

B

D



STEP 9: Using hardware provided, fasten Ceiling Plate to the ceiling as shown above.STEP 8: Mount Ceiling Plates as shown above.

Section:
Description:

Page No:Date: 

MOUNT CEILING PLATES FASTEN CEILING FEED
TLE_511

6 of 6May 2025
END OF RUN POWER POLE

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

E7

E9

E8

E10



CALA Power Station (VBWB) Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 0CALA POWER STATION

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

May 2020 1 of 2

TLE_512

leverage Installation Guides

A -  Worksurface

A

C

B

B -  CALA Power Station
      (VBWB) x 1

C -  Wonderbar Mounting Bracket
       (A16-5932 ) x 1

D -  #10 x .875' Screw
        (E07-0077) x 2



STEP 2: Fasten Thumb ScrewsSTEP 1: Place Power Station as shown above.
              Add Wonderbar Mounting Bracket if Knife Edge Worksurface is used.

Section:

Description:

Page No:Date: 

PLACE POWER STATION FASTEN THUMB SCREWS

TLE_512

2 of 2May 2020

CALA POWER STATION

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

leverage Installation Guides

B

For Knife Edge Worksurface

C

D
C

D



Power Conservation System (EKPC) Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 1POWER CONSERVATION SYSTEM

LIGHTINGS, ELECTRICS AND COMMUNICATIONS

Sept 2020 1 of 7

TLE_513

leverage Installation Guides

A - Power Conservation System
       (Control Box - 12.11) x 1

B - #10 - 24 Screw
        (FS10-24x0.75 QRZ) x 2

A

C

C - 12' CAT3 Cable  x 2

D - PIR Sensor x 2

E - #8 x 3/4 Wood Screw x Varies

D

NOTE:
1. Sensor cables are identified by different
colors.
2. Ensure all cables linked to one run are all
the same color. (Maximum 4 sensors per run)
3. Controlled Receptacles for Circuit 1 can
only be used in stations that have sensors
connected to Circuit 1
4. Do not mix controlled receptacles for
Circuits 1 and 2 in the same stations

Sensor Wire Color:
Green: Circuit 1
Blue: Circuit 2

NOTE: EKPCD2 is
shown as example.



STEP 2: Connect Power Conservation Module to Power Module.

NOTE: If distance exceeds available length, bridge with Power Harness.

STEP 1: Mount Power Conservation Unit as shown above.

Section:

Description:

Page No:Date: 

MOUNT POWER CONSERVATION UNIT CONNECT POWER MODULE

TLE_513

2 of 7Sept 2020

POWER CONSERVATION SYSTEM

LIGHTINGS, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

A

A

Controlled Power
(Output)

Sensor signal port for
controlled circuit 2

Sensor signal port for
controlled circuit 1

Controlled
 Power
(Input)

NOTE: If the control box and
power module are in the same
panel, the output arm can
directly connect to the power
module.



STEP 4: Place and pull another CAT3 Cable through the panel as shown above.STEP 3: Connect CAT3 wire to Power Conservation System

Section:

Description:

Page No:Date: 

CONNECT CAT3 CABLE WIRE THE CAT3 CABLE

TLE_513

3 of 7Sept 2020

POWER CONSERVATION SYSTEM

LIGHTINGS, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

A

C



STEP 6: Assemble Worksurfaces and Supports as shown above.STEP 5: Assemble Elements as shown above.

Section:

Description:

Page No:Date: 

ASSEMBLE ELEMENTS ASSEMBLE WORKSURFACES AND SUPPORTS 

TLE_513

4 of 7Sept 2020

POWER CONSERVATION SYSTEM

LIGHTINGS, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

A

C

NOTE: The Connection
between two power modules
only applies with the installation
for 4 and 8 sensors.

Power
Harness



NOTE: Sensor placement is dictated by location of user, positioning of power conservation
             system and length of CAT Cable.

STEP 7: Attach Sensors with screws provided as shown above.

Section:

Description:

Page No:Date: 

SENSOR LOCATION ASSEMBLE WORKSURFACES AND SUPPORTS 

TLE_513

5 of 7Sept 2020

POWER CONSERVATION SYSTEM

LIGHTINGS, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

E

D

AutoCAD SHX Text
8.0'



STEP 9: Connect Additional CAT3 to Sensors as shown above.STEP 8: Using CAT3 Cable, connect sensors as shown above.

Section:

Description:

Page No:Date: 

CONNECT TO SENSOR CONNECT ADDITIONAL CAT3 TO SENSOR

TLE_513

6 of 7Sept 2020

POWER CONSERVATION SYSTEM

LIGHTINGS, ELECTRICS AND COMMUNICATIONS

leverage Installation Guides

C



Section:

Description:

Page No:Date: 

CONNECT ADDTIONAL CAT3 CABLE TO SENSOR

Sept 2020 7 of 7

TLE_513
POWER CONSERVATION SYSTEM

LIGHTINGS, ELECTRICS AND COMMUNICATIONS

STEP 10: Organize Wires as shown above.

leverage Installation Guides

D



CALA Power Module (VBCL), CALA Power Jumper Harness (VBPH), Power
Infeed (VBPL)

Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 0CALA POWER SYSTEMS

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

May 2020 1 of 5

TLE_514

leverage Installation Guides

A1 - CALA Power Module
       (VBCL) x 1

A2 - #8 x 1/2 Type B Screw
        (FS8-32x0.75) x 2

A1

B

C

B - CALA Power Jumper Harness
      (VBPH) x 1

C1 - Power Infeed
       (VBPL) x 1

C2 - #8 x .75" Self Tapping Screws
       (FS 8.75QPTEKS) x 2

C3 - Power Infeed Bazel x 1



STEP 2: Using Screws provided, secure Power Unit.STEP 1: Mount Power Unit as shown above.

Section:

Description:

Page No:Date: 

MOUNT POWER UNIT FASTEN SCREWS

TLE_514

2 of 5May 2020

CALA POWER SYSTEMS

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

leverage Installation Guides

A1
A2



NOTE : The length of A+B+C should not exceed 1meter or 39.3". If length exceeds 1 meter,
              see Step 3b

STEP 3a: Secure Power Infeed as shown above.

Section:

Description:

Page No:Date: 

SECURE POWER INFEED - 1 WIRE LAYOUT

TLE_514

3 of 5May 2020

CALA POWER SYSTEMS

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

leverage Installation Guides

C1

C2

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C



Section:

Description:

Page No:Date: 

SECURE POWER INFEED - 2

May 2020 4 of 5

TLE_514
CALA POWER SYSTEMS

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

STEP 3b: Organize Wires as shown above.

leverage Installation Guides

B

A1

B

B

C1



Section:

Description:

Page No:Date: 

MOUNT BAZEL

May 2020 5 of 5

TLE_514
CALA POWER SYSTEMS

LIGHTINGS, ELECTRICS, AND COMMUNICATIONS

NOTE: For Bezel mounting instructions, see Installtion Guide TLE_508.

leverage Installation Guides

C3



Lateral Screens (GNGL, GNLL, GNML, GNSL, GNWL, GNXL, GNYL,
GNZL)

Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 0LATERAL SCREENS

SCREENS

May 2020 1 of 3

TLE_550

leverage Installation Guides

A - 6mm Lateral Glass Screen
       (GNGL) x 1

B - Writeable Laminate Lateral Screen
       (GNLL) x 1

C - Metal Lateral Screen
       (GNML) x 1

D - Solid Lateral Screen
       (GNSL) x 1

E - 10mm Lateral Glass Screen
       (GNGL) x 1

F - Writeable Glass Lateral Screen
       (GNWL) x 1

G - Infinity Lateral Screen
       (GNXL) x 1

H - Fabric Lateral Screen
       (GNYL) x 1

I - Smooth Felt Lateral Screen
       (GNZL) x 1



STEP 2: Snap the back bracket into place and rest the bottom of the screen on the
              Worksurface.

STEP 1: Fit Screen to Worksurface as shown above.

Section:

Description:

Page No:Date: 

FIT SCREEN TO WORKSURFACE MOUNT SCREEN ASSEMBLY TO TABLE

TLE_550

2 of 3May 2020

LATERAL SCREENS

SCREENS

leverage Installation Guides

Side View



Section:

Description:

Page No:Date: 

TIGHEN SCREEN ASSEMBLY

MAY 2020 3 of 3

TLE_550
LATERAL SCREENS

SCREENS

leverage Installation Guides

STEP 2: Turn the Thumb Screw counter-clockwise to tighten the screen assembly into place so that it is secure to the Worksurface.

Side View



Infinity Desk Edge Screen (GXDL), Infinity Desk Edge Floor Screen (GXFL) Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 0INFINITY DESK SCREEN

SCREENS

May 2020 1 of 5

TLE_551

leverage Installation Guides

A1 - Infinity Desk Edge Floor
       Screen Assy.
       (N03-2631) x 1

A2 - Infinity Desk Edge
        Screen Assy.
       (N03-2572) x 1

C - Fabric Screen
      Mounting Bracket
      (A16-6026) x 2 or 4

E - 1/4-20 Unc. Nut Hex
      Keps Zinc
      (E03-0059) x 8 or 12

or

F- #10 x 0.875" LG. Screw,
Quad. Pan Washer
(E07-0077) x 4

A1

B

D

C

B1 - Infinity Desk Edge Screen
       Bracket w/ Wire Management
       (A16-6025) x 1

B2 - Infinity Desk Edge Screen
        Bracket
       (A16-6973) x 1

or

D - Infinity Screen Cover
      (A16-6210) x 1

G- Plastic Spacer
    (E07-0077) x 2



STEP 2: Mount Fabric Screen Mounting Brackets with Nuts provided.STEP 1: Mount Wire Management Bracket as shown above.

Section:

Description:

Page No:Date: 

MOUNT BRACKETS TO SCREEN MOUNT SCREEN ASSEMBLY TO TABLE

TLE_551

2 of 5May 2020

INFINITY DESK SCREEN

SCREENS

leverage Installation Guides

C

A1

B
E



STEP 4: Mount Screen Assembly to Table as shown above with screws provided.STEP 3: Mount Screen Cover to Screen as shown above with Nuts provided.

Section:

Description:

Page No:Date: 

MOUNT BRACKETS TO SCREEN MOUNT SCREEN ASSEMBLY TO TABLE

TLE_551

3 of 5May 2020

INFINITY DESK SCREEN

SCREENS

leverage Installation Guides

D

C

E



NOTE: Check Tilting Angle as shown above.STEP 5: Adjust Levellers as shown above.

Section:

Description:

Page No:Date: 

ADJUST LEVELLER CORRECT TILTING ANGLE

TLE_551

4 of 5May 2020

INFINITY DESK SCREEN

SCREENS

leverage Installation Guides



STEP 7: If the Screen is tilting inward, add spacer to the front screwsSTEP 6: If the Screen is tilting outward, add spacer to the front screws

Section:

Description:

Page No:Date: 

ADJUSTMENT ON TILTING OUTWARD ADJUSTMENT ON TILTING INWARD

TLE_551

5 of 5May 2020

INFINITY DESK SCREEN

SCREENS

leverage Installation Guides

G

G



Infinity Side Desk Edge Floor Screen (GXEL), Infinity Side Desk Edge Screen
(GXSL)

Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 0DESK EDGE SCREEN

SCREENS

May 2020 1 of 3

TLE_552

leverage Installation Guides

A1 - Infinity Side Desk Edge Floor
        Screen Assy.
       (N03-2660) x 1

A2 - Infinity Desk Edge Screen Assy.
       (N03-2659) x 1

B - Infinity Desk Edge Screen Wire
      Bracket
      (A16-6129) x 1

C - Fabric Screen
      Mounting Bracket
      (A16-6026) x Varies

D - 1/4-20 Unc. Nut Hex
      Keps Zinc
      (E03-0059) x Varies

or

E - #10 x 0.875" LG.
Screw, Quad. Pan Washer
(E07-0077) x Varies

A1

B

E

C

D

GXEL is being shown



STEP 1: Mount Wire Management Bracket as shown above. NOTE: For 18" depth, remove brackets to fit the right or left configuration as shown in Step 2.

STEP 3: Secure with Nuts provided.

NOTE: Torque applied to fastener should be controlled between 14 to 18 lb.in

STEP 2: Mount Screen End Bracket as shown above.

Section:

Description:

Page No:Date: 

MOUNT WIRE MANAGEMENT BRACKET MOUNTING BRACKET ORIENTATION

MOUNT SCREEN END BRACKET FASTEN NUTS

TLE_552

2 of 3May 2020

DESK EDGE SCREEN

SCREENS

leverage Installation Guides

A1

Right

C

D

Left

A2

Right Left

A2



STEP 5: Rotate Levellers to level Side Desk Edge.STEP 4: Mount Screen Assembly to Table with Screws Provided.

Section:

Description:

Page No:Date: 

MOUNT SCREEN ASSEMBLY TO TABLE ADJUST LEVELLERS

TLE_552

3 of 3May 2020

DESK EDGE SCREEN

SCREENS

leverage Installation Guides

E



Curved Desk Edge Screen (GXCL), Infinity Screen Alignment Clip (GXCC) Part and Product Identification

A - Infinity Side Curved Desk Edge Screen Assy
      (N03-2554) x 1

Section:

Description:

Page No: Date: 

Rev. No: 0CURVED DESK EDGE SCREEN

SCREENS

May 2020 1 of 5

TLE_553

leverage Installation Guides

B1 - Infinity Side Curved Desk Edge Screen
       Bracket Kit with Wire Management
       (N03-2592) x 1

B2 - Infinity Side Curved Desk Edge Screen
       Bracket Kit without Wire Management
       (N03-2816) x 1

C - Infinity Curved Desk Edge Screen
       End Bracket
       (A16-6023) x 1

D - Infinity Screen
      End Cover
      (A16-6210) x Varies

E - Fabric Screen
      Mounting Bracket
      (A16-6026) x Varies

F - #10 x 0.875"
     LG.Screw
     (E07-0077) x Varies

G - 1/4-20 Unc. Nut Hex
      Keps Zinc
      (E03-0059) x Varies

H - Plastic Spacer
       (E07-0077) x Varies

or

I - Alignment Clip
     (A25-0641) x 2

I

A

D

B

E

C

G

J - Set Screw
    (E03-0923)
     x 1



STEP 1: Mount Wire Management Bracket as shown above. STEP 2: Mount Fabric Screen Mounting Brackets and End Cover with Nuts provided.

NOTE: Torque applied to fastener should be controlled between 14 to 18 lb.in

STEP 4: Secure with Nuts provided.

NOTE: Torque applied to fastener should be controlled between 14 to 18 lb.in

STEP 3: Mount Screen End Bracket as shown above.

Section:

Description:

Page No:Date: 

MOUNT WIRE MANAGEMENT BRACKET MOUNT FABRIC SCREEN MOUNTING BRACKETS

MOUNT SCREEN END BRACKET FASTEN NUTS

TLE_553

2 of 5May 2020

CURVED DESK EDGE SCREEN

SCREENS

leverage Installation Guides

B

E

G

D

C
G



STEP 6: Make sure the Screen is not tilting inward nor outward.STEP 5: Mount Screen Assembly to Table with Screws Provided.

Section:

Description:

Page No:Date: 

MOUNT SCREEN ASSEMBLY TO TABLE TILT ANGLE

TLE_553

3 of 5May 2020

CURVED DESK EDGE SCREEN

SCREENS

leverage Installation Guides

F

Tilting Outwards Tilting Inwards

No Tilting



STEP 7b: If the Screen is tilting inward, add spacer to the rear screwsSTEP 7a: If the Screen is tilting outward, add spacer to the front screws

Section:

Description:

Page No:Date: 

ADJUSTMENT ON TILTING OUTWARD ADJUSTMENT ON TILTING INWARD

TLE_553

4 of 5May 2020

CURVED DESK EDGE SCREEN

SCREENS

leverage Installation Guides

H

H



STEP 9: Place Alignment Clips in between screens.

STEP 8: Assemble Alignment Clips as shown above.

NOTE: Do not fully tighten them.

STEP 10: Fully tighten Alignment Clips

Section:

Description:

Page No:Date: 

ASSEMBLE CLIPS WITH SET SCREWS

PLACE ALIGNMENT CLIPS

TIGHTEN CLIPS

TLE_553

5 of 5May 2020

CURVED DESK EDGE SCREEN

SCREENS

leverage Installation Guides

I

J



Framed Desk Edge Screen (GYDL), Framed Floor Desk Edge Screen (GYFL) Part and Product Identification

A - Framed Floor Desk Edge Screen
(GYFL) x1

Section:

Description:

Page No: Date: 

Rev. No: 1FRAMED DESK EDGE SCREEN INSTALLATION

SCREENS

May 2020 1 of 4

TLE_554

leverage Installation Guides

B1 - Fabric Screen Mounting Brkt
(A16-6026L/R) x1 Each

B2 -1/4-20x5
8" Mach Screw

    (E01-0098) x4

B3 -#10 x 0.875" LG Screw
     (E07-0077) x4

B4 - Plastic Spacer
     (B10-0521) x2

B - X03-0276 x1

B1

A

B3



STEP 2: Attach the Screen to the underside of the Worksurface using the Wood Screws
provided.

STEP 1: Attach the Mounting Brackets to the Screen using the Machine Screws provided.

Section:

Description:

Page No:Date: 

ATTACH MOUNTING BRACKETS ATTACH SCREEN TO WORKSURFACE

TLE_554

2 of 4May 2020

FRAMED DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

B1

A

B3

B1

B3



Section:

Description:

Page No:Date: 

INSTALL PLASTIC SPACERS (IF REQUIRED)

May 2020 3 of 4

TLE_554
FRAMED DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

STEP 3: If the Screen is tilting outwards, loosen the front Wood Screw, place the Plastic Spacer, and tighten the Wood Screw.

1 2

3

Tilting Outwards

B4
B3



Section:

Description:

Page No:Date: 

INSTALL PLASTIC SPACERS (IF REQUIRED)

May 2020 4 of 4

TLE_554
FRAMED DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

STEP 4: If the Screen is tilting Inwards, loosen the back Wood Screw, place the Plastic Spacer, and tighten the Wood Screw.

1 2

3

Tilting Inwards

B4

B3



Framed Side Desk Edge Screen (GYSL), Framed Side Floor Desk Edge Screen
(GYEL)

Part and Product Identification

Section:

Description:

Page No: Date: 

Rev. No: 1SIDE DESK EDGE SCREEN INSTALLATION

SCREENS

May 2020 1 of 7

TLE_555

leverage Installation Guides

A - Framed Floor Desk Edge Screen
(GYFL) x1

B1 - Fabric Screen Mounting Brkt
(A16-6026L/R) x1 Each

B2 -1/4-20x5
8" Mach Screw

    (E01-0098) x4

B3 -#10 x 0.875" LG Screw
     (E07-0077) x4

B4 - Plastic Spacer
     (B10-0521) x2

B - X03-0276 x1 (For Widths Greater than 18")

B - X03-0276 x1 (For 18"w Only)

B1 - Fabric Screen Mounting Brkt
(A16-6026L/R) x1 Each

B2 -1/4-20x5
8" Mach Screw

    (E01-0098) x4

B3 -#10 x 0.875" LG Screw
     (E07-0077) x4

B4 - Plastic Spacer
     (B10-0521) x2

B5 - Mounting Bracket Adapter Plate
       (N09-7754) x1

B6- 1/4-20 Nut
     (E03-0059) x4

18" Wide Version Shown

B1

A

B5

B6



Section:

Description:

Page No:Date: 

ATTACH BRACKET PLATE (18" WIDE ONLY)

May 2020 2 of 7

TLE_555
SIDE DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

STEP 1: Fasten the Adapter Plate to the Screen using the Machine Screws provided.
NOTE: This only applies to 18" Screens

Left Side Screen

Right Side Screen

18" Wide Version Only

B2

A

B5



STEP 3: Attach Brackets to Screen using the Machine Srews provided.STEP 2: Attach Brackets to the Plate using the 1/4-20 Nuts provided.
NOTE: Only applies to 18" Wide Screens

Section:

Description:

Page No:Date: 

ATTACH BRACKETS (18" WIDE ONLY) ATTACH BRACKETS

TLE_555

3 of 7May 2020

SIDE DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

B6

A

B5

B1 B1

B2

A



Section:

Description:

Page No:Date: 

CONNECT SCREENS (IF APPLICABLE)

May 2020 4 of 7

TLE_555
SIDE DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

STEP 4: Remove Desk Edge Screen End Cap and attach Side Screen.
NOTE: Only applicable if Connected configuration is selected.

A



Section:

Description:

Page No:Date: 

ATTACH SCREEN TO WORKSURFACE

May 2020 5 of 7

TLE_555
SIDE DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

STEP 5: Attach Screen to Worksurface using Wood Screws provided.

B3

18" Wide Version Shown



Section:

Description:

Page No:Date: 

INSTALL PLASTIC SPACERS (IF REQUIRED)

May 2020 6 of 7

TLE_555
SIDE DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

STEP 6: If the Screen is tilting outwards, loosen the front Wood Screw, place the Plastic Spacer, and tighten the Wood Screw.

1 2

Tilting Outwards

B4
B3



Section:

Description:

Page No:Date: 

INSTALL PLASTIC SPACERS (IF REQUIRED)

May 2020 7 of 7

TLE_555
SIDE DESK EDGE SCREEN INSTALLATION

SCREENS

leverage Installation Guides

1 2

Tilting Inwards

B4

B3

STEP 7: If the Screen is tilting Inwards, loosen the back Wood Screw, place the Plastic Spacer, and tighten the Wood Screw.



Solid Lateral Floor Screen (KSNTS), Solid Lateral Floor Screen with Glass
(KSNTG), End Mounted Single (ES)

Part and Product Identification

A1 - Leverage Lateral Screen

(C07-7842) w/ Glass

(H01-3311/H02-0780) x1

Section:
Description:

Page No: Date: 
Rev. No: 2Solid Lateral Floor Screen - End Mounted Single

Screens
Feb 2026 1 of 8

TLE_556a

Leverage Installation Guides

A2 - Leverage Lateral Screen
      (C07-7926) x1

B - Screen Bracket
      (A16-13018) x2

C - Screen Lock Bracket
      (A16-13019) x2

D - Murakoshi Screw
      (E01-0635) x4

E - Screen Bracket Cover
      (N02-6623) x2

H
 -
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x1

F - Leveller Bolt
      (D03-0037) x1 or 2 (varies)

G - Leveller Foot Assembly
      (N01-4780) x0 or 1 (varies)

H1 - Modesty Bracket
      (A16-3113) x1

H2 - Murakoshi Screw
      (E01-0635) x2

H3 - Washer Head Screws
      (A16-3113) x2

A2

A1

B

C
E

F

G



Section:
Description:

Page No:Date: 

INSTALL LEVELLER BOLT AND LEVELLER FOOT

Feb 2026 2 of 8
TLE_556aSolid Lateral Floor Screen - End Mounted Single

Screens
Leverage Installation Guides

STEP 1: Attach Leveller Bolt (F) and Leveller Foot Assembly (G) to Lateral Screen (A1/A2)

A2

F

G



Section:
Description:

Page No:Date: 

ATTACH BRACKETS

Feb 2026 3 of 8
TLE_556aSolid Lateral Floor Screen - End Mounted Single

Screens
Leverage Installation Guides

STEP 2: Align cutouts from Panel and Screen Brackets (B). Then, push Brackets in as shown

B



Section:
Description:

Page No:Date: 

INSERT SCREEN LOCK BRACKETS

Feb 2026 4 of 8
TLE_556aSolid Lateral Floor Screen - End Mounted Single

Screens
Leverage Installation Guides

STEP 3: Alight holes on Screen Brackets (B) and Screen Lock Brackets (C) as shown.

C

B



STEP 4b: Fasten Screen to Brackets with Screws (D) as shown above.:STEP 4a: Fasten Screen to Brackets with Screws (D) as shown above.

Section:
Description:

Page No:Date: 

ATTACH SCREEN TO PANEL ATTACH SCREEN TO PANEL
TLE_556a

5 of 8Feb 2026
Solid Lateral Floor Screen - End Mounted Single

Screens
Leverage Installation Guides

DD



STEP 5b: Level the Screen with the Panel, by adjusting the Leveller Bolt (F).STEP 5a: Level the Screen with the Panel, by adjusting the Leveller Bolt (F).

Section:
Description:

Page No:Date: 

ADJUST LEVELLER ADJUST LEVELLER
TLE_556a

6 of 8Feb 2026
Solid Lateral Floor Screen - End Mounted Single

Screens
Leverage Installation Guides

FF



Section:
Description:

Page No:Date: 

INSTALL SCREEN BRACKET COVER

Feb 2026 7 of 8
TLE_556aSolid Lateral Floor Screen - End Mounted Single

Screens
Leverage Installation Guides

STEP 6: Slide the Bracket Cover (E) over the Brackets as shown.

E



Section:
Description:

Page No:Date: 

INSTALL MODESTY BRACKET (WORKSURFACE SUPPORT)

Feb 2026 8 of 8
TLE_556aSolid Lateral Floor Screen - End Mounted Single

Screens
Leverage Installation Guides

STEP 7: Attach Modesty Bracket (H1) with Screws (H2) provided as shown above.

Note: This step is only for the Worksurface Support Configuration

H2

H3

H1



Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 2SOLID LATERAL FLOOR SCREEN - END MOUNTED DOUBLE

SCREENS
Feb 2026 1 of 8

TLE_556b

Installation Guidesleverage

Solid Lateral Floor Screen (KSNTS), Solid Lateral Screen with Glass
(KSNTG), End Mounted Double (EB)

A1

A1 -  Lateral Screen (C07-7877)
        W/ Glass (H01-3313/H02-0782) x 1

A2 - Lateral Screen
        (C07-7927) x 1

B - Screen Bracket
      (A16-9873) x 2

C - Screen Lock Bracket
      (A16-9874) x 2

H2 - Murakoshi Screw
      1/4-20 x 15mm
      (E01-0635) x 2

H1 - Modesty Bracket
       (X03-0244) x 1

H3 - #10 x 0.875" LG. screw
       (E07-0077) x 2

H
 -
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 D- Murakoshi Screw
      1/4-20 x 15mm
      (E01-0635) x 4

E - Screen Bracket Cover Assy
      (N02-6623) x 2

A2B

C

G - Leveller Bolt
      (D03-0037) x 1 or 2 (Varies)

F - Leveller Foot Assy
      (N01-4780) x 0 or 1 (Varies)

G

F

E



Section:
Description:

Page No:Date: 

ATTACH LEVELLER TO SCREEN

Feb 2026 2 of 8
TLE_556bSOLID LATERAL FLOOR SCREEN - END MOUNTED DOUBLE

SCREENS
leverage Installation Guides

STEP 1: Attach Leveller Foot (G) and/ or Leveller Foot Assembly (F) to Lateral Screen (A1/A2)

G
F

A

NOTE: Depending on the configuration, you may
have two leveller foot (G) for both sides, or a
leveller foot (G) and a leveller foot assembly (F)



Installation GuidesInstallation Guides

Section:
Description:

Page No:Date: 

ATTACH BRACKETS

Feb 2026 3 of 8
TLE_556bSOLID LATERAL FLOOR SCREEN - END MOUNTED DOUBLE

SCREENS

STEP 2: Align cutouts from Panel, and Screen Brackets (B). Then, push brackets in.

leverage

B



Installation GuidesInstallation Guides

Section:
Description:

Page No:Date: 

INSERT SCREEN LOCK BRACKETS

Feb 2026 4 of 8
TLE_556bSOLID LATERAL FLOOR SCREEN - END MOUNTED DOUBLE

SCREENS

STEP 3: Align holes on Screen Brackets (B) and Screen Lock Brackets (C).

C

leverage

B



Section:
Description:

Page No:Date: 

ATTACH SCREEN ATTACH SCREEN
TLE_556b

5 of 8Feb 2026
SOLID LATERAL FLOOR SCREEN - END MOUNTED DOUBLE

SCREENS
Installation Guides

STEP 4a: Fasten Screen to Brackets with Screws (D). STEP 4b: Fasten Screen to Brackets with Screws (D).

D

leverage

A2A1



STEP 5b: Rotate Leveller Foot (G) to adjust the height of the Screen (A1) to align it with Panel.STEP 5a: Rotate Leveller Foot (G) to adjust the height of the Screen (A1) to align it with Panel.

Section:
Description:

Page No:Date: 

ADJUST LEVELLER FOOT ADJUST LEVELLER FOOT
TLE_556b

6 of 8Feb 2026
SOLID LATERAL FLOOR SCREEN - END MOUNTED DOUBLE

SCREENS
leverage Installation Guides

G

A1

A2



Section:
Description:

Page No:Date: 

SCREEN BRACKET COVER ASSEMBLY

Feb 2026 7 of 8
TLE_556bSOLID LATERAL FLOOR SCREEN - END MOUNTED DOUBLE

SCREENS
leverage Installation Guides

STEP 6: Slide the Bracket Cover Assembly (E) over them.

E

A



H1

H2

H3

Section:
Description:

Page No:Date: 

ASSEMBLY MODESTY BRACKET (BASED ON CONFIGURATION)

Feb 2026 8 of 8
TLE_556bSOLID LATERAL FLOOR SCREEN - END MOUNTED DOUBLE

SCREENS
leverage Installation Guides

STEP 7: Attach Modesty Bracket (H1) with Screws (H2) provided as shown above.

A



Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 2SOLID LATERAL SCREENS, END MOUNTED SHARED 

SCREENS
Feb 2026 1 of 6

TLE_556c

Installation Guidesleverage

Solid Lateral Floor Screen (KSNTS), Solid Lateral Floor Screen with Glass
(KSNTG), End Mounted Shared (ED)

A1

A1 - Lateral Screen (Wood) -
      (C07-7928) x 1

B - Leverage Screen Bracket
      (A16-13018R) x 2

C - Screen Lock Bracket
      (A16-13019R) x 2

D- Murakoshi Screw
1/4-20 x 15mm
(E01-0635) x 4

E

E - Screen Bracket Cover
     Assembly ,District
     (N02-6623) x 2

A2 - Lateral Screen (C07-7876) w/Glass
(H01-3312/H02-0781)x 1

F - Leveller Bolt
     (D03-0037) x 2

C

B

F

A2



Installation GuidesInstallation Guides

Section:
Description:

Page No:Date: 

ATTACH BRACKETS

Feb 2026 2 of 6
TLE_556cSOLID LATERAL SCREENS, END MOUNTED SHARED 

SCREENS

STEP 1: Align cutouts from panel, and Screen Brackets (B). Then, push Brackets (B) in as shown.

leverage

B



Installation GuidesInstallation Guides

Section:
Description:

Page No:Date: 

INSERT SCREEN LOCK BRACKETS

Feb 2026 3 of 6
TLE_556cSOLID LATERAL SCREENS, END MOUNTED SHARED 

SCREENS

STEP 2: Align holes on both Brackets(B & C) as shown.

leverage

C

B



Section:
Description:

Page No:Date: 

INSERT LEVELLER BOLTS

Feb 2026 4 of 6
TLE_556cSOLID LATERAL SCREENS, END MOUNTED SHARED

SCREENS
leverage Installation Guides

STEP 3: Align Leveller Bolts (F) with pilot holes underneath Screen (A). Insert Levellers into Screen.

F

A



Section:
Description:

Page No:Date: 

ATTACH SCREEN ATTACH SCREEN
TLE_556c

5 of 6Feb 2026
SOLID LATERAL SCREENS, END MOUNTED SHARED

SCREENS
*** Installation Guides

STEP 4a: Fasten Screen (A1) to Brackets (B & C) with Murakoshi Screws (D) as shown above. STEP 4b: Fasten Screen (A2) to Brackets (B & C) with Murakoshi Screws (D) as shown above.

A1

A2

D



Section:
Description:

Page No:Date: 

ATTACH BRACKET COVERS

Feb 2026 6 of 6
TLE_556cSOLID LATERAL SCREENS, END MOUNTED SHARED 

SCREENS
leverage Installation Guides

STEP 5: Align Bracket Covers (E) with Brackets (B & C) and slide over.

D



Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 2SOLID LATERAL FLOOR SCREENS MID SPINE 

SCREENS
Feb 2026 1 of 7

TLE_556d

Installation Guidesleverage

Solid Lateral Floor Screen (KSNTS), Solid Lateral Floor Screen with Glass
(KSNTG), Mid Spine (MS)

A1 -  Lateral Floor Screen (C07-7878)
         with Glass (H01-3314/H02-0783)x 1

A2 - Lateral Screen
        (C07-7929)x 1

B - Screen Bracket
      (A16-13021)x 2

C - Screen Lock Bracket
      (A16-13022)x 2

 D- Murakoshi Screw
      1/4-20 x 15mm
      (E01-0635)x 4

 E- Screen Bracket Cover
       (N02-6623)x 2

A1

A2

C

 F- Leveller Foot Assy
       (N01-4780)x 0 or 1 (varies)

 G- Leveller Bolt
       (D03-0037)x 1 or 2 (varies)

G

F

B

E



Section:
Description:

Page No:Date: 

INSTALL FEET

Feb 2026 2 of 7
TLE_556dSOLID LATERAL FLOOR SCREENS MID SPINE 

SCREENS

STEP 1: Attach Leveller bolt (G) and/or Leveller Foot Assembly (F) to Lateral Screen (A1/A2)

A

G

F

G

F

NOTE: Depending on the configuration, you may
have two leveller bolts (F) for both side, or a
leveller bolt (F) and a leveller foot assembly (G)

leverage Installation Guides



Installation GuidesInstallation Guides

Section:
Description:

Page No:Date: 

ATTACH BRACKETS

Feb 2026 3 of 7
TLE_556dSOLID LATERAL FLOOR SCREENS MID SPINE 

SCREENS

STEP 2: Align Bracket (B) with the upper and lower frame slots, then push in until it hooks securely in place.

leverage

NOTE: Fascias removed for clarity

B

B



Installation GuidesInstallation Guides

Section:
Description:

Page No:Date: 

INSERT SCREEN LOCK BRACKETS

Feb 2026 4 of 7
TLE_556dSOLID LATERAL FLOOR SCREENS MID SPINE 

SCREENS

STEP 3: Slide Screen Lock Bracket (C) onto the installed top and bottom Brackets (B), aligning the screw holes.

leverage

NOTE: Fascias removed for clarity

B

C

C

B



Section:
Description:

Page No:Date: 

ATTACH SCREEN ATTACH SCREEN
TLE_556d

5 of 7Feb 2026
SOLID LATERAL FLOOR SCREENS MID SPINE 

SCREENS
Installation Guides

STEP 4a: Fasten the screen (A2) to the brackets with screws (D) STEP 4b: Fasten the screen (A1) to the brackets with screws (D)

leverage

NOTE: Fascias removed for clarity NOTE: Fascias removed for clarity

A2 A1

D D



Section:
Description:

Page No:Date: 

LEVEL SCREEN LEVEL SCREEN
TLE_556d

6 of 7Feb 2026
SOLID LATERAL FLOOR SCREENS MID SPINE 

SCREENS
Installation Guides

STEP 5a: Level the screen with the frame STEP 5b: Level the screen with the frame

leverage

A2
A1



Section:
Description:

Page No:Date: 

INSTALL BRACKET COVER INSTALL BRACKET COVER
TLE_556d

7 of 7Feb 2026
SOLID LATERAL FLOOR SCREENS MID SPINE 

SCREENS
Installation Guides

STEP 6a: Slide the Screen Bracket Covers (E) over the brackets STEP 6b: Slide the Screen Bracket Covers (E) over the brackets

leverage

NOTE: Fascias removed for clarityNOTE: Fascias removed for clarity

E

E



A - Desk Edge Screen
      with Glass
      (GVGL) x1

B1 - Modesty Bracket
        (A16-3113) x1

Desk Edge Screen with Glass (GVGL) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 0DESK EDGE SCREEN

SCREENS
May 2021 1 of 3

TLE_557

leverage Installation Guides

B
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x2

B2 - Murakoshi Screw, 1/4-20 X

         15mm (JCBB), ZINC

        (E01-0635) x2

B3 - #10 x 0.875" Lg. Screw,

         Quad.Pan Washer

        (E07-0077) x2



Section:
Description:

Page No:Date: 

INSTALL MOUNTING BRACKETS LEVEL SCREEN
TLE_557

2 of 3May 2021
DESK EDGE SCREEN

SCREENS
leverage Installation Guides

STEP 1:  Secure the Mounting Brackets with the Screen using screws as shown

A

B2

B1

STEP 2:  Bring the Assembly close to the Worksurface and level it accordingly

A

NOTE: KWSDN_F and  KLP1 used for reference



0.5"
STEP 3: Place the Screen with the Worksurface ensuring 0.5" GAP between the edge of Screen and Worksurface

for Cable Routing as shown

Section:
Description:

Page No:Date: 

PLACE SCREEN SECURE SCREEN
TLE_557

3 of 3May 2021
DESK EDGE SCREEN

SCREENS
leverage Installation Guides

STEP 4:  Secure the Screen with the Worksurface using screws as shown

TOP VIEW

A B1

Worksurface

A

B3

B1



Panel Add-On Screen - Smooth Felt (KPZA) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 1PANEL ADD-ON SCREENS

PANELS

May 2024 1 of 8
TLE_558

leverage Installation Guides

A - Leverage Add on Screen -
Smooth Felt (F03-0989-X) x1

B - Screen H Clip (B02-0943) x1
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C1 - Leverage Add on Trim Cut
Lengths (A23-8380-X) x2
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x1

C2a - Trim Fastener
        (D03-0065) xVaries

C2b - Through Plate for Leverage
        Frameless Glass
       (A16-2901) xVaries

C2c - 5/16-18 Lock Nut Zinc Plate
       (E03-0437) xVaries

C2d - Top Trim Connection Clip
       (B02-0202) x1

D - Leverage 90 deg Clip
      (B02-0869) x1

KPZAB
Both Extended

KPZAE
One Side Extended

KPZAS
Both Standard

C1

A



Section:
Description:

Page No:Date: 

LOOSEN HEAD SCREWS INSERT SCREEN
TLE_558

2 of 8May 2024
PANEL ADD-ON SCREENS

PANELS

leverage Installation Guides

STEP 2: Insert Screen Assm. into extrusion making sure edge of Screen lines up with metal rail
as per specifications. Tighten the Button Head screws.

STEP 1: Loosen the Hex Socket Button Head screws alongthe side of the extrusion.
NOTE: Ensure that the Torque is between Min 8.5lbf-in to Max 14lbf-in.

C1

A

NOTE: Please Ensure that the
Torque is between Min 8.5lbf-in
to Max 14lbf-in.

NOTE: Please Ensure that the
Torque is between Min 8.5lbf-in
to Max 14lbf-in.



Section:
Description:

Page No:Date: 

SLID IN TRIM FASTENERS INSTALL PANEL ADD-ON SCREEN
TLE_558

3 of 8May 2024
PANEL ADD-ON SCREENS

PANELS

leverage Installation Guides

STEP 4a: Drop the Panel Add-On Screen on top of the Leverage Frame and lock in place with
the Spring Clip and Lock Nuts provided.

STEP 3: Slide in the Trim Fasteners into the bottom track of the sub-assembly.

C2a

C2b

C2c



Section:
Description:

Page No:Date: 

COMPATIBILITY KIT INSTALLATION ON PANELS MANUFACTURED BEFORE JUNE 2011

May 2024 4 of 8
TLE_558

PANEL ADD-ON SCREENS

PANELS

leverage Installation Guides

STEP 4b: Place Compatibility Spacer Plate inside the channel, close to the Trim Fasteners.

Old Panel New Panel



Section:
Description:

Page No:Date: 

MULTIPLE PANEL ADD-ON SCREENS INSTALLATION

May 2024 5 of 8
TLE_558

PANEL ADD-ON SCREENS

PANELS

leverage Installation Guides

STEP 4c: For multiple Panel Add-On Screens, connect them using the Top Trim Connection Clip. Install the assembly onto the Panels.

C2d



1/16'' 1/16''

Section:
Description:

Page No:Date: 

PANEL ADD-ON SCREEN INSTALLATION (CONTINUED)

May 2024 6 of 8
TLE_558

PANEL ADD-ON SCREEN

PANELS

leverage Installation Guides

NOTE: Please leave a 1/16" gap between Metal Sub-Assembly when installing multiple Panel Frames with Extended.

Front View Top View

NOTE: Please leave a 1/16" gap between Metal Sub-Assembly
when installing multiple Panel Frames with Extended.



Section:
Description:

Page No:Date: 

PANEL ADD-ON SCREEN INSTALLATION (CONTINUED)

May 2024 7 of 8
TLE_558

PANEL ADD-ON SCREENS

PANELS

leverage Installation Guides

STEP 5: Install H Clips on side to side applications when there is no Extended Option (minimum gap). NOTE: H Clips are provided with the Add-on Screen depending on specs.

B

D



Section:
Description:

Page No:Date: 

PANEL ADD-ON SCREEN - EXTENDED CORNER APPLICATION

May 2024 8 of 8
TLE_558

PANEL ADD-ON SCREENS

PANELS

leverage Installation Guides

Step 6: Install 90 deg Alignment Clip by pushing it between the two screens. NOTE: Always install 90° Corner Cover Trim together with the Panel Add-On Screen when Extended Screens meet
at the corner. The Cap of the Corner Cover has to engage into the trims. For 90° Corner Cover Trim installation, refer to installation guide TLE_205.

D



Solid Lateral Screen w/Glass w/Shared Return and (KSNCG) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 0SOLID LATERAL SCREEN W/GLASS W/SHARED RETURN

SCREENS
Sept 2024 1 of 6

TLE_559

leverage Installation Guides

A - Solid Lateral Screen w/Glass
w/Return

      (N02-7526X-X) x1

B - Lateral Shared Screen w/Glass w/Return
(N02-7543X-X) x1

J - Screw, 1/4 -20X15mm
      (E01-0635) x4

K - Screen Spacer
      (B02-0934) x1

C- CH_14X17_M8X12.5
      (D06-4304) x3

D - CB_8X46_M8X9
      (E03-1088) x3

L - SS_M8X10
      (E01-1459) x3

G - Screen Lock Bracket
      (A16-13022X) x2

H - Screen Bracket
      (A16-13021X) x2

I - Screen Bracket Cover
      (N02-6623) x2

E - Dowel Connector Bolt
      (E03-1125) x2

F - Dowel Connector Insert
      (E03-1126) x2

B

K

A

D

E
F

C
I

G

H



STEP 2: Align holes on both brackets as shown.

STEP 1: Align cutouts from panel, and brackets. Then push in as shown.

STEP 3: Fasten Mid Mounted Lateral Screen to brackets with screws as shown above.

Section:
Description:

Page No:Date: 

ATTACH BRACKETS

INSET DISENGAGEMENT BRACKETS

ATTACH MOUNTED LATERAL SCREEN
TLE_559

2 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/SHARED RETURN

SCREENS
leverage Installation Guides

H

G
H

J



STEP 5: Level the Mid Mounted lateral Screen using the installed leveler bolts.

STEP 4: Slide the Bracket cover over them as shown.

STEP 6: Install Two-Part Connector Inserts on the Mid Mounted Lateral Screen.

Section:
Description:

Page No:Date: 

LEVEL MOUNTED LATERAL SCREEN

INSTALL CONNECTOR HOUSING
TLE_559

3 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/SHARED RETURN

SCREENS
leverage Installation Guides

I

F



STEP 8: Install Two-Part Connector Bolts on the Lateral Shared Screen Return.

STEP 7: Install Connector Housing on Mid Mounted Lateral Screen

STEP 9: Install Connector Pins on Lateral Shared Screen Return.

Section:
Description:

Page No:Date: 

INSTALL CONNECTOR HOUSINGS

INSTALL TWO-PART CONNECTOR BOLTS

INSTALL CONNECTOR PINS
TLE_559

4 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/SHARED RETURN

SCREENS
leverage Installation Guides

NOTE: Ensure that
connector Housing are aligned
with the notches on the face
being vertical so that the
connector pins can be
properly installed.
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STEP 11: Connect the Mid Mounted Lateral Screen and the Lateral Screen Shared Return by
connecting the Two-Part Connector Bolts and inserts and the Connecting Pins and Housing.

STEP 10: Attach Glass Return Screen Spacer to Mid Mounted Lateral Screen.

Section:
Description:

Page No:Date: 

ATTACH SPACER TO LATERAL SCREEN CONNECT SCREENS
TLE_559

5 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/SHARED RETURN

SCREENS
leverage Installation Guides

E

D

K



STEP 13: Level Lateral Screen Shared Return using the installed Low Profile Table levelers.STEP 12: Secure the Lateral Screen Shared Return to the Mid Mounted Lateral Screen using the provided set
screws.

Section:
Description:

Page No:Date: 

SECURE SCREENS LEVEL SHARED RETURN
TLE_559

6 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/SHARED RETURN

SCREENS
leverage Installation Guides

NO GAP

L



Solid Lateral Screen w/Shared Return (KSNCS) Part and Product Identification

A - Lateral Screen with Return
      (C08-2963X-X) x1

Section:
Description:

Page No: Date: 
Rev. No: 0SOLID LATERAL SCREEN W/ SHARED RETURN

SCREENS
Sept 2024 1 of 6

TLE_560

leverage Installation Guides

B - Lateral Shared Return Screen
(C08-2964-X) x1

C - Leveller Bolt
      (D03-0037) x2

D - Low Profile Leveler
      (D05-0085/03) x2

E - CH_14X17_M8X12.5
      (D06-4304) x3

F - CB_8X46_M8X9
      (E03-1088) x3

G - Dowel Connector Bolt
      (E03-1125) x3

J - Screw, 1/4 -20X15mm
      (E01-0635) x4

K - Screen Lock Bracket
      (A16-13022X) x2

L - Screen Bracket
      (A16-13021X) x2

M - Screen Bracket Cover
      (N02-6623) x2

H - Dowel Connector Insert
      (E03-1126) x3

I - SS_M8X10
      (E01-1459) x3

A

H

B
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G

F

C
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STEP 1:  Install Levelers on the Mid Mounted Lateral Screen STEP 2: Align cutouts from the panel and brackets. Then push in as shown.

STEP 4: Fasten Screen to the brackets with screws as shown above.STEP 3: Align holes on both brackets as shown.

Section:
Description:

Page No:Date: 

LEVELERS - MOUNTED LATERAL SCREEN ATTACH BRACKETS

INSERT DISENGAGEMENT BRACKETS ATTACH MOUNTED LATERAL SCREEN

TLE_560
2 of 6Sept 2024

SOLID LATERAL SCREEN W/ SHARED RETURN
SCREENS

leverage Installation Guides
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STEP 6: Level the Mid Mounted Lateral Screen using the installed Leveler BoltsSTEP 5: Slide the Bracket cover over them as shown.

Section:
Description:

Page No:Date: 

ALIGN BRACKET COVER LEVEL MOUNTED LATERAL SCREEN
TLE_560

3 of 6Sept 2024
SOLID LATERAL SCREEN W/ SHARED RETURN

SCREENS
leverage Installation Guides

M



STEP 8: Install Connector Housing on Mid Mounted Lateral Screen

STEP 7: Install Two-Part Connector Inserts on the Mid Mounted Lateral Screen.

STEP 9: Install Levelers on the Lateral Screen Shared Return

Section:
Description:

Page No:Date: 

INSTALL TWO-PART CONNECTOR INSERTS

INSTALL CONNECTOR HOUSINGS

LEVELERS - SHARED RETURN
TLE_560

4 of 6Sept 2024
SOLID LATERAL SCREEN W/ SHARED RETURN

SCREENS
leverage Installation Guides

NOTE: Ensure that
connector Housing are aligned
with the notches on the face
being vertical so that the
connector pins can be
properly installed.

H

A
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STEP 11: Install Connector Pins on Lateral Shared Screen Return.

STEP 10: Install Two-Part Connector Bolts on the Lateral Shared Screen Return.

STEP 12: Connect the Mid Mounted Lateral Screen and the Lateral Screen Shared Return by
connecting the Two-Part Connector Bolts and inserts and the Connecting Pins and Housing.

Section:
Description:

Page No:Date: 

INSTALL TWO-PART CONNECTOR BOLTS

INSTALL CONNECTOR PINS

CONNECT SCREENS
TLE_560

5 of 6Sept 2024
SOLID LATERAL SCREEN W/ SHARED RETURN

SCREENS
leverage Installation Guides
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STEP 14: Level Lateral Screen Shared Return using the installed Low Profile Table levelers.STEP 13: Secure the Lateral Screen Shared Return to the Mid Mounted Lateral Screen using
the provided set screws.

Section:
Description:

Page No:Date: 

SECURE SCREENS LEVEL SHARED RETURN
TLE_560

6 of 6Sept 2024
SOLID LATERAL SCREEN W/ SHARED RETURN

SCREENS
leverage Installation Guides

NOTE: Tighten
setscrews until
fully engaged.

NO GAP

E



Solid Lateral Screen w/Glass w/Return (KSNRG) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 0SOLID LATERAL SCREEN W/GLASS W/RETURN

SCREENS
Sept 2024 1 of 6

TLE_561

leverage Installation Guides

A - Solid Lateral Screen w/Glass
(N02-7526X-X) x1

B - Solid Lateral Screen w/Glass Return
(N02-7524X-X) x1

J - Screw, 1/4 -20X15mm
      (E01-0635) x4

K - Screen Spacer
      (B02-0934) x1

C- CH_14X17_M8X12.5
(D06-4304) x3

D - CB_8X46_M8X9
      (E03-1088) x3

L - SS_M8X10
      (E01-1459) x3

G - Screen Lock Bracket
      (A16-13022X) x2

H - Screen Bracket
      (A16-13021X) x2

I - Screen Bracket Cover
      (N02-6623) x2

E - Dowel Connector Bolt
      (E03-1125) x2

F - Dowel Connector Insert
      (E03-1126) x2

B
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STEP 2: Align holes on both brackets as shown.

STEP 1: Align cutouts from panel, and brackets. Then push in as shown.

STEP 3: Fasten Mid Mounted Lateral Screen to brackets with screws as shown above.

Section:
Description:

Page No:Date: 

ATTACH BRACKETS

INSET DISENGAGEMENT BRACKETS

ATTACH MOUNTED LATERAL SCREEN
TLE_561

2 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/RETURN

SCREENS
leverage Installation Guides
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STEP 5: Level the Mid Mounted lateral Screen using the installed leveler bolts.

STEP 4: Slide the Bracket cover over them as shown.

STEP 6: Install Two-Part Connector Inserts on the Mid Mounted Lateral Screen.

Section:
Description:

Page No:Date: 

LEVEL MOUNTED LATERAL SCREEN

INSTALL CONNECTOR HOUSING
TLE_561

3 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/RETURN

SCREENS
leverage Installation Guides

I
F



STEP 8: Install Two-Part Connector Bolts on the Lateral Shared Screen Return.

STEP 7: Install Connector Housing on Mid Mounted Lateral Screen

STEP 9: Install Connector Pins on Lateral Shared Screen Return.

Section:
Description:

Page No:Date: 

INSTALL CONNECTOR HOUSINGS

INSTALL TWO-PART CONNECTOR BOLTS

INSTALL CONNECTOR PINS
TLE_561

4 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/RETURN

SCREENS
leverage Installation Guides

NOTE: Ensure that
connector Housing are aligned
with the notches on the face
being vertical so that the
connector pins can be
properly installed.
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STEP 11: Connect the Mid Mounted Lateral Screen and the Lateral Screen Return by
connecting the Two-Part Connector Bolts and inserts and the Connecting Pins and Housing.

STEP 10: Attach Glass Return Screen Spacer to Mid Mounted Lateral Screen.

Section:
Description:

Page No:Date: 

ATTACH SPACER TO LATERAL SCREEN CONNECT SCREENS
TLE_561

5 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/RETURN

SCREENS
leverage Installation Guides
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STEP 13: Level Lateral Screen Return using the installed Low Profile Table levelers.STEP 12: Secure the Lateral Screen Return to the Mid Mounted Lateral Screen using the provided set screws.

Section:
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SECURE SCREENS LEVEL Return
TLE_561

6 of 6Sept 2024
SOLID LATERAL SCREEN W/GLASS W/RETURN

SCREENS
leverage Installation Guides

L

NOTE: Tighten
setscrews until
fully engaged.

NO GAP



Solid Lateral Floor Screen w/ Return (KSNRS) Part and Product Identification

Section:
Description:

Page No: Date: 
Rev. No: 0SOLID LATERAL FLOOR SCREEN W/RETURN

SCREENS
Sept 2024 1 of 6

TLE_562

leverage Installation Guides

A - Lateral Screen with Return
      (C08-2963X-X) x1

B - Lateral Shared Return Screen
(C08-2964-X) x1

C - Leveller Bolt
      (D03-0037) x2

D - Low Profile Leveler
      (D05-0085/03) x2

E - CH_14X17_M8X12.5
      (D06-4304) x3

F - CB_8X46_M8X9
      (E03-1088) x3

G - Dowel Connector Bolt
      (E03-1125) x3

J - Screw, 1/4 -20X15mm
      (E01-0635) x4

K - Screen Lock Bracket
      (A16-13022X) x2

L - Screen Bracket
      (A16-13021X) x2

M - Screen Bracket Cover
      (N02-6623) x2

H - Dowel Connector Insert
      (E03-1126) x3

I - SS_M8X10
      (E01-1459) x3
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Page No:Date: 

LEVELERS - MOUNTED LATERAL SCREEN ATTACH BRACKETS

INSERT DISENGAGEMENT BRACKETS ATTACH MOUNTED LATERAL SCREEN

TLE_562
2 of 6Sept 2024

SOLID LATERAL FLOOR SCREEN W/RETURN
SCREENS

leverage Installation Guides

STEP 1:  Install Levelers on the Mid Mounted Lateral Screen STEP 2: Align cutouts from the panel and brackets. Then push in as shown.

STEP 4: Fasten Screen to the brackets with screws as shown above.STEP 3: Align holes on both brackets as shown.

C

L

K J
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Page No:Date: 

ALIGN BRACKET COVER LEVEL MOUNTED LATERAL SCREEN
TLE_562

3 of 6Sept 2024
SOLID LATERAL FLOOR SCREEN W/RETURN

SCREENS
leverage Installation Guides

STEP 6: Level the Mid Mounted Lateral Screen using the installed Leveler BoltsSTEP 5: Slide the Bracket cover over them as shown.

M
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INSTALL TWO-PART CONNECTOR INSERTS

INSTALL CONNECTOR HOUSINGS

LEVELERS - SHARED RETURN
TLE_562

4 of 6Sept 2024
SOLID LATERAL FLOOR SCREEN W/RETURN

SCREENS
leverage Installation Guides

STEP 8: Install Connector Housing on Mid Mounted Lateral Screen

STEP 7: Install Two-Part Connector Inserts on the Mid Mounted Lateral Screen.

STEP 9: Install Levelers on the Lateral Screen Shared Return

NOTE: Ensure that
connector Housing are aligned
with the notches on the face
being vertical so that the
connector pins can be
properly installed.
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INSTALL TWO-PART CONNECTOR BOLTS

INSTALL CONNECTOR PINS

CONNECT SCREENS
TLE_562

5 of 6Sept 2024
SOLID LATERAL FLOOR SCREEN W/RETURN

SCREENS
leverage Installation Guides

STEP 11: Install Connector Pins on Lateral Shared Screen Return.

STEP 10: Install Two-Part Connector Bolts on the Lateral Shared Screen Return.

STEP 12: Connect the Mid Mounted Lateral Screen and the Lateral Screen Shared Return by
connecting the Two-Part Connector Bolts and inserts and the Connecting Pins and Housing.
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SECURE SCREENS LEVEL SHARED RETURN
TLE_562

6 of 6Sept 2024
SOLID LATERAL FLOOR SCREEN W/RETURN

SCREENS
leverage Installation Guides

STEP 14: Level Lateral Screen Shared Return using the installed Low Profile Table levelers.STEP 13: Secure the Lateral Screen Shared Return to the Mid Mounted Lateral Screen using
the provided set screws.

NOTE: Tighten
setscrews until
fully engaged.

NO GAP

E

I


	0000 leverage_index
	Sheet1

	0001 leverage_install_guide(old)
	TLE_101.pdf
	Sheets and Views
	TLE_101-G01
	TLE_101-G03
	TLE_101-G04
	TLE_101-G05
	TLE_101-G06
	TLE_101-G07


	TLE_102a.pdf
	Sheets and Views
	TLE_102a-G01
	TLE_102a-G02
	TLE_102a-G03


	TLE_102c.pdf
	Sheets and Views
	TLE_102c-G01
	TLE_102c-G02
	TLE_102c-G03
	TLE_102c-G04
	TLE_102c-G05


	TLE_102d.pdf
	Sheets and Views
	TLE_102d-G01
	TLE_102d-G02
	TLE_102d-G03
	TLE_102d-G04
	TLE_102d-G05
	TLE_102d-G06
	TLE_102d-G07
	TLE_102d-G08


	TLE_103.pdf
	Sheets and Views
	TLE_103-G01
	TLE_103-G02
	TLE_103-G03
	TLE_103-G04
	TLE_103-G05
	TLE_103-G06
	TLE_103-G07
	TLE_103-G08
	TLE_103-G09
	TLE_103-G10
	TLE_103-G11
	TLE_103-G12


	TLE_104.pdf
	Sheets and Views
	TLE_104-G01
	TLE_104-G02
	TLE_104-G03
	TLE_104-G04
	TLE_104-G05
	TLE_104-G06
	TLE_104-G07
	TLE_104-G08
	TLE_104-G09


	TLE_105.pdf
	Sheets and Views
	TLE_105-G01
	TLE_105-G02
	TLE_105-G03
	TLE_105-G04


	TLE_150.pdf
	Sheets and Views
	TLE_150-G01
	TLE_150-G02
	TLE_150-G03
	TLE_150-G04
	TLE_150-G05


	TLE_151.pdf
	Sheets and Views
	TLE_151-G01
	TLE_151-G02
	TLE_151-G03


	TLE_201.pdf
	Sheets and Views
	TLE_201-G01
	TLE_201-G02
	TLE_201-G03
	TLE_201-G04
	TLE_201-G05
	TLE_201-G06
	TLE_201-G07
	TLE_201-G08
	TLE_201-G09
	TLE_201-G10
	TLE_201-G11
	TLE_201-G12
	TLE_201-G13


	TLE_202.pdf
	Sheets and Views
	TLE_202-G01
	TLE_202-G02
	TLE_202-G03
	TLE_202-G04
	TLE_202-G05
	TLE_202-G06


	TLE_203.pdf
	Sheets and Views
	TLE_203-G01
	TLE_203-G02


	TLE_205.pdf
	Sheets and Views
	TLE_205-G01
	TLE_205-G02
	TLE_205-G03
	TLE_205-G04
	TLE_205-G05
	TLE_205-G06
	TLE_205-G07
	TLE_205-G08
	TLE_205-G09
	TLE_205-G10
	TLE_205-G11


	TLE_206.pdf
	Sheets and Views
	TLE_206-G01
	TLE_206-G02
	TLE_206-G03
	TLE_206-G04
	TLE_206-G05


	TLE_207.pdf
	Sheets and Views
	TLE_207-G01
	TLE_207-G02
	TLE_207-G03
	TLE_207-G04
	TLE_207-G05
	TLE_207-G06
	TLE_207-G07
	TLE_207-G08
	TLE_207-G09
	TLE_207-G10
	TLE_207-G11


	TLE_208.pdf
	Sheets and Views
	TLE_208-G01
	TLE_208-G02
	TLE_208-G03
	TLE_208-G04
	TLE_208-G05
	TLE_208-G06
	TLE_208-G07


	TLE_209.pdf
	Sheets and Views
	TLE_209-G01
	TLE_209-G02
	TLE_209-G03
	TLE_209-G04
	TLE_209-G05
	TLE_209-G06


	TLE_210.pdf
	Sheets and Views
	TLE_210-G01
	TLE_210-G02
	TLE_210-G03
	TLE_210-G04
	TLE_210-G05
	TLE_210-G06
	TLE_210-G07


	TLE_211.pdf
	Sheets and Views
	TLE_211-G01
	TLE_211-G02
	TLE_211-G03
	TLE_211-G04
	TLE_211-G05
	TLE_211-G06
	TLE_211-G07
	TLE_211-G08


	TLE_212.pdf
	Sheets and Views
	TLE_212-G01
	TLE_212-G02
	TLE_212-G03
	TLE_212-G04


	TLE_213.pdf
	Sheets and Views
	TLE_213-G01
	TLE_213-G02
	TLE_213-G03
	TLE_213-G04
	TLE_213-G05
	TLE_213-G06


	TLE_214a.pdf
	Sheets and Views
	TLE_214a-G01
	TLE_214a-G02
	TLE_214a-G03
	TLE_214a-G04


	TLE_214b.pdf
	Sheets and Views
	TLE_214b-G01
	TLE_214b-G02
	TLE_214b-G03


	TLE_214c.pdf
	Sheets and Views
	TLE_214c-G01
	TLE_214c-G02
	TLE_214c-G03


	TLE_215a .pdf
	Sheets and Views
	TLE_215a -G01
	TLE_215a -G02
	TLE_215a -G03
	TLE_215a -G04


	TLE_215b.pdf
	Sheets and Views
	TLE_215b-G01
	TLE_215b-G02
	TLE_215b-G03
	TLE_215b-G04
	TLE_215b-G05
	TLE_215b-G06


	TLE_216.pdf
	Sheets and Views
	TLE_216-G01
	TLE_216-G02
	TLE_216-G03
	TLE_216-G04


	TLE_250a.pdf
	Sheets and Views
	TLE_250a-G01
	TLE_250a-G02
	TLE_250a-G03
	TLE_250a-G04
	TLE_250a-G05
	TLE_250a-G06
	TLE_250a-G07
	TLE_250a-G08
	TLE_250a-G09


	TLE_250b.pdf
	Sheets and Views
	TLE_250b-G01
	TLE_250b-G02
	TLE_250b-G03


	TLE_251.pdf
	Sheets and Views
	TLE_251-G01
	TLE_251-G02
	TLE_251-G03
	TLE_251-G04
	TLE_251-G05
	TLE_251-G06


	TLE_301.pdf
	Sheets and Views
	TLE_301-G01
	TLE_301-G02
	TLE_301-G03


	TLE_302.pdf
	Sheets and Views
	TLE_302-G01
	TLE_302-G02
	TLE_302-G03


	TLE_303.pdf
	Sheets and Views
	TLE_303-G01
	TLE_303-G02
	TLE_303-G03
	TLE_303-G04


	TLE_304.pdf
	Sheets and Views
	TLE_304-G01
	TLE_304-G02
	TLE_304-G03
	TLE_304-G04


	TLE_305.pdf
	Sheets and Views
	TLE_305-G01
	TLE_305-G02
	TLE_305-G03
	TLE_305-G04
	TLE_305-G05
	TLE_305-G06
	TLE_305-G07


	TLE_306.pdf
	Sheets and Views
	TLE_306-G01
	TLE_306-G02
	TLE_306-G03
	TLE_306-G04
	TLE_306-G05


	TLE_307.pdf
	Sheets and Views
	TLE_307-G01
	TLE_307-G02
	TLE_307-G03
	TLE_307-G04


	TLE_308a.pdf
	Sheets and Views
	TLE_308a-G01
	TLE_308a-G02
	TLE_308a-G03
	TLE_308a-G04
	TLE_308a-G05
	TLE_308a-G06
	TLE_308a-G07


	TLE_308c.pdf
	Sheets and Views
	TLE_308c-G01
	TLE_308c-G02
	TLE_308c-G03


	TLE_350.pdf
	Sheets and Views
	TLE_350-G01
	TLE_350-G02


	TLE_351.pdf
	Sheets and Views
	Unsaved Drawing-G01
	Unsaved Drawing-G02
	Unsaved Drawing-G03


	TLE_352.pdf
	Sheets and Views
	TLE_352-G01
	TLE_352-G02


	TLE_353.pdf
	Sheets and Views
	TLE_353-G01
	TLE_353-G02


	TLE_354.pdf
	Sheets and Views
	TLE_354-G01
	TLE_354-G02


	TLE_355.pdf
	Sheets and Views
	TLE_355-G01
	TLE_355-G02
	TLE_355-G03
	TLE_355-G04
	TLE_355-G05
	TLE_355-G06
	TLE_355-G07
	TLE_355-G08


	TLE_356.pdf
	Sheets and Views
	TLE_356-G01
	TLE_356-G02
	TLE_356-G03


	TLE_357.pdf
	Sheets and Views
	TLE_357-G01
	TLE_357-G02
	TLE_357-G03
	TLE_357-G04


	TLE_358a.pdf
	Sheets and Views
	TLE_358a-G01
	TLE_358a-G02
	TLE_358a-G03
	TLE_358a-G04
	TLE_358a-G05
	TLE_358a-G06
	TLE_358a-G07
	TLE_358a-G08
	TLE_358a-G09
	TLE_358a-G10


	TLE_358b.pdf
	Sheets and Views
	TLE_358b-G01
	TLE_358b-G02
	TLE_358b-G03
	TLE_358b-G04
	TLE_358b-G05


	TLE_359n.pdf
	Sheets and Views
	TLE_359-G01
	TLE_359-G02
	TLE_359-G03
	TLE_359-G04
	TLE_359-G05


	TLE_360.pdf
	Sheets and Views
	TLE_360-G01
	TLE_360-G02
	TLE_360-G03


	TLE_361.pdf
	Sheets and Views
	TLE_361-G01
	TLE_361-G02
	TLE_361-G03
	TLE_361-G04
	TLE_361-G05


	TLE_362.pdf
	Sheets and Views
	TLE_362-G01
	TLE_362-G02


	TLE_363.pdf
	Sheets and Views
	TLE_363-G01
	TLE_363-G02
	TLE_363-G03
	TLE_363-G04
	TLE_363-G05


	TLE_364.pdf
	Sheets and Views
	TLE_364-G01
	TLE_364-G02


	TLE_365.pdf
	Sheets and Views
	TLE_365-G01
	TLE_365-G02
	TLE_365-G03
	TLE_365-G04


	TLE_366.pdf
	Sheets and Views
	TLE_366-G01
	TLE_366-G02
	TLE_366-G03


	TLE_367.pdf
	Sheets and Views
	TLE_367-G01
	TLE_367-G02


	TLE_368.pdf
	Sheets and Views
	TLE_368-G01
	TLE_368-G02
	TLE_368-G03
	TLE_368-G04
	TLE_368-G05


	TLE_369.pdf
	Sheets and Views
	TLE_369-G01
	TLE_369-G02
	TLE_369-G03


	TLE_371a.pdf
	Sheets and Views
	TLE_371a-G01
	TLE_371a-G02
	TLE_371a-G03
	TLE_371a-G04


	TLE_371b.pdf
	Sheets and Views
	TLE_371b-G01
	TLE_371b-G02
	TLE_371b-G03
	TLE_371b-G04
	TLE_371b-G05
	TLE_371b-G06


	TLE_401.pdf
	Sheets and Views
	TLE_401-G01
	TLE_401-G02


	TLE_402.pdf
	Sheets and Views
	TLE_402-G01
	TLE_402-G02


	TLE_403.pdf
	Sheets and Views
	TLE_403-G01
	TLE_403-G02
	TLE_403-G03


	TLE_404.pdf
	Sheets and Views
	TLE_404-G01
	TLE_404-G02
	TLE_404-G03


	TLE_405.pdf
	Sheets and Views
	TLE_405-G01
	TLE_405-G02
	TLE_405-G03
	TLE_405-G04
	TLE_405-G05
	TLE_405-G06
	TLE_405-G07
	TLE_405-G08
	TLE_405-G09
	TLE_405-G10


	TLE_406.pdf
	Sheets and Views
	TLE_406-G01
	TLE_406-G02
	TLE_406-G03


	TLE_407.pdf
	Sheets and Views
	TLE_407-G01
	TLE_407-G02
	TLE_407-G03
	TLE_407-G04


	TLE_408.pdf
	Sheets and Views
	TLE_408-G01
	TLE_408-G02
	TLE_408-G03


	TLE_409.pdf
	Sheets and Views
	TLE_409-G01
	TLE_409-G02
	TLE_409-G03


	TLE_410.pdf
	Sheets and Views
	TLE_410NEW-G01
	TLE_410NEW-G02


	TLE_411.pdf
	Sheets and Views
	TLE_411-G01
	TLE_411-G02
	TLE_411-G03
	TLE_411-G04


	TLE_412.pdf
	Sheets and Views
	TLE_412-G01
	TLE_412-G02
	TLE_412-G03
	TLE_412-G04
	TLE_412-G05


	TLE_451.pdf
	Sheets and Views
	TLE_451-G01
	TLE_451-G02
	TLE_451-G03
	TLE_451-G04


	TLE_452.pdf
	Sheets and Views
	TLE_452-G01
	TLE_452-G02


	TLE_454.pdf
	Sheets and Views
	TLE_454-G01
	TLE_454-G02


	TLE_455.pdf
	Sheets and Views
	TLE_455-G01
	TLE_455-G02
	TLE_455-G03
	TLE_455-G04


	TLE_501.pdf
	Sheets and Views
	TLE_501-G01
	TLE_501-G02


	TLE_502.pdf
	Sheets and Views
	TLE_502.-G01
	TLE_502.-G02
	TLE_502.-G03


	TLE_503.pdf
	Sheets and Views
	TLE_503-G01
	TLE_503-G02
	TLE_503-G03
	TLE_503-G04
	TLE_503-G05
	TLE_503-G06


	TLE_504.pdf
	Sheets and Views
	TLE_504-G01
	TLE_504-G02
	TLE_504-G03
	TLE_504-G04
	TLE_504-G05


	TLE_505a.pdf
	Sheets and Views
	TLE_505a-G01
	TLE_505a-G01 (2)
	TLE_505a-G02
	TLE_505a-G03
	TLE_505a-G04
	TLE_505a-G05
	TLE_505a-G06
	TLE_505a-G07
	TLE_505a-G08
	TLE_505a-G09
	TLE_505a-G10
	TLE_505a-G11


	TLE_505b.pdf
	Sheets and Views
	TLE_505b-G01
	TLE_505b-G02
	TLE_505b-G03
	TLE_505b-G04
	TLE_505b-G05
	TLE_505b-G06
	TLE_505b-G07
	TLE_505b-G08
	TLE_505b-G09
	TLE_505b-G10
	TLE_505b-G11


	TLE_506.pdf
	Sheets and Views
	TLE_506-G01
	TLE_506-G01 (2)
	TLE_506-G02
	TLE_506-G03
	TLE_506-G04
	TLE_506-G05
	TLE_506-G06
	TLE_506-G07
	TLE_506-G08
	TLE_506-G09


	TLE_507a.pdf
	Sheets and Views
	TLE_507a-G01
	TLE_507a-G02
	TLE_507a-G03
	TLE_507a-G04
	TLE_507a-G05
	TLE_507a-G06
	TLE_507a-G07
	TLE_507a-G08
	TLE_507a-G09
	TLE_507a-G10


	TLE_507b.pdf
	Sheets and Views
	TLE_507b-G01
	TLE_507b-G02
	TLE_507b-G03
	TLE_507b-G04
	TLE_507b-G05


	TLE_511.pdf
	Sheets and Views
	TLE_511-G01
	TLE_511-G02
	TLE_511-G03
	TLE_511-G04
	TLE_511-G05
	TLE_511-G06


	TLE_512.pdf
	Sheets and Views
	TLE_512-G01
	TLE_512-G02


	TLE_513.pdf
	Sheets and Views
	TLE_513-G01
	TLE_513-G02
	TLE_513-G03
	TLE_513-G04
	TLE_513-G05
	TLE_513-G06
	TLE_513-G07


	TLE_514.pdf
	Sheets and Views
	TLE_514-G01
	TLE_514-G02
	TLE_514-G03
	TLE_514-G04
	TLE_514-G05


	TLE_550.pdf
	Sheets and Views
	TLE_550-G01
	TLE_550-G02
	TLE_550-G03


	TLE_551.pdf
	Sheets and Views
	TLE_551-G01
	TLE_551-G02
	TLE_551-G03
	TLE_551-G04
	TLE_551-G05


	TLE_552.pdf
	Sheets and Views
	TLE_552-G01
	TLE_552-G02
	TLE_552-G03


	TLE_553.pdf
	Sheets and Views
	TLE_553-G01
	TLE_553-G02
	TLE_553-G03
	TLE_553-G04
	TLE_553-G05


	TLE_554.pdf
	Sheets and Views
	TLE_554-G01
	TLE_554-G02
	TLE_554-G03
	TLE_554-G04


	TLE_555.pdf
	Sheets and Views
	TLE_555-G01
	TLE_555-G02
	TLE_555-G03
	TLE_555-G04
	TLE_555-G05
	TLE_555-G06
	TLE_555-G07


	TLE_450 Casters and Counterweight Installation.pdf
	Sheets and Views
	TLE_450-G01
	TLE_450-G02
	TLE_450-G03


	TLE_453 Mobile Pedestal with Seat Installation.pdf
	Sheets and Views
	TLE_453-G01
	TLE_453-G02
	TLE_453-G03


	TLE_456 Side Filer Support Kit Installation.pdf
	Sheets and Views
	TLE_456-G01
	TLE_456-G02
	TLE_456-G03
	TLE_456-G04
	TLE_456-G05
	TLE_456-G06


	TLE_556.pdf
	Sheets and Views
	TLE_556-G01
	TLE_556-G02
	TLE_556-G03
	TLE_556-G04
	TLE_556-G05


	TLE_557.pdf
	Sheets and Views
	TLE_557-G01
	TLE_557-G02
	TLE_557-G03


	TLE_558.pdf
	Sheets and Views
	TLE_558-G01
	TLE_558-G02
	TLE_558-G03
	TLE_558-G04
	TLE_558-G05
	TLE_558-G06
	TLE_558-G07
	TLE_558-G08


	Blank Page
	Blank Page
	TLE_102b.pdf
	Sheets and Views
	TLE_102b-G01
	TLE_102b-G02
	TLE_102b-G03
	TLE_102b-G04
	TLE_102b-G05
	TLE_102b-G06


	TLE_559.pdf
	Sheets and Views
	KSNCG-G01
	KSNCG-G02
	KSNCG-G03
	KSNCG-G04
	KSNCG-G05
	KSNCG-G06


	TLE_560.pdf
	Sheets and Views
	KSNCS-G01
	KSNCS-G02
	KSNCS-G03
	KSNCS-G04
	KSNCS-G05
	KSNCS-G06


	TLE_561.pdf
	Sheets and Views
	KSNCGref-G01
	KSNCGref-G02
	KSNCGref-G03
	KSNCGref-G04
	KSNCGref-G05
	KSNCGref-G06


	TLE_562.pdf
	Sheets and Views
	KSNRS-G01
	KSNRS-G02
	KSNRS-G03
	KSNRS-G04
	KSNRS-G05
	KSNRS-G06


	TLE_218.pdf
	Sheets and Views
	Unsaved Drawing-G01
	Unsaved Drawing-G02
	Unsaved Drawing-G03


	TLE_413.pdf
	Sheets and Views
	FCV-G01
	FCV-G02
	FCV-G03


	TLE_414.pdf
	Sheets and Views
	FCH-G01
	FCH-G02
	FCH-G03
	FCH-G04
	FCH-G05



	TLE_509 Leverage Outlet Box Bezel, Int Outlet Box & Int Communications Mounting Kit.pdf
	Sheets and Views
	TLE_509-G01
	TLE_509-G02
	TLE_509-G03
	TLE_509-G04
	TLE_509-G05
	TLE_509-G06
	TLE_509-G07


	0000 leverage_index.pdf
	Sheet1

	0000 leverage_index.pdf
	Sheet1

	TLE_206b.pdf
	Sheets and Views
	TLE_206b-G01
	TLE_206b-G02
	TLE_206b-G03
	TLE_206b-G04
	TLE_206b-G05


	TLE_556a Solid Lateral Floor Screen End Mount Single.pdf
	Sheets and Views
	KSNTSES_IG-PG1
	KSNTSES_IG-PG2
	KSNTSES_IG-PG3
	KSNTSES_IG-PG4
	KSNTSES_IG-PG5
	KSNTSES_IG-PG6
	KSNTSES_IG-PG7
	KSNTSES_IG-PG8


	TLE_556b Solid Lateral Floor Screen, End Mount Double.pdf
	Sheets and Views
	TLE_556b-G01
	TLE_556b-G02
	TLE_556b-G03
	TLE_556b-G04
	TLE_556b-G05
	TLE_556b-G06
	TLE_556b-G07
	TLE_556b-G08


	TLE_556b Solid Lateral Floor Screen, End Mount Double.pdf
	Sheets and Views
	TLE_556b-G01
	TLE_556b-G02
	TLE_556b-G03
	TLE_556b-G04
	TLE_556b-G05
	TLE_556b-G06
	TLE_556b-G07
	TLE_556b-G08


	TLE_556c Solid Lateral Floor Screen, End Mounted Shared.pdf
	Sheets and Views
	TLE_556c-G01
	TLE_556c-G02
	TLE_556c-G03
	TLE_556c-G04
	TLE_556c-G05
	TLE_556c-G06


	TLE_556c Solid Lateral Floor Screen, End Mounted Shared.pdf
	Sheets and Views
	TLE_556c-G01
	TLE_556c-G02
	TLE_556c-G03
	TLE_556c-G04
	TLE_556c-G05
	TLE_556c-G06


	TLE_556d Solid Lateral Floor Screen, Mid Spine.pdf
	Sheets and Views
	TLE_556d-G01
	TLE_556d-G02
	TLE_556d-G03
	TLE_556d-G04
	TLE_556d-G05
	TLE_556d-G06
	TLE_556d-G07





